ATTACHMENT 4

@ Stantec Memo

To: Daniel Inloes, Senior Planner From: Daryl Zerfass
City of Costa Mesa Stantec
File: Costa Mesa General Plan Update Date: June 1, 2016

Traffic Analysis (2073007 190)

Reference: Costa Mesa General Plan Update - Fairview Mixed-Use Center Traffic Analysis

This memorandum summarizes the results of a supplemental traffic analysis conducted by Stantec
Consulting Services Inc. (Stantec) to evaluate the Mixed-Use Center designation that is being
considered for Fairview Developmental Center as part of the City of Costa Mesa General Plan
update. The Mixed-Use Center development plan evaluated in this supplemental traffic analysis
involves a higher intensification of land use and trip generation compared to the future
development plan assumed for the Fairview Developmental Center site in the February 2016 City of
Costa Mesa General Plan Update Traffic Analysis report prepared by Stantec. Table 1 (attached)
summarizes the future land use and trip generation for the Fairview Developmental Center site
based on the General Plan traffic study assumptions and the proposed Mixed-Use Center
designation. The trip generation estimates are based on trip rates from the Costa Mesa Traffic Model
(CMTM), which is the traffic model that was applied in the General Plan traffic study. As the table
indicates, compared to the General Plan traffic analysis the proposed Mixed-Use Center plan
generates 290 more AM peak hour trips, 307 more PM peak hour trips and 2,400 more daily frips.

The potential traffic impacts of the Mixed-Use Center designation for the Fairview Developmental
Center site were evaluated based on year 2035 General Plan buildout conditions assuming the
constrained highway network scenario described in the General Plan update fraffic analysis report.
Table 2 (attached) summarizes AM and PM peak hour intersection capacity utilization (ICU) values
for intersection locations in the vicinity of the Fairview Developmental Center under year 2035 fraffic
conditions based on the development plan assumed in the General Plan traffic analysis and the
proposed Mixed-Use Center development plan (ICU worksheets are attached at the end of this
memorandum). As the table indicates, all of intersections that were analyzed are forecast to
operate at an acceptable level of service (LOS) “D" or better under year 2035 conditions based on
the Mixed-Use Center development plan (i.e., the inclusion of the Mixed-Use Center designation for
the Fairview Developmental Center site in the General Plan update does not result in any significant
traffic impacts).

STANTEC CONSULTING SERVICES INC.

Daryl Zerfass, PE, PTP

Principal, Transportation Planning and Traffic Engineering
Phone: (949) 923-6058

Daryl.Zerfass@stantec.com

Attachments: Table 1 — Land Use and Trip Generation Summary (Fairview Developmental Center
Site)
Table 2 — Long-Range (2035) Intersection LOS Summary
Peak Hour Intersection Capacity Utilization (ICU) Worksheets
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Table 1 Land Use and Trip Generation Summary (Fairview Developmental Center Site)

AM Peak Hour PM Peak Hour

Land Use Units in | out | Total in | Out | Total ADT
GENERAL PLAN TRAFFIC STUDY
Medium Density Residential 200 DU 30 98 128 104 60 164 1,634
High Density Residential 300 DU 30 123 153 120 66 186 1,995
Public Facility 52 Acres 2 2 4 4 4 8 98
Passive Park 26 Acres 1 1 2 2 2 4 49
Total Trip Generation 63 224 287 230 132 362 3,776
PROPOSED MIXED-USE CENTER DESIGNATION
Low Density Residential 250 DU 48 140 188 158 93 251 2,380
High Density Residential 332 DU 33 136 169 133 73 206 2,208
Institutional (Office) 139.66 TSF 191 27 218 35 173 208 1,540
Passive Park 25.65 Acres 1 1 2 2 2 4 48
Total Trip Generation 273 304 577 328 341 669 6,176
DIFFERENCE (MIXED-USE CENTER DESIGNATION VERSUS GENERAL PLAN TRAFFIC STUDY)
Trip Generation Increase [ 210 [ 80 [ 290 [ 98 | 209 [ 307 | 2,400
Abbreviations: ADT - average daily trips

DU - dwelling unit

TSF - thousand square feet
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Table 2 Long-Range (2035) Intersection LOS Summary

General Plan Traffic Study
Land Uses on the Fairview
Developmental Center Site

Proposed Mixed-Use Center
Designation for Fairview
Developmental Center Site

AM Peak Hour PM Peak Hour AM Peak Hour PM Peak Hour
Intersection ICU LOS ICU LOS ICU LOS ICU LOS
38. Harbor & 1-405 NB Ramps .81 D .89 D .81 D .90 D
39. Harbor & 1-405 SB Ramps .62 B 73 G 63 B 73 C
40. Fairview & |-405 NB Ramps .68 B .75 C .68 B .75 €
41. Fairview & 1-405 SB Ramps .65 B .70 B .65 B .70 B
44. Harbor & Gisler .58 A .78 c 59 A .78 &
45. Harbor & Date 49 A .60 A .49 A .60 A
46. Harbor & Nutmeg .48 A .67 B .48 A .67 B
47. Fairview & Paularino .58 A 57 A .58 A 57 A
56. Harbor & Baker 55 A 79 € .56 A J9 o
57. College & Baker .43 A .65 B .43 A .65 B
58. Fairview & Baker JT & .81 D .78 C .82 D
80. Shantar & Adams .56 A .69 B .56 A .69 B
81. Placentia/Mesa Verde W & Adams .85 D .89 D .86 D .89 D
82. Mesa Verde E & Adams b1 B .66 B .62 B .67 B
83. Royal Palm & Adams 57 A .76 C 57 A 76 C
84. Harbor & Adams .86 D .84 D .86 D .85 D
85. Pinecreek & Adams 4| e .73 c 72 & i) C
86. Fairview & Adams .78 C 75 c 79 c 76 o]
88. Harbor & Mesa Verde .51 A J5 € 953 A .78 C
90. Fairview & Arlington .36 A .47 A 37 A 47 A
91. Harbor & Merrimac .49 A .67 B .49 A .68 B
92. Fairview & Merrimac .36 A .43 A .37 A .45 A
93. Newport SB & Mesa .32 A .65 B :32 A .65 B
94. Newport NB & Mesa .40 A 52 A .40 A 52 A
95. Harbor & Fair .45 A .63 B .47 A .65 B
97. Fairview & Fair S7 A .68 B .58 A .69 B
100. Newport SB & Fair 39 A .54 A .35 A 55 A
101. Newport NB & Del Mar 79 € .54 A 79 c .56 A
104. Harbor & Harbor Center 52 A .64 B 23 A .64 B
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Table 2 Long-Range (2035) Intersection LOS Summary (continued)

General Plan Traffic Study
Land Uses on the Fairview
Developmental Center Site

Proposed Mixed-Use Center
Designation for Fairview
Developmental Center Site

AM Peak Hour PM Peak Hour AM Peak Hour PM Peak Hour
Intersection ICU LOS ICU LOS ICU LOS ICU LOS
116. Harbor & Wilson .57 A .69 B .58 A .70 B
117. Fairview & Wilson .62 B .86 D .62 B .86 D
127. Harbor & Victoria 76 @ .87 D 76 c .88 D

Abbreviations: ICU - intersection capacity utilization
LOS - level of service

Design with community in mind
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ATTACHMENTS
- PEAK HOUR INTERSECTION CAPACITY
UTILIZATION (ICU) WORKSHEETS
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38. Harbor & I-405 NB Ramps

2035 Proposed General Plan (Constrained Network)

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C
NBL 0 0 0 0 NBL 0 0 0 0
NBT 4 6800 2300 45+ 1670 33 NBT 4 6800 2300 45+ 1670 33
NBR 0 0 1170 .69 1270 .15 NBR 0 0 1180 .69 1290 .76
SBL 0 0 0 0 SBL 0 0 0 0
SBT 4 6800 2300 .34 3070 J45% SBT 4 6800 2320 .34 3080 A5*
SBR 0 0 0 0 SBR 0 0 0 0
EBL 0 0 0 0 EBL 0 0 0 0
EBT 0 0 0 0 EBT 0 0 0 0
EBR 0 0 0 0 EBR 0 0 0 0
WBL 1. 370 22 940 WBL 15 370 W22* 940
WBT 0 5100 0 0 {.35}* WBT 0 5100 0 0 {351
WBR L 820 .24 980 WBR 1.5 820 .24 980
Right Turn Adjustment Multi .09 NBR .04* Right Turn Adjustment Multi .09 NBR .05%
Clearance Interval .05*% 05* Clearance Interval J05* Q5%
TOTAL CAPACITY UTILIZATION .81 .89 TOTAL CAPACITY UTILIZATION .81 .90

39. Harbor & I-405 SB

2035 Proposed General Plan (Constrained Network)

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C
NBL 0 0 0 0 NBL 0 0 0
NBT 3 5100 1390 27% 1740 .34 NBT 3 5100 1400 L27% 17460 35
NBR f 270 490 NBR f 270 490
SBL 0 0 0 0 SBL 0 0 0 0
SBT 4 6800 1510 + 22 2760 AL SBT 4 6800 1540 23 2780 AL
SBR f 1 1240 SBR f 1190 1240
EBL Iy 830 { * 220 A3* EBL 1.5 830 {.31}* 220 13*
EBT 0 5100 0 0} 0 EBT 0 5100 0 (.31} 0
EBR Y 760 930 27 EBR 1.5 790 930 27
WBL 0 0 0 0 WBL 0 0 0 0
WBT 0 0 0 0 WBT 0 0 0 0
WBR 0 0 0 0 WBR 0 0 0 0
Right Turn Adjustment EBR 14 Right Turn Adjustment EBR L4
Clearance Interval 205% iy Clearance Interval 05* Lg*
TOTAL CAPACITY UTILIZATION .62 13 TOTAL CAPACITY UTILIZATION .63 .13




40. Fairview & I-405 NB Ramps

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VOL v/C

NBL 1 1700 270 16% 320 <19%
NBT 3 5100 1160 23 1580 31

NBR 0 0 0 0

SBL 0 0 0 0

SBT 6 10200 1870 J18% 2500 J25*
SBR 1 1700 300 .18 260 :

EBL 0 0 0 0

EBT 0 0 0 0

EBR 0 0 0 0

WBL 2 3400 520 «15% 900 26*
WBT 0 0 0 0
WBR 2 3400 1250 .37 980 .29

Right Turn Adjustment WBR J14*
Clearance Interval .05*% .05+

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL  V/C VOL y/C

NBL 1 1700 270 «16* 320 . 19%
NBT 3 5100 1160 23 1590 3
NBR 0 0 0 0

SBL 0 0 0 0
SBT 6 10200 1880 J18% 2510 25¥
SBR 1 1700 300 .18 260 .15

EBL 0 0 0 0
EBT 0 0 0 0
EBR 0 0 0 0
WBL 2 3400 520 «15* 900 J26*
WBT 0 0 0 0
WBR 2 3400 1250 37 980 .29

Right Turn Adjustment WBR J14%
Clearance Interval .05* J5*

TOTAL CAPACITY UTILIZATION .68 15

41, Fairview & I-405 SB Ramps

TOTAL CAPACITY UTILIZATION .68 .15

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C

NBL 0 0 0 0
1 J23% 0 1400 {.21}*
1180 .35 510 (.19}

= =
w W
|
w
v o
<o
[
=1
f=1

SBL 3 5100 1150 .23 1490 .29%
SBT 3 5100 1210 24 1900 37

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VOL v/C

NBL 0 0 0 0
NBT 3.5 8500 1150 230 1410 {.21)*
NBR 1 1180 .35 510 {.19}

SBL 3 5100 1150 J23% 1490 <29
SBT 3 5100 1220 24 1910

SBR 0 0 0 0 SBR 0 0 0 0

EBL 2 3400 310 .09+ 510 w15* EBL 2 3400 310 .09+ 510 157
EBT 0 0 0 0 EBT 0 0 0

EBR 2 3400 370 s 440 A3 EBR 2 3400 370 o1 440 13

WBL 0 0 0 0 WBL 0 0 0 0

WBT 0 0 0 0 WBT 0 0 0 0

WBR 0 0 0 0 WBR 0 0 0 0

Right Turn Adjustment NBR .05% Right Turn Adjustment NBR .05*

Clearance Interval .05* J05* Clearance Interval .05* Nk
TOTAL CAPACITY UTILIZATION .65 .70 TOTAL CAPACITY UTILIZATION .65 .70




44. Harbor & Gisler

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VOL v/C

NBL 1 1700 110 .06* 150 .09*
NBT 5 8500 2320 27 2470 29
NBR 0 0 10 30

SBL 1 1700 100 .06 200 12
SBT 4 6800 2320 L34 3470 91*
SBR 1 1700 160 .09 460 .27

EBL 8 5100 540 oLl 500 .10%

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VOL v/C

NBL 1 1700 110 .06* 150 .09*
NBT 5 8500 2330 .28 2490 .30
NBR 0 0 10 30

SBL 1 1700 100 .06 200 12
SBT 4 6800 2370 .35% 3490 Hl¥
SBR 1 1700 160 .09 440 SO0

EBL 3 5100 540 A1 500 L0*

EBT 1 1700 60 L1 30 .08 EBT 1 1700 60 11 30 .08
EBR 0 0 130 110 EBR 0 0 130 110

WBL 1 1700 30 L02% 60 .04 WBL 1 1700 30 02+ 60 .04
WBT 1 1700 20 .01 50 .03+ WBT 1 1700 20 .01 50 03*
WBR 1 1700 160 .09 130 .08 WBR 1 1700 160 .09 130 .08
Clearance Interval .05*% L05* Clearance Interval .05*% .05%
TOTAL CAPACITY UTILIZATION .58 .78 TOTAL CAPACITY UTILIZATION .59 .18

45. Harbor & Date

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL  V/C VOL v/C

NBL 1 1700 30 .02 50 L03% NBL 1 1700 30 .02 50 .03*
NBT 4 6800 2450 J36% 2590 .38 NBT 4 6800 2460 36 2620 .39
NBR 0 0 0 0 NBR 0 0 0
SBL 1 1700 50 .03* 50 .03 SBL 1 1700 50 L03* 50 .03
SBT 4 6800 2400 .36 3030 L6k SBT 4 6800 2450 .36 3050 e+
SBR 0 0 30 70 SBR 0 0 30 70
EBL 0 0 40 40 EBL 0 0 40 40
EBT : 1700 0 .05*% 0 .06* EBT 1 1700 0 05* 0 06*
EBR 0 0 50 70 EBR 0 0 50 70
WBL 0 0 0 0 WBL 0 0 0 0
WBT 0 0 0 0 WBT 0 0 0 0
WBR 0 0 0 0 WBR 0 0 0 0
Clearance Interval .05* 05* Clearance Interval o 05%
TOTAL CAPACITY UTILIZATION .49 .60 TOTAL CAPACITY UTILIZATION .49 .60




46. Harbor & Nutmeg

2035 Proposed General Plan (Constrained Network)

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PX HOUR

LANES CAPACITY VOL v/C VOL v/C
NBL il 1700 40 .02 80 05%
NBT 4 6800 2250 .33% 2530 .37
NBR 1 1700 100 .06 160 .09
SBL 2 3400 100 3% 190 .06
SBT 4 6800 2260 .34 2680 AL1*
SBR 0 0 60 110
EBL 0 0 70 110
EBT 1 1700 10 +05* 20 .08*
EBR 1 1700 50 .03 60 .04
WBL 0 0 20 {.01}* 130 {.08}*
WBT 1 1700 10 .02 10 .08
WBR 1 1700 90 .05 120 .07
Right Turn Adjustment WBR L01%
Clearance Interval J05% .05*
TOTAL CAPACITY UTILIZATION .48 .67

47, Fairview & Paularino

AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C

NBL 1 1700 40 .02+ 80 .05+
NBT 4 6800 2260 .33 2560 .38

NBR 1 1700 100 .06 160 .09

SBL 2 3400 100 .03 190 .06

SBT 4 6800 2310 L35+ 2700 JAL*
SBR 0 0 60 110

EBL 0 0 70 110

EBT 1 1700 10 5% 20 .08+
EBR 1 1700 50 .03 60 .04

WBL 0 0 20 {.01}* 130 (.08}*
WBT 1 1700 10 .02 10 .08

WBR 1 1700 90 .05 120 .07

Clearance Interval .05* .05+
TOTAL CAPACITY UTILIZATION .48 .67

2035 Proposed General Plan (Constrained Network)

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C
NBL 0 0 0 0 NBL 0 0 0 0
NBT 3 5100 1980 Al 1740 .37 NBT 3 5100 1980 JAlF 1750 a3
NBR 0 0 110 150 NBR 0 0 110 150
SBL 1 1700 110 .06% 150 .09 SBL it 1700 110 06* 150 .09
SBT 3 5100 1530 .30 2430 JA8* SBT 3 5100 1540 30 2440 LABx
SBR 0 0 0 0 SBR 0 0 0 0
EBL 0 0 0 0 EBL 0 0 0 0
EBT 0 0 0 0 EBT 0 0 0 0
EBR 0 0 0 0 EBR 0 0 0 0
WBL 1 1700 80 05* 70 L04* WBL 1 1700 80 .05% 70 L04*
WBT 0 0 0 0 WBT 0 0 0 0
WBR 1 1700 190 all 160 .09 WBR 1 1700 190 <11 160 .09
Right Turn Adjustment WBR .01* Right Turn Adjustment WBR 01*
Clearance Interval .05% .05+ Clearance Interval L05* 05*
TOTAL CAPACITY UTILIZATION .58 57 TOTAL CAPACITY UTILIZATION .58 .57




56. Harbor & Baker

2035 Proposed General Plan (Constrained Network)

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR

LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C
NBL 2 3400 50 .01 120 L04* NBL 2 3400 50 01 120 .04+
NBT 4 6800 2070 .30 2120 31 NBT 4 6800 2080 31 2150 .32
NBR 1 1700 270 .16 210 .12 NBR 1 1700 270 .16 210 12
SBL 2 3400 190 L06* 300 .09 SBL 2 3400 190 .06* 300 .09
SBT 4 6800 1880 .28 2800 Al SBT 4 6800 1930 .28 2820 Al
SBR 1 1700 170 .10 420 .25 SBR 1 1700 170 il 420 25
EBL 2 3400 270 .08* 280 L08* EBL 2 3400 270 .08+ 280 .08*
EBT 2 3400 230 .07 230 .07 EBT 2 3400 230 .07 230 .07
EBR d 1700 60 .04 70 .04 EBR d 1700 60 .04 70 .04
WBL 2 3400 180 .05 590 17 WBL 2 3400 180 05 590 17
WBT 2 3400 190 L06* 710 Z1¥ WBT 2 3400 190 L06* 710 1%
WBR 1 1700 120 .07 230 14 WBR 1 1700 120 .07 230 14
Clearance Interval .05*% .05% Clearance Interval L5¥ J05%
TOTAL CAPACITY UTILIZATION .55 .19 TOTAL CAPACITY UTILIZATION .56 .19

57. College & Baker

2035 Proposed General Plan (Constrained Network)

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C
NBL 1 1700 50 .03 200 0¥ NBL 1 1700 50 .03 200 12¥
NBT 1 1700 0 L1 0 .05 NBT 1 1700 0 sl ¥ 0
NBR 0 0 180 80 NBR 0 0 180 80
SBL 1 1700 40 02 140 .08 SBL 1 1700 40 02 140 .08
SBT 1 1700 0 .02 0 L02* SBT 1 1700 0 .02 0 2%
SBR 0 0 30 40 SBR 0 0 30 40
EBL 1 1700 20 .01 20 01+ EBL 1 1700 20 01 20 01+
EBT 2 3400 710 21* 590 17 EBT 2 3400 710 21 590 17
EBR 1 1700 50 .03 110 .06 EBR 1 1700 50 .03 110 .06
WBL 1 1700 70 .04 90 .05 WBL 1 1700 70 04 90 .05
WBT 2 3400 480 .16 1460 WBT 2 3400 480 16 1460 LA5%
WBR 0 0 50 60 WBR 0 0 50 60
Clearance Interval J05#% .05+ Clearance Interval 05* .05+
TOTAL CAPACITY UTILIZATION .43 .65 TOTAL CAPACITY UTILIZATION 43 .65




58. Fairview & Baker

2035 Proposed General Plan (Constrained Network)

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C
NBL 2 3400 130 .04 230 .07 NBL 2 3400 130 .04 230 .07
NBT 3 5100 1650 32k 50 28 NBT 3 5100 1650 .32% 1460 29*
NBR 1 1700 790 A6 #31 NBR 1 1700 800 A7 530 il
SBL 2 3400 280 .08* 300 J09* SBL 2 3400 280 084 300 A09%
SBT 4 6800 1150 17 1730 25 SBT 4 6800 1160 o7 1740 .26
SBR 1 1700 190 Al 430 W25 SBR 1 1700 190 1 430 Wi
EBL 2 3400 330 10 260 .08* EBL 2 3400 330 .10 260 .08*
EBT 2 3400 520 J15% 620 .18 EBT 2 3400 520 .15% 620 .18
EBR 1 1700 130 .08 160 .09 EBR 1 1700 130 .08 160 .09
WBL 2 3400 390 1% 540 .16 WBL 2 3400 390 Rl 540 16
WBT 3 5100 320 06 1600 31 WBT 3 5100 320 .06 1600 ik
WBR 1 1700 90 05 130 .08 WBR 1 1700 90 .05 130 .08
Right Turn Adjustment NBR .06* Right Turn Adjustment NBR 07+
Clearance Interval J05* 5% Clearance Interval 05* L05*%
TOTAL CAPACITY UTILIZATION .11 .81 TOTAL CAPACITY UTILIZATION .18 .82

80. Shantar & Adams

2035 Proposed General Plan (Constrained Network)

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR

LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C
NBL it 1700 30 J0z* 30 .02+ NBL 1 1700 30 L02¢% 30 L02%
NBT 1 1700 10 01 10 .01 NBT 1 1700 10 .01 10 01
NBR L 1700 110 .06 60 .04 NBR 1 1700 110 .06 60 .04
SBL 1 1700 20 .01 20 .0 SBL 1 1700 20 .01 20 .01
SBT 1 1700 10 0L 10 L01* SBT 1 1700 10 L01% 10 01*
SBR 1 1700 30 .02 20 01 SBR 1 1700 30 .02 20 .01
EBL 1 1700 30 .02 80 .05% EBL 1 1700 30 .02 80 +05%
EBT 3 5100 2210 A4 1170 .24 EBT 3 5100 2230 Adx 1170 .24
EBR 0 0 10 40 EBR 0 0 10 40
WBL 1 1700 20 01% 90 WBL 1 1700 20 Rk 90 .05
WBT 3 5100 810 .16 2820 56+ WBT 3 5100 810 16 2840 ¥
WBR 0 0 10 20 WBR 0 0 10 20
Right Turn Adjustment NBR 03¢ Right Turn Adjustment NBR +03%
Clearance Interval 5% J05* Clearance Interval J5* 05*
TOTAL CAPACITY UTILIZATION .56 .69 TOTAL CAPACITY UTILIZATION .56 .69




81. Placentia/Mesa Verde W & Adams

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VOL v/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VoL v/C

NBL 2 3400 230 07 240 L07* NBL 2 3400 230 .07 240 L07*%
NBT 1 1700 210 2% 140 .08 NBT 1 1700 210 ol 140 .08
NBR 1 1700 250 .15 230 14 NBR 1 1700 250 <15 230 14
SBL 1 1700 40 L02% 50 .03 SBL 1 1700 40 J02% 50 .03
SBT 2 3400 210 .06 140 .04 SBT 2 3400 210 .06 140 04+
SBR 1 1700 70 .04 330 19 SBR 1 700 70 .04 330 19
EBL 1 1700 80 .05 60 .04+ EBL 1 1700 80 405 60 .04
EBT 3 5100 2920 ST 1170 .23 EBT 3 5100 2940 J58% 1170 .23
EBR 1 1700 110 .06 350 W21 EBR 1 1700 110 .06 350 &l
WBL 1 1700 150 L09* 190 11 WBL 1 1700 150 .09+ 190 A1
WBT 3 5100 610 13 2860 ol WBT 3 5100 610 .13 2880 DT
WBR 0 0 30 50 WBR 0 0 30 50

Right Turn Adjustment SBR 212 Right Turn Adjustment SBR o12%
Clearance Interval .05*% L05* Clearance Interval .05% L5%
TOTAL CAPACITY UTILIZATION .85 .89 TOTAL CAPACITY UTILIZATION .86 .89

82. Mesa Verde E & Adams

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C

NBL 1.5 80 {.04}* 210 NBL 1.5 90 {.05}* 230

NBT 0.5 3400 70 .04 60 .08* NBT 0.5 3400 70 .05 60 .09*
NBR 1 1700 80 .05 110 .06 NBR 1 1700 80 .05 110

SBL 1 1700 30 .02 50 .03* SBL 1 1700 30 .02 50 .03+
SBT 2 3400 100 L03% 80 .02 SBT 2 3400 100 L03* 80 .02

SBR 1 1700 60 .04 160 .09 SBR 1 1700 60 .04 160 .09

EBL 1 1700 60 .04 50 .03+ EBL 1 1700 60 .04 50 3%
EBT 3 5100 2280 45% 1620 .32 EBT 3 5100 2280 JA5% 1620 .32

EBR 1 1700 270 16 140 .08 EBR 1 1700 290 17 140 .08

WBL 1 1700 60 L04+* 10 .01 WBL I 1700 60 L04* 10 .01

WBT 3 5100 590 :13 2110 437 WBT 3 5100 590 +13 2110 A3
WBR 0 0 80 80 WBR 0 0 80 80

Right Turn Adjustment SBR L04* Right Turn Adjustment SBR .04+
Clearance Interval <05* J{5* Clearance Interval .05*% Q5%
TOTAL CAPACITY UTILIZATION .61 .66 TOTAL CAPACITY UTILIZATION .62 .67




83. Royal Palm & Adams

2035 Proposed General Plan (Constrained Network) 2035 Proposed GP (Const.) + Fairview Mixed-Use Center
AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C
NBL 1 1700 20 01 120 07* NBL 1 1700 20 .01* 120 07+
NBT 1 1700 10 .02 50 .05 NBT il 1700 10 .02 50 .05
NBR 0 0 20 30 NBR 0 0 20 30
SBL L 1700 20 .01 60 .04 SBL 1 1700 20 .01 60 .04
SBT 1 1700 10 J05% 30 14t SBT 1 1700 10 .05*% 30 J14%
SBR 0 0 70 210 SBR 0 0 70 210
EBL 1 1700 40 .02 80 05% EBL 1 1700 40 .02 80 5%
EBT 3 5100 2270 .45% 1030 .22 EBT 3 5100 2270 L45% 1030 .22
EBR 0 0 30 80 EBR 0 0 30 80
WBL 1 1700 10 L01% 40 .02 WBL 1 1700 10 JLF 40 .02
WBT 3 5100 750 15 2300 JA5¥ WBT 3 5100 750 L1500 2300 43
WBR 1 1700 30 .02 60 .04 WBR 1 1700 30 .02 60 .04
Clearance Interval 5% 5* Clearance Interval .05% 9%
TOTAL CAPACITY UTILIZATION «57 .76 TOTAL CAPACITY UTILIZATION .57 .76

84. Harbor & Adams

2035 Proposed General Plan (Constrained Network) 2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR

LANES CAPACITY  VOL  V/C VOL  V/C LANES CAPACITY  VOL  V/C VoL  V/C

NBL ;) 5100 180 .04 600 2% NBL 3 5100 180 .04 600 1 2%
NBT 3 5100 1540 .30% 1740 .34 NBT ;) 5100 1550 .30 1770 .35
NBR 1 1700 80 .05 190 11 NBR it 1700 80 .05 190 A1
SBL 2 3400 380 s L1F 330 10 SBL 2 3400 380 S 11* 330 .10
SBT 4 6800 1400 21 2340 vB&¥ SBT 4 6800 1460 21 2360 ~35*
SBR 2 3400 200 .06 770 .23 SBR 2 3400 200 .06 770 23
EBL 3 5100 860 L 370 07 EBL 3 5100 860 17 370 L07*
EBT 3 5100 1840 .36* 760 .15 EBT 3 5100 1840 .36% 760 15
EBR 1 1700 150 .09 140 .08 EBR 1 1700 150 .09 140 08
WBL 2 3400 120 04 180 .05 WBL 2 3400 130 L04* 180 .05
WBT 3 5100 390 .08 1340 .26% WBT 3 5100 390 .08 1340 26%
WBR il 1700 60 .04 290 17 WBR 1 1700 60 .04 290 17
learance Interval 505 05% Clearance Interval .05* J05*

TOTAL CAPACITY UTILIZATION .86 .84 TOTAL CAPACITY UTILIZATION .86 .85



85. Pinecreek & Adams

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL  V/C VOL v/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VOL v/C

NBL 1.5 40 {.01}* 450 {.14}* NBL 1.5 40 {.01}* 450 {.14}*
NBT 0.5 3400 10 .01 40 14 NBT 0.5 3400 10 01 40 14
NBR 1 1700 40 02 190 w11 NBR 1 1700 40 .02 190 11
SBL 0 0 80 50 SBL 0 0 80 50

SBT 1 1700 60 .08* 50 .06* SBT 1 1700 60 .08* 50 06+
SBR 1 1700 60 .04 80 5 SBR 1 1700 60 .04 80

EBL 1 1700 40 .02 50 J03* EBL 1 1700 40 .02 50 +03*
EBT < 5100 1680 SA7F 810 .24 EBT 3 5100 1690 L48* 830 .24
EBR 0 0 740 430 .25 EBR 0 0 740 430 23
WBL ) 3400 350 L10* 270 .08 WBL 2 3400 350 10 270 .08
WBT 2 3400 530 17 1350 45 WBT 2 3400 540 .18 1350 5%
WBR 0 0 60 170 WBR 0 0 60 170
Clearance Interval .05% .05+ Clearance Interval 05 :05#%
TOTAL CAPACITY UTILIZATION w11 K] TOTAL CAPACITY UTILIZATION .12 .13

86. Fairview & Adams

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VOL v/C

NBL 2 3400 70 .02 440 L 3F NBL 2 3400 70 .02 440 3%
NBT 3 5100 900 J19% 1250 25 NBT 3 5100 900 L9 1250 .25

NBR 0 0 90 40 NBR 0 0 90 40

SBL 1 1700 60 .04+ 50 .03 SBL 1 1700 60 L04x 50 .03

SBT 3 5100 880 7 1210 24+ SBT 3 5100 880 17 1210 24+
SBR f 640 1130 SBR f 650 1130

EBL 2 3400 1510 JA4x 820 24% EBL 2 3400 1520 A5* 840 i
EBT 1 1700 100 .06 120 .07 EBT 1 1700 100 .06 120 .07

EBR 1 1700 200 12 200 12 EBR 1 1700 200 12 200 12

WBL 0.5 80 50 WBL 0.5 80 50

WBT 1.5 3400 130 .06* 260 .09* WBT 1.5 3400 130 .06% 260 L09*
WBR 1 1700 50 .03 60 .04 WBR 1 1700 50 .03 60 .04

Clearance Interval L05* +05% Clearance Interval L5* J05*
TOTAL CAPACITY UTILIZATION «18 5 TOTAL CAPACITY UTILIZATION .19 .16




88. Harbor & Mesa Verde

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY VOL  V/C VoL  Vv/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL  V/C VoL  v/C

NBL 2 3400 110 .03 530 ¥ NBL 2 3400 110 L03* 530 e+
NBT 3 5100 1520 L300 2260 .45 NBT 3 5100 1530 .30 2270 46
NBR 0 0 20 60 NBR 0 0 20 60

SBL 1 1700 20 01 40 .02 SBL 1 1700 20 01 40 .02
SBT 3 5100 1330 21 1870 A2% SBT 3 5100 1400 .29 1870 A3#
SBR 0 0 60 280 SBR 0 0 60 300

EBL 1 1700 130 .08 100 .06+ EBL 1 1700 130 .08 130 .08*
EBT 0.5 3400 60 {.13}* 30 {.03} EBT 0.5 3400 70 {.14}* 50 (.03}
EBR 1.5 430 2170 EBR 1.5 430 270

WBL 1 1700 40 L02*% 120 .07 WBL 1 1700 40 L02% 120 .07
WBT 1 1700 20 .02 70 .06* WBT 1 1700 20 .02 70 .06*
WBR 0 0 10 30 WBR 0 0 10 30
Clearance Interval J05¢ 05% Clearance Interval 05+ J05*
TOTAL CAPACITY UTILIZATION .51 .15 TOTAL CAPACITY UTILIZATION 53 .18

90. Fairview & Arlington

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VOL v/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL  V/C VoL  v/C

NBL 2 3400 80 .02 70 .02+ NBL 2 3400 80 .02 70 L02%
NBT . 5100 930 L8 1230 .24 NBT 3 5100 930 J18% 1230 24
NBR 1 1700 260 15 40 .02 NBR 1 1700 260 .15 50 .03
SBL 2 3400 190 L06* 20 01 SBL 2 3400 190 .06* 20 .01
SBT 3 5100 870 17 1390 27 SBT 3 5100 870 17 1390 L
SBR 1 1700 50 .03 60 .04 SBR il 1700 50 +03 60 .04
EBL 1 1700 10 L1 60 .04 EBL 1 1700 10 L01* 60 .04
EBT 1 1700 20 .01 80 .05 EBT 1 1700 20 .01 80 5%
EBR 1 1700 10 .01 120 .07 EBR 1 1700 10 .01 120 .07
WBL 1.5 180 240 {.08}* WBL 1.5 190 250 {.08}*
WBT 0.5 3400 40 .06* 20 .08 WBT 0.5 3400 40 07 20 .08
WBR it 1700 130 .08 170 .10 WBR i 1700 130 .08 170 210
Clearance Interval .05% 5% Clearance Interval J05* L05*%
TOTAL CAPACITY UTILIZATION .36 A7 TOTAL CAPACITY UTILIZATION Y A7




91. Harbor & Merrimac

2035 Proposed General Plan (Constrained Network) 2035 Proposed GP (Const.) + Fairview Mixed-Use Center
AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C
NBL 1 1700 20 .01 30 .02 NBL 1 1700 20 .01 30 .02
NBT 3 5100 1490 L3100 2340 48 NBT 3 5100 1490 L3100 2340 A48+
NBR 0 0 90 110 NBR 0 0 90 110
SBL 2 3400 240 L07% 150 .04% SBL 2 3400 240 L07% 150 .04%
SBT 3 5100 1450 300 2350 A7 SBT 3 5100 1450 310 2350 A7
SBR 0 0 60 70 SBR 0 0 130 70
EBL 1 1700 60 .04 40 .02+ EBL 1 1700 70 .04 50 .03*
EBT 1 1700 40 +05% 10 .02 EBT 1 1700 40 5% 20 .03
EBR 0 0 40 30 EBR 0 0 40 30
WBL 1 1700 20 01* 50 .03 WBL 1 1700 20 01% 50 .03
WBT 0.5 3400 10 (.01} 30 {.08}* WBT 0.5 3400 10 (.01} 50 {.08}*
WBR 15 70 280 WBR 1.5 70 280
Clearance Interval 5% .05% Clearance Interval .05* .05*
TOTAL CAPACITY UTILIZATION .49 .67 TOTAL CAPACITY UTILIZATION .49 .68

92. Fairview & Merrimac

2035 Proposed General Plan (Constrained Network) 2035 Proposed GP (Const.) + Fairview Mixed-Use Center
AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR

LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C

NBL 2 3400 40 .01 180 .05* NBL 2 3400 40 .01 190 .06%

NBT 3 5100 1270 «25% 1330 .26 NBT 3 5100 12170 .25% 1330 6

NBR 1 1700 0 .00 10 .01 NBR 1 1700 0 .00 10

SBL 2 3400 0 .00 0 .00 SBL 2 3400 0 .00 0 .00

SBT 8 5100 1030 200 1640 % SBT 3 5100 1030 200 1640 32*

SBR 1 1700 50 .03 90 .05 SBR 1 1700 60 .04 100 .06

EBL 1.5 70 {.02}* 50 {.01}* EBL 15 70 {.02}* 60 {.02}*

EBT 0.5 3400 0 .02 0 .01 EBT 0.5 3400 0 .02 0 .02

EBR 1 1700 170 .10 90 .05 EBR 1 1700 180 A1 90 .05

WBL 0 0 0 0 WBL 0 0 0 0

WBT 2 3400 0 .00* 0 .00* WBT 2 3400 0 .00+ 0 .00*

WBR 0 0 0 10 WBR 0 0 0 10

Right Turn Adjustment EBR .04* Right Turn Adjustment EBR J05¥

Clearance Interval .05* 05* Clearance Interval J05* .05%

TOTAL CAPACITY UTILIZATION .36 .43 TOTAL CAPACITY UTILIZATION .37 .45



93. Newport SB & Mesa

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VOL v/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL  V/C VoL  v/C

NBL 0 0 0 0 NBL 0 0 0 0
NBT 0 0 0 0 NBT 0 0 0 0
NBR 0 0 0 0 NBR 0 0 0 0
SBL 1 1700 350 al* 450 .26 SBL 1 1700 350 21 460 27
SBT 4 6800 1120 .16 2760 Al* SBT 4 6800 1170 17 2780 AL
SBR 1 1700 10 .01 10 .01 SBR 1 1700 10 .01 10 01
EBL 0 0 0 0 EBL 0 0 0
EBT 1 1700 10 L01* 20 L01* EBT 1 1700 10 L01* 20 L01*
EBR 1 1700 10 .01 10 01 EBR 1 1700 10 01 10 .01
WBL 1 1700 90 05> 310 J18* WBL 1 1700 90 5% 310 J18*
WBT 1 1700 1 .01 10 .01 WBT 1 1700 10 01 10 .01
WBR 0 0 0 0 WBR 0 0 0 0
Clearance Interval J05* .05% Clearance Interval J05* .05*
TOTAL CAPACITY UTILIZATION .32 .65 TOTAL CAPACITY UTILIZATION .32 .65

94, Newport NB & Mesa

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VOL v/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY VOL  V/C VoL  v/C

NBL il 1700 20 01 30 02 NBL 1 1700 20 .01 30 .02
NBT 2 3400 730 99" 580 L20% NBT 2 3400 730 05F 580 20%
NBR 0 0 110 100 NBR 0 0 110 100

SBL 0 0 0 0 SBL 0 0 0 0

SBT 0 0 0 0 SBT 0 0 0 0

SBR 0 0 0 0 SBR 0 0 0 0

EBL 2 3400 7 02* 270 .08* EBL 2 3400 70 J02% 270 .08*
EBT 1 1700 120 .07 260 +15 EBT 1 1700 120 .07 260 15
EBR 0 0 0 0 EBR 0 0 0

WBL 0 0 0 0 WBL 0 0 0 0

WBT 1 1700 70 .08* 217 9% WBT 1 1700 70 .08* 270 J19%
WBR 0 0 70 50 WBR 0 0 70 50
Clearance Interval 5% L5* Clearance Interval .05*% 05
TOTAL CAPACITY UTILIZATION .40 .52 TOTAL CAPACITY UTILIZATION 40 .52




95. Harbor & Fair

2035 Proposed General Plan (Constrained Network)

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C
NBL 1 1700 40 .02 20 .01 NBL 1 1700 40 .02 20 01
NBT 3 5100 1330 .26% 1870 ST NBT 8 5100 1350 .26% 1880 S1%
NBR 1 1700 300 .18 130 .08 NBR 1 1700 300 .18 130 .08
SBL 2 3400 230 JT* 270 .08* SBL 2 3400 250 L07* 330 J10*
SBT 3 5100 1160 .24 1920 .38 SBT 3 5100 1170 .24 1940 .38
SBR 0 0 60 20 SBR 0 0 60 20
EBL 1 1700 40 .02% 20 01 EBL 1 1700 40 L02% 20 01
EBT 1 1700 40 .02 40 02+* EBT 1 1700 40 .02 40 .02*
EBR 1 1700 40 .02 30 .02 EBR 1 1700 40 .02 30 .02
WBL 2 3400 130 .04 390 A1* WBL 2 3400 130 .04 390 L1 ¥
WBT 0.5 3400 70 {.05}* 40 {.10} WBT 0.5 3400 70 {.07}* 40 {.10}
WBR 1.5 180 390 WBR 1.5 240 420
Clearance Interval 5% L05% Clearance Interval J05% Q5%
TOTAL CAPACITY UTILIZATION .45 .63 TOTAL CAPACITY UTILIZATION 47 .65

97. Fairview & Fair

2035 Proposed General Plan (Constrained Network)

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C
NBL 1 1700 60 .04 90 .05 NBL 1 1700 60 .04 90 .05
NBT 3 5100 550 11 690 14+ NBT 3 5100 550 JLx 690 L
NBR 1 1700 150 .09 50 .03 NBR 1 1700 150 .09 50 .03
SBL 2 3400 410 wl2¥ 510 L15% SBL 2 3400 12+ 510 oL5%
SBT 3 5100 550 A1 800 SBT 3 5100 550 11 800 16
SBR 1 1700 40 .08 130 SBR 1 1700 40 .08 130 8
EBL 1 1700 250 oL5¥ 100 L06* EBL 1 1700 250 wLio¥ 100 .06*
EBT 2 3400 6570 .20 300 .09 EBT 2 3400 690 .20 350 10
EBR 1 1700 20 01 30 .02 EBR 1 1700 30 .02 30 .02
WBL 1 1700 20 .01 40 .02 WBL 1 1700 20 .01 40 .02
WBT 1:5 5100 260 {.14}* 940 {.28}* WBT 15 5100 310 {.15}* 970 {.29}*
WBR 1.5 620 680 WBR L.5 620 690
Clearance Interval J05* .05*% Clearance Interval .05*% 5%
TOTAL CAPACITY UTILIZATION DT .68 TOTAL CAPACITY UTILIZATION .58 .69




100. Newport SB & Fair

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VoL  v/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VOL v/C

NBL 0 0 0 0 NBL 0 0 0 0

NBT 0 0 0 0 NBT 0 0 0 0

NBR 0 0 0 0 NBR 0 0 0 0

SBL 1 1700 130 .08 270 .16 SBL 1 1700 130 .08 270 .16
SBT 3 5100 440 .09* 1770 35 SBT 3 5100 440 .09 17170 w35k
SBR 2 3400 630 .19 1050 31 SBR 2 3400 680 .20 1070 sl
EBL 0 0 0 0 EBL 0 0 0

EBT 4 6800 990 o L5% 620 .09+ EBT 4 6800 1010 <15% 670 L10%
EBR 0 0 40 10 EBR 0 0 40 10

WBL 1 1700 100 .06+ 90 J05% WBL 1 1700 100 .06* 90 L05*
WBT 2 3400 150 .04 410 12 WBT 2 3400 160 .05 420 12
WBR 0 0 0 0 WBR 0 0 0 0
Clearance Interval J5* 5% Clearance Interval 05 .05*%
TOTAL CAPACITY UTILIZATION .35 .54 TOTAL CAPACITY UTILIZATION .35 .55

101. Newport NB & Del Mar

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C

NBL 0.5 40 160 NBL 0.5 40 160
NBT 2.5 5100 1570 L34+ 880 23* NBT 2.5 5100 1570 L 34* 880 s23*
NBR 0 100 130 NBR 0 100 130
SBL 0 0 0 0 SBL 0 0 0 0
SBT 0 0 0 0 SBT 0 0 0 0
SBR 0 0 0 0 SBR 0 0 0 0
EBL 2 3400 970 .29% 520 J15* EBL 2 3400 980 20% 570 A7#
EBT 2 3400 220 .06 420 w12 EBT 2 3400 230 .07 420 w12
EBR 0 0 0 EBR 0 0 0 0
WBL 0 0 0 0 WBL 0 0 0 0
WBT 1358 5100 200 A1 370 Al WBT 15 5100 210 1% 380 J1#
WBR 1.5 360 120 .07 WBR 1.5 360 120 .07
Clearance Interval .05*% «05* Clearance Interval 5% 05*
TOTAL CAPACITY UTILIZATION .19 .54 TOTAL CAPACITY UTILIZATION .19 .56




104. Harbor & Harbor Center

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VoL  V/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY  VOL v/C VOL v/C

NBL 0 0 0 0 NBL 0 0 0 0

NBT 3 5100 1870 .38+ 1930 LA0% NBT 3 5100 1890 .39% 1940 JA0*
NBR 0 0 90 100 NBR 0 0 90 100

SBL 1 1700 80 .05+ 180 Ly SBL 1 1700 80 J05* 180 Pl
SBT 3 5100 1460 .29 2420 A7 SBT 3 5100 1470 .29 2440 .48

SBR 0 0 0 0 SBR 0 0 0 0

EBL 0 0 0 0 EBL 0 0 0 0

EBT 0 0 0 0 EBT 0 0 0 0

EBR 0 0 0 0 EBR 0 0 0 0

WBL 1 1700 60 L04% 130 .08+ WBL i 1700 60 .04% 130 .08+
WBT 0 0 0 0 WBT 0 0 0 0

WBR 1 1700 90 .05 150 .09 WBR 1 1700 90 .05 150 .09

Clearance Interval .05*% J05% Clearance Interval 5% J5*
TOTAL CAPACITY UTILIZATION 52 .64 TOTAL CAPACITY UTILIZATION .53 .64

116. Harbor & Wilson

2035 Proposed General Plan (Constrained Network)

AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C

NBL 1 1700 40 .02 110 .06 NBL 1 1700 40 .02 110 .06
NBT 3 510 1440 28 1650 L32% NBT 3 5100 1460 .29% 1660 133%
NBR 1 1700 120 .07 140 .08 NBR 1 1700 120 .07 140 .08
SBL 1 1700 70 L04* 150 .09+ SBL 1 1700 70 L04* 150 L09*
SBT 3 5100 1030 .20 1640 w32 SBT 3 5100 1040 .20 660 .33
SBR 1 1700 100 .06 280 .16 SBR 1 1700 100 .06 280 .16
EBL 2 3400 260 .08 250 07+ EBL 2 3400 260 .08 250 L07%
EBT 2 3400 470 L4 240 .07 EBT 2 3400 470 L4 240 .07
EBR 1 1700 30 .02 70 .04 EBR 1 1700 30 .02 70 .04
WBL 2 3400 210 .06* 410 A2 WBL 2 3400 210 .06* 410 :
WBT 2 3400 210 .06 540 6% WBT 2 3400 210 .06 540 16t
WBR 1 1700 70 .04 130 .08 WBR 1 1700 70 .04 130 8
Clearance Interval 05*% s 05* Clearance Interval 05% 5%
TOTAL CAPACITY UTILIZATION D .69 TOTAL CAPACITY UTILIZATION .58 .70




117. Fairview & Wilson

2035 Proposed General Plan (Constrained Network)

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR
LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL V/C
NBL 1 1700 80 .05+ 180 JL1% NBL 1 1700 80 .05* 180 11*
NBT 2 3400 280 .09 570 17 NBT 2 3400 280 .09 570 17
NBR 0 0 40 20 NBR 0 0 40 20
SBL 1 1700 120 .07 50 .03 SBL 1 1700 120 .07 50 .03
SBT 2 3400 410 JL2* 660 19 SBT 2 3400 410 st 660 J19*
SBR 1 1700 130 .08 240 14 SBR 1 1700 130 .08 240 14
EBL 1 1700 190 1 230 J14x EBL 1 1700 190 A1 230 4%
EBT 1 1700 650 +39* 380 25 EBT 1 1700 650 W39 380 <25
EBR 0 0 20 40 EBR 0 0 20 40
WBL 1 1700 10 L01% 40 : WBL 1 1700 10 J01* 40 .02
WBT 1 1700 200 .18 510 37+ WBT 1 1700 200 .18 510 SiE
WBR 0 0 100 120 WBR 0 0 100 120
Clearance Interval .05* 05% Clearance Interval .05*% L5
TOTAL CAPACITY UTILIZATION .62 .86 TOTAL CAPACITY UTILIZATION 62 .86

127. Harbor & Victoria

2035 Proposed General Plan (Constrained Network)

2035 Proposed GP (Const.) + Fairview Mixed-Use Center

AM PK HOUR PM PK HOUR AM PK HOUR PM PK HOUR

LANES CAPACITY VOL v/C VOL v/C LANES CAPACITY VOL v/C VOL v/C

NBL 1 1700 50 .03 140 .08 NBL 1 1700 50 .03 140 .08
NBT 3 5100 920 L8 1490 .29% NBT 3 5100 940 J18* 1500 29*
NBR 1 1700 120 .07 150 .09 NBR 1 1700 120 .07 150 .09
SBL il 1700 70 S04 120 07* SBL L 1700 70 L04* 130 .08*
SBT 8 5100 920 .18 1310 .26 SBT 3 5100 930 .18 1330 .26
SBR 1 1700 130 .08 410 .24 SBR i 1700 130 .08 410 .24
EBL 2 3400 420 A2 250 07+ EBL 2 3400 420 A2 250 07+
EBT 2 3400 1570 Lot 660 .19 EBT 2 3400 1570 JA6* 660 19
EBR i 1700 90 .05 130 .08 EBR 1 1700 9 05 130 .08
WBL ) 3400 110 L03* 140 .04 WBL 2 3400 110 +03% 140 .04
WBT 2 3400 580 L7 1330 .39% WBT 2 3400 580 o] 1330 .39%
WBR 1 1700 90 .05 80 .05 WBR 1 1700 90 .05 80 .05
Clearance Interval .05*% J05* Clearance Interval . 05% .05*%
TOTAL CAPACITY UTILIZATION .16 .87 TOTAL CAPACITY UTILIZATION .16 .88




