
CITY OF COSTA MESA 
PUBLICATION  

 
 
NOTICE IS HEREBY GIVEN that the Costa Mesa Zoning Administrator will render a 
decision on August 10, 2023 or as soon as possible thereafter, on the following item: 
Application No.: ZA-23-07 
Applicant/Agent: CT Realty/Miranda Luce 
Site Address: 3130 Airway Avenue 
Zone: Industrial Park (MP) 
Description: Zoning Application 23-07 is a request for a Minor Conditional Use Permit 
(MCUP) to provide three compact parking spaces and eight indoor garage spaces to meet 
parking requirements for the development of an industrial warehouse expansion for 
indoor vehicle storage. The proposed addition will expand the square footage of an 
existing 1,853-square-foot warehouse unit by 2,031 square feet and will include the 
addition of a 390-square-foot mezzanine area. The expanded warehouse unit and the 
adjacent 3,746-square-foot garage/building will be used for indoor storage of motor 
vehicles for private use.  
Environmental Determination: The project is categorically exempt from the provisions of 
the California Environmental Quality Act (CEQA) per CEQA Guidelines Section 15301 
(Class 1), Existing Facilities. 
Additional Information: For more information, call (714) 754-5245, or email 
planninginfo@costamesaca.gov Planning Division staff are available from 8:00 AM to 
5:00 PM Monday through Thursday and alternating Fridays, except specified holidays. 
There will be no public hearing on this request. Any written correspondence must be 
emailed to ZAPublicComments@costamesaca.gov prior to 12:00 PM on the day of the 
decision date (see above). The decision letter can be downloaded from the City’s website 
following the decision date at: http://www.costamesaca.gov/index.aspx?page=940 If you 
challenge this action in court, you may be limited to raising only those issues you, or 
someone else raised, prior to the decision date. 

 

       
 
 

mailto:planninginfo@costamesaca.gov
mailto:ZAPublicComments@costamesaca.gov
http://www.costamesaca.gov/index.aspx?page=940
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AD0.0 SITE DETAILS

ABBREV DESCRIPTION

& AND
∠ ANGLE
@ AT
℄ CENTERLINE
∅ DIAMETER OR ROUND
(E) EXISTING
(N) NEW
d PENNY
⅊ PROPERTY LINE
# POUND OR NUMBER
AB ANCHOR BOLT
ABV ABOVE
A/C AIR CONDENSER
ACCESS. ACCESSIBLE
ACOUS ACOUSTICAL
ACT ACOUSTIC CEILING TILE
AD AREA DRAIN
ADJ ADJUSTABLE
AHJ AUTH. HAVING JURISDICTION
AFF ABOVE FINISHED FLOOR
AFG ABOVE FINSIH GRADE
AGGR AGGREGATE
AL ALUMINUM
ALN ALIGN
ALT ALTERNATE
ALUM ALUMINUM
APPROX APPROXIMATE
ARCH ARCHITECT
ARCH'L ARCHITECTURAL
ASPH ASPHALT
AUTO AUTOMATIC
AU ACCESSIBLE UNIT
AWG AMERICAN WIRE GAUGE
BA BATHROOM
BD BOARD
BITUM BITUMINOUS
BLDG BUILDING
BLK BLOCK
BLKG BLOCKING
BLT BOLT
BLW BELOW
BM BEAM
B.O BOTTOM OF
BOF BOTTOM OF FOOTING
B.O.W BOTTOM OF WALL
BOT BOTTOM
BR BEDROOM
BUR BUILT-UP ROOFING
BV BUTTERFLY VALVE
BYND BEYOND
CAB CABINET
CAD COMPUTER-AIDED DRAFTING
CB CATCH BASIN
CC CENTER TO CENTER
CD CARBON MONOXIDE DETECTOR
CEM CEMENT
CER CERAMIC
CH CHAPTER
CI CAST IRON
CIP CAST IN PLACE
CIR CIRCLE
CG CORNER GUARD
CJ CEILING JOIST
CJT CONTROL JOINT
CLG CEILING
CLKG CAULKING
CLO CLOSET
CLR CLEAR | CLEARANCE
CMU CONCRETE MASONRY UNIT
CO CASED OPENING
COL COLUMN
CONC CONCRETE
CONN CONNECTION
CONSTR CONSTRUCTION
CONT CONTINUOUS
COF CORNER OF FINISH
CORR CORRIDOR
CPT CARPET
CRES CORROSION RESISTANT STEEL
CSMT CASEMENT
CTSK COUNTERSUNK
CNTR COUNTER
CTR CENTER
CW COLD WATER
DBL DOUBLE
DEMO DEMOLISH | DEMOLITION
DEPT DEPARTMENT
DF DRINKING FOUNTAIN
DET DETAIL
DFL DOUGLAS FIR/LARCH
DH DOUBLE HUNG
DIA DIAMETER
DIM DIMENSION
DISP DISPENSER
DIV DIVERTER
DN DOWN
DO DOOR OPENING
DR DOOR
DS DOWNSPOUT
DSP DRY STANDPIPE
DSPL DISPLAY
DW DISHWASHER
DWGS DRAWINGS
DWR DRAWER
EA EACH
EDF DRINK FOUNTAIN
EF EXHAUST FAN
EJ EXPANSION JOINT
EL ELEVATION
ELEC ELECTRICAL
ELEV ELEVATOR
EMER EMERGENCY
ENCL ENCLOSED
EOS EDGE OF SLAB
EP ELECTRICAL PANELBOARD
EQ EQUAL
EQPT EQUIPMENT
EW EACH WAY
EWC ELECTRIC WATER COOLER
EXC EXCAVATE
EXH EXHAUST
EXST EXISTING
EXP EXPANSION
EXPO EXPOSED
EXT EXTERIOR
EXT'G EXISTING
FA FIRE ALARM
FACP FIRE ALAMR CONTROL PANEL
FAO FINISH ALL OVER
FAU FORCED AIR UNIT
FB FLAT BAR
FBGL FIBERGLASS
FCO FLOOR CLEANOUT

ABBREVIATIONS
ABBREV DESCRIPTION

FD FLOOR DRAIN
FDC FIRE DEPT CONNECTION
FDN FOUNDATION
FE FIRE EXTINGUISHER
FEC FIRE EXTINGUISHER CABINET
FF FINISH FLOOR | FACE
FFL FINISH FLOOR LEVEL
FG FINSH GRADE
FGA FUEL GAS
FHC FIRE HOSE CABINET
FIN FINISH
FIXT FIXTURE
FJ FLOOR JOIST
FL FLOOR LEVEL
FLASH FLASHING
FLASH'G FLASHING
FLR FLOOR
FLUOR FLUORESCENT
FO FACE OF
FOC FACE OF CONCRETE
FOF FACE OF FINISH
FOM FACE OF MULLION
FOPN'G FINISHED OPENING
FOS FACE OF STUDS
FPRF FIREPROOF
FR FRENCH
FRM'G FRAMING
FRPL FIREPLACE
FRR FIRE RESISTIVE RATING
FS FULL SIZE
FSD FIRE SEPRATION DISTANCE
FT FOOT OR FEET
FTG FOOTING
FURR FURRING
FUT FUTURE
FX FIXED
GA GAUGE
GALV GALVANIZED
GAR GARAGE
GB GRAB BAR
GC GENERAL CONCTRACTOR
GFI GROUND FAULT INTERRUPTER
GFCI GROUND FAULT CIRCUIT INTER
GFRC GLASS FIBER REINFORCED CONC
GI GALVANIZED IRON
GL GLASS / GLAZING
GLB GLUE LAMINATED BEAM
GND GROUND
GR GRADE
GSM GALVANIZED SHEET METAL
GT GLAZED TILE
GYP GYPSUM
GYP BD GYPSUM BOARD
GWB GYPSUM WALL BOARD
HB HOSE BIB
HC HOLLOW CORE
HDR HEADER
HDPE HIGH DENSITY POLYETHYLENE
HDWD HARDWOOD
HDWE HARDWARE
HI HIGH
HM HOLLOW METAL
HORIZ | HORZ HORIZONTAL
HP HIGH POINT
HR HOUR
HRS HOT ROLLED STEEL
HT HEIGHT
HVAC HEATING VENT AIR COND
HW HOT WATER
IAW IN ACCORDANCE WITH
ID INSIDE DIAMETER (DIM)
ILO IN LIEU OF
IN INCH
INSUL INSULATION
INT INTERIOR
IRGWB IMPACT RESISTANT GWB
JAN JANITOR
JB JUNCTION BOX
JCT JUNCTION
JST JOIST
JNT JOINT
KIT KITCHEN
LAB LABORATORY
LAM LAMINATE
LAV LAVATORY
LH LEFT HAND
LKR LOCKER
LT LIGHT
LTG LIGHTING
LVL LAMINATED VENEER LUMBER
LVT LOUVER VENT
LWC LIGHT WEIGHT CONCRETE
MAS MASONRY
MAT MATERIAL
MAX MAXIMUM
MB MACHINE BOLT
MBA MASTER BATHROOM
MBR MASTER BEDROOM
MC MEDICINE CABINET
MECH MECHANICAL
MED MEDIUM
MEMB MEMBRANE
MFG MANUFACTURING
MFR MANUFACTURER
MH MANHOLE
MTL METAL
MIN MINIMUM
MIR MIRROR
MISC MISCELLANEOUS
MLD'G MOLDING
MO MASONRY OPENING
MRGWB MOISTURE RESISTANT GWB
MTD MOUNTED
MUL MULLION
NAT NATURAL
NG NATURAL GRADE
NIC NOT IN CONTRACT
NO | NU NUMBER
NOM NOMINAL
NTS NOT TO SCALE
O/ OVER
O/A OVERALL
OBS OBSCURE
OC ON CENTER
OD OUTSIDE DIAMETER (DIM)
OFF OFFICE
OHC OVERHEAD CABINET
OPN'G OPENING
OPP OPPOSITE
OSA OUTSIDE AIR
PARA PARALLEL
PB PUSH BUTTON
PCC PRECAST CONCRETE
PDW POWDER ROOM

ABBREV DESCRIPTION

PERP PERPENDICULAR
PRCST PRECAST
PL PLATE
PLAM PLASTIC LAMINATE
PLAS PLASTER
PLYWD/PWD PLYWOOD
PLUMB PLUMBING
PNL PANEL
PNT POINT
POC POINT OF CONNECTION
PR PAIR
PREFAB PREFABRICATED
PROJ PROJECTION
PT PRESSURE TREATED
PT'D PAINTED
PTD/R COMBINATION PAPER TOWEL

DISPENSER/ & RECEPTACLE
PTN PARTITION
PTR PAPER TOWEL RECEPTACLE
PVC POLYVINYL CHLORIDE
QT QUARRY TILE
RA | RAD RADIUS
RAG RETURN AIR GRILLE
RCP REFLECTED CEILING PLAN
RD ROOF DRAIN
RDL ROOF DRAIN LEADER
REF REFER | REFERENCE
REFR REFRIGERATOR
REG REGULAR
REV REVERSE
REINF REINFORCE | REINFORCED
REQD REQUIRED
RESIL RESILIENT
RF ROOF
RF'G ROOFING
RGTR REGISTER
RH RIGHT HAND
RIS RISER
RJ RAFTER JOIST
RM ROOM
RO ROUGH OPENING
RWL RAIN WATER LEADER
SAF SELF ADHERED FLASHING
SAN SANITARY
SC SOLID CORE
SCD SEAT COVER DISPENSER
SCHED SCHEDULE
SD SMOKE DETECTOR
SECT SECTION
SERV SERVICE
SF SQUARE FEET
SGD SLIDING GLASS DOOR
SGL SINGLE
SH SINGLE HUNG
SHT SHEET
SHT'G SHEATHING
SHW SHOWER
SIM SIMILAR
SKYLT SKYLIGHT
SL SLOPE
SLD'G SLIDING
SND SANITARY NAPKIN DISPENSER
SNR SANITARY NAPKIN RECEPTACLE
SOV SHUTOFF VALVE
SP SPACE
SPEC SPECIFICATIONS
SPRK SPRINKLER
SQ SQUARE
SSD SEE STRUCTURAL DRAWINGS
SSK SERVICE SINK
SSSP SINGLE SHELF SINGLE POLE
SSDP SINGLE SHELF DOUBLE POLE
SST STAINLESS STEEL
STA STATION
STD STANDARD
STL STEEL
STOR STORAGE
STRUCT STRUCTURE
STRUCT'L STRUCTURAL
SURF SURFACE
SUSP SUSPENDED
SYM SYMMETRICAL
TAB TABLE
T&B TOP AND BOTTOM
TB TOWEL BAR
T/D TELEPHONE/DATA
TEL TELEPHONE
TEMP'D TEMPERED
TER TERRAZZO
TERR TERRACE
T&G TONGUE AND GROOVE
THK THICK
TJI TRUSS JOIST | I-JOIST
TLT TOILET
T.O TOP OF
TOB TOP OF BEAM
TOC TOP OF CONCRETE | CURB
TOF TOP OF FOOTING
TOJ TOP OF JOIST
T.O.M TOP OF MASONRY
T.O.P TOP OF PARAPET
TOR TOP OF ROOF
TOS TOP OF SHEATHING/SLAB
T.O.W. TOP OF WALL
TPD TOILET PAPER DISPENSER
TPL TOP PLATE
TPO THERMOPLASTIC POLYOLEFIN
TRD TREAD
TRSM TRANSOM
TV TELEVISION
TYP TYPICAL
UNFN UNFINISHED
UNO UNLESS NOTED OTHERWISE
UON UNLESS OTHERWISE NOTED
UR URINAL
VA VOLTAGE
VCT VINYL COMPOSITION TILE
VERT VERTICAL
VEST VESTIBULE
VIF VERIFY IN FIELD
VTR VENT THROUGH ROOF
W/ WITH
WC WATER CLOSET
WD WOOD
WDW WINDOW
WH WATER HEATER
WIC WALK-IN-CLOSET
WL WATER LEVEL
W/O WITHOUT
WP WEATHERPROOF
WRI WROUGHT IRON
WS WEATHERSTOP'G | WATER STOP
WSCT WAINSCOT
WT WEIGHT

SHEET INDEX -  ARCHITECTURALPROJECT TEAM

A NEW 2,031 S.F. METAL FRAME ADDITION TO AN
EXISTING TILT-UP CONCRETE BUILDING.  IN ADDITION, A
NEW 390 S.F. STEEL MEZZANINE IN THE EXISTING
STORAGE SPACE ALONG WITH A NEW 1,365 S.F. ROOF
OVER UNENCLOSED COURTYARD FOR PRIVATE USE.

PROJECT DESCRIPTION/
SCOPE OF WORK

PROJECT CODE ANALYSIS

•
•
•
•
•
•
•
•
•
•

1.
2.

A.

B.

C.

3.
A.

APPLICABLE CODES, INCLUDING BUT NOT LIMITED TO:

2019 CALIFORNIA BUILDING CODE (CBC)
2019 CALIFORNIA EXISTING BUILDING CODE (CEBC)
2019 CALIFORNIA FIRE CODE (CRC)
2019 CALIFORNIA MECHANICAL CODE (CMC)
2019 CALIFORNIA ELECTRICAL CODE (CEC)
2019 CALIFORNIA PLUMBING CODE (CPC)
2019 CALIFORNIA GREEN BUILDING STANDARDS CODE (CALGREEN)
2019 CALIFORNIA ENERGY CODE
2019 CALIFORNIA ADMINISTRATIVE CODE
2019 CALIFORNIA REFERENCED STANDARDS CODE

NOTES:
ALL CODES SUBJECT TO LOCAL JURISDICTION AMENDMENTS.
SEE GENERAL NOTES SHEETS FOR ADDITIONAL INFORMATION AND
REQUIREMENTS.

OPENINGS IN THE BUILDING ENVELOPE SEPARATING CONDITIONED
SPACES FROM UNCONDITIONED SPACES TO ACCOMMODATE GAS,
PLUMBING, ELECTRICAL, OR OTHER PENETRATIONS MUST BE SEALED.
WHERE APPLICABLE, EACH APPLIANCE PROVIDED BY THE BUILDER MUST BE
A QUALIFIED ENERGY STAR APPLIANCE IF AN ENERGY STAR DESIGNATION
IS APPLICABLE FOR THAT APPLIANCE.
WHERE APPLICABLE, GAS FIREPLACES SHALL BE DIRECT-VENT, SEALED
COMBUSTION TYPE.

FIRE AND SMOKE PROTECTION FEATURES AND SYSTEMS
THIS BUILDING MUST BE EQUIPPED WITH AN AUTOMATIC FIRE
EXTINGUISHING SYSTEM (DEFERRED SUBMITTAL) COMPLYING WITH NFPA
(SEE BUILDING CODE SUMMARY BELOW). THE SPRINKLER SYSTEM SHALL BE
APPROVED BY FIRE AHJ PRIOR TO INSTALLATION, SEE CBC 903. COMPLY
WITH CBC CHAPTERS 7 AND 9 AS APPLICABLE. INTERIOR FINISHES TO
COMPLY WITH CBC CHAPTER 8 AS APPLICABLE.

PLANNING NOTES

1.

2.

A.

CBC 107.3.4.1. DOCUMENTS FOR DEFERRED SUBMITTAL
ITEMS SHALL BE SUBMITTED TO THE REGISTERED
DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE WHO
SHALL REVIEW THEM AND FORWARD THEM TO THE
BUILDING OFFICIAL WITH A NOTATION INDICATING
THAT THE DEFERRED SUBMITTAL DOCUMENTS HAVE
BEEN REVIEWED AND FOUND TO BE IN GENERAL
CONFORMANCE TO THE DESIGN OF THE BUILDING.
THE DEFERRED SUBMITTAL ITEMS SHALL NOT BE
INSTALLED UNTIL THE DEFERRED SUBMITTAL
DOCUMENTS HAVE BEEN APPROVED BY THE BUILDING
OFFICIAL.

DEFERRED APPROVAL INCLUDE, BUT NOT NECESSARILY
LIMITED TO:

ROOF TRUSSES

SMOKE AND FIRE ALARM/DETECTION AND FIRE
SPRINKLER SYSTEMS

FIRE SPRINKLERS PER NFPA (SEE
BUILDING CODE SUMMARY NEXT
COLUMN) SHALL BE SUBMITTED FOR
SEPARATE PERMIT. OBTAIN FIRE
SPRINKLER PERMIT PRIOR TO CALLING
FOR ROOF SHEATHING INSPECTION.

DEFERRED SUBMITTALS
PROJECT CODE SUMMARY

OCCUPANCY (CBC CH 3)
PRIMARY AREA: S-1

CONSTRUCTION TYPE (CBC CH 6)
PROPOSED AREA: V-B

SPRINKLERS (DEFERRED SUBMITTAL): NFPA 13

BUILDING HEIGHTS & AREAS:           ALLOWED           PROPOSED
HEIGHT (CBC TAB 504.3): 60'-0" (SPRINKLERED) 19' - 2"
STORIES (CBC TAB 504.4): 2 1
AREA (SF) (CBC TAB 506.2): 42,750 SF* 2,421 SF

REQUIRED SEPARATION OF OCCUPANCIES
(CBC 508 AND TAB 508.4) NOT REQUIRED

WHERE PROVIDED, FIRE SPRINKLER RISER ROOMS SHALL HAVE 1 HR MINIMUM
SEPARATION, UON IN THE DRAWINGS OR REQUIRED BY THE CODE.

FIRE RESISTIVE RATING (FRR) REQUIREMENTS
FOR BUILDING ELEMENTS (CBC TAB 601)

PRIMARY STRUCTURAL FRAME: 0 HR
BEARING WALLS

EXTERIOR 0 HR
INTERIOR 0 HR

EXT NONBEARING WALLS & PARTITIONS SEE CBC TAB 602 & BELOW
INT NONBEARING WALLS & PARTITIONS 0 HR

ROOF CONSTRUCTION & ASSOCIATED
SECONDARY MEMBERS 0 HR

FRR REQUIREMENTS FOR EXTERIOR WALLS BASED
ON FSD (CBC TAB 602): X > 30' = 0 HR

MAX AREA OF EXT WALL OPENINGS BASED ON N/A
FSD & OPENING PROTECTION (CBC TAB 705.8): N/A

EGRESS (CBC CH 10) & ACCESSIBILITY (CBC CH 11B)
SEE NOTES, PLANS, DETAILS THROUGHOUT THE DRAWING SET, CONSULTANT
DRAWINGS, AND APPLICABLE SECTIONS OF CBC CH 10 FOR EGRESS & CBC CH
11B FOR ACCESSIBILITY INFORMATION AND REQUIREMENTS.

INTERIOR ENVIRONMENT (CBC CH 12)
REFER TO CBC CH 12, IN CONJUNCTION WITH THE CURRENT CALIFORNIA
MECHANICAL, CALIFORNIA ENERGY CODES, ARCHITECTURAL, MEP, AND (WHERE
REQUIRED/ PROVIDED) ENERGY AND ACOUSTICAL DRAWINGS FOR ADDITIONAL
INFORMATION AND REQUIREMENTS.

ROOF ASSEMBLIES (CBC TAB 1505.1): A, SEE CBC CH 15 FOR ADDITIONAL
INFORMATION & REQUIREMENTS.

SHEET INDEX - STRUCTURAL
CLIENT

CT REALTY
4343 VON KARMAN AVE. SUITE 200
NEWPORT BEACH, CA 92660
T: 949.431.6409
CONTACT: CARTER B. EWING
EMAIL: CEWING@CTRINVESTORS.COM

ARCHITECT & PRIME CONSULTANT

URBAN ARENA
3195 RED HILL AVENUE | LOFT F
COSTA MESA , CA 92626
T: 714.754.4500
CONTACT: JORGE REGUEIRO
EMAIL: JORGE@URBANARENA.COM

STRUCTURAL ENGINEERS

WRIGHT ENGINEERS INC.
2 VENTURE SUITE 200
IRVINE, CA 92618
T: 949.477.4001
CONTACT: RACHEL OLSON
EMAIL: ROLSON@WRIGHTENGINEERS.COM

MECHANICAL ENGINEER

CIRCA DOMINI INTERNATIONAL, INC.
16520 BAKE PARKWAY, SUITE 100
IRVINE, CA 92618
T: 949.336.6636
CONTACT: DAVID KANG
EMAIL: DKANG@CDIENG.COM

ELECTRICAL ENGINEER

CIRCA DOMINI INTERNATIONAL, INC.
16520 BAKE PARKWAY, SUITE 100
IRVINE, CA 92618
T: 949.336.6636
CONTACT: DAVID KANG
EMAIL: DKANG@CDIENG.COM

PLUMBING ENGINEER

CIRCA DOMINI INTERNATIONAL, INC.
16520 BAKE PARKWAY, SUITE 100
IRVINE, CA 92618
T: 949.336.6636
CONTACT: DAVID KANG
EMAIL: DKANG@CDIENG.COM

TITLE-24

CIRCA DOMINI INTERNATIONAL, INC.
16520 BAKE PARKWAY, SUITE 100
IRVINE, CA 92618
T: 949.336.6636
CONTACT: DAVID KANG
EMAIL: DKANG@CDIENG.COM

A2.1 REFLECTED CEILING PLAN

A0.2 NEW SITE PLAN

A1.1 NEW FLOOR PLAN

AGN.3 CALGREEN NOTES

A3.1 WALL SECTIONS

AD1.0 ROOF DETAILS

AD2.0 DOOR DETAILS
AD3.0 WALL DETAILS

A1.2 NEW ROOF PLAN

SHEET NAME
S0.1 GENERAL STRUCTURAL NOTES
S0.2 GENERAL STRUCTURAL NOTES (CONT'D.)
S0.3 TYPICAL DETAILS
S0.4 TYPICAL DETAILS
S1.1 FOUNDATION PLAN
S2.1 MEZZANINE FRAMING FRAME
S2.2 ROOF FRAMING PLAN
S3.1 FOUNDATION DETAILS
S4.1 FRAMING DETAILS
S4.2 FRAMING DETAILS

MECHANICAL
SHEET NAME
M000 MECHANICAL PLAN

ELECTRICAL
SHEET NAME
E000 ELECTRICAL SPECIFICATION

E001 SINGLE LINE DIAGRAM/ SCHEDULES

E100 LIGHTING PLAN

E200 POWER PLAN

TE00 TITLE 24-INDOOR

TE01 TITLE 24-OUTDOOR

AG.5 TYPICAL ACCESSIBILITY DETAILS

AD1.1 ELEVATE DETAILS
AD1.2 ELEVATE DETAILS

BUILDING

AG.4 ARCHITECTURAL GENERAL NOTES

(N) STORAGE

(E) STORAGE

(N) MEZZANINE

1,853 S.F.

2,031 S.F.

390 S.F.

TOTAL UNIT 3130 S.F. 1,853 S.F. 2,421 S.F.+ = 4,274 S.F.

CBC TABLE 1004.5
OCCUPANT LOAD:

(N) STORAGE

(E) STORAGE

(N) MEZZANINE

2,031 S.F./ 500 =

1,853 S.F./ 500 =

390 S.F./ 500 =

4.1 OCC

3.7 OCC

0.8 OCC

GROUP S-1

TOTAL OCCUPANCY = 8.6 OCC = 9

PLUMBING
SHEET NAME
P000 ROOF DRAIN PLAN

UNIT 3130

AD0.1 SITE DETAILS

PLUMBING FIXTURE CALCS:
PER CPC SECTION 422.2 EXCEPTIONS:  IN OCCUPANCIES WITH A TOTAL OCCUPANT
LOAD OF 10 OR LESS, INCLUDING CUSTOMERS AND EMPLOYEES, ONE TOILET
FACILITY, DESIGNED FOR USE BY NO MORE THAN ONE PERSON AT A TIME SHALL BE
PERMITTED FOR USE BY BOTH SEXES.

S-1 OCCUPANCY

NS: 9,000 SF

At: 36,000 SF

If = [F/P - .25] x W/30

F = FRONTAGE LENGTH ON PUBLIC
WAY: (987.25')

P= PERIMETER OF ENTIRE BUILDING:
(987.25')

If = [987.25'/987.25' - .25] x 30/30

If = [1- .25] x 1

If = [.75] x 1

If = .75

S-1 OCCUPANCY

Aa = [At + (NS x If]

Aa = [36,000+ (9000 x .75)]

Aa = [36,000 + (6,750)]

Aa = 42,750 SF

ACTUAL BUILDING AREA:

EXISTING BUILDING AREA 35,000 SF

UNIT 3130

(E) STORAGE 1853 SF

(N) STORAGE 2031 SF

(N) MEZZANINE 390 SF

TOTAL 39,274 SF

*ALLOWABLE AREA INCREASE PER CBC SECTION 506.3

TOTAL BUILDING AREA: 39,274 SF < 42,750 SF

NOTE:
1. SHOULD DISCREPANCIES AND/OR CONFLICTS EXIST BETWEEN THE DRAWINGS AND

THE RELEVANT CODES. NOTIFY THE OWNER AND ARCHITECT; UON THE MORE
STRINGENT/RESTRICTIVE PROVISION SHALL APPLY.

A4.0 DOOR SCHEDULE
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12-12-22 - 1ST PLAN CHECK SUBMIT

41. IMMEDIATELY AFTER BEING AWARDED THE CONTRACT, THE CONTRACTOR SHALL SUBMIT FOR THE
OWNER A CONSTRUCTION SCHEDULE AND SUBCONTRACTOR DIRECTORY. THE CONSTRUCTION
SCHEDULE SHALL BE CONTINUOUSLY UPDATED AND POSTED ON THE JOB SITE AT ALL TIMES.

42. CONTRACTOR SHALL TAKE EVERY PRECAUTION AND USE ALL AND ANY TECHNIQUES AVAILABLE TO
KEEP DUST LEVELS TO A MINIMUM.

43. PROVIDE MINIMUM 1” CLEARANCE BETWEEN DUCTS, PIPES, AND CEILING HANGER WIRES.

44. PROVIDE FLEXIBLE CONNECTIONS WHERE SERVICES SUCH AS PIPES AND CONDUITS CROSS
RESILIENTLY ISOLATED FRAMING ACCESSORIES.

45. DO NOT INSTALL RECESSED PENETRATIONS BACK TO BACK IN SOUND RATED WALL
CONSTRUCTION.
STAGGER A MINIMUM OF ONE STUD CAVITY.

46. APPROVED NUMBERS OR ADDRESSES SHALL BE PROVIDED IN SUCH A POSITION AS TO BE PLAINLY
VISIBLE AND LEGIBLE FROM THE STREET OR ROAD FRONTING THE PROPERTY PER THE C.B.C. AND C.F.C.

47. AN OCCUPANT LOAD SIGN SHALL BE POSTED IN EACH ASSEMBLY ROOM OR SIMILAR PURPOSE
ROOM
HAVING AN OCCUPANT LOAD OF 50 OR MORE PER C.B.C. 1004.9.

48. PANIC HARDWARE SHALL BE PROVIDED ON EXIT DOORS SERVING ROOMS, CORRIDORS, OR
STAIRWAYS HANDLING AN OCCUPANT CAPACITY OF 50 OR MORE PERSONS FROM ANY GROUP A, E, OR I
OCCUPANCY AND 10 OR MORE IN MOTION PICTURE THEATERS. ONLY PANIC HARDWARE APPROVED
AND LISTED BY THE STATE FIRE MARSHALL SHALL BE INSTALLED.

49. PROVIDE FLOOR LEVEL EXIT SIGNS OR EXIT MARKERS. THE BOTTOM OF SIGN SHALL NOT BE LESS
THAN 6 INCHES OR MORE THAN 8 INCHES ABOVE THE FLOOR LEVEL AND SHALL INDICATE THE PATH OF
EXIT TRAVEL. FOR EXIT AND EXIT ACCESS DOORS, THE SIGN SHALL BE ON THE DOOR OR ADJACENT TO
THE DOOR WITH THE CLOSEST EDGE OF THE SIGN MARKER WITHIN 4 INCHES OF THE DOOR FRAME PER
C.B.C. 1013.7. PENETRATIONS DUE TO INSTALLATION OF SIGNS AND MARKING MUST NOT VIOLATE FIRE
RATING OF ANY FIRE ASSEMBLES.

50. ASSUME THAT NO EXPOSED FASTENERS WILL BE USED UNLESS DIRECTED BY THE OWNER OR
DETAILED ON THE DRAWINGS.

51. ALL ITEMS REQUIRING FASTENING WILL BE DONE THROUGH MECHANICAL MEANS AND NOT ONLY
THROUGH GLUE AND ADHESIVES UNLESS DIRECTED BY THE OWNER.

52. ALL MATERIALS WHICH CAN NOT ACHIEVE THE FULL DIMENSION SHOWN ON THE CONSTRUCTION
DRAWINGS CAN BE DIVIDED INTO PIECES AS DIRECTED BY THE OWNER. IN ALL CASES THESE JOINTS
OR HAIRLINE JOINTS WILL ALIGN WITH ADJACENT CONSTRUCTION JOINTS, OR WILL HAVE AN
AESTHETIC LOGIC.

53. ALL JOINTS AND REVEALS GENERALLY ALIGN WITH OTHER JOINTS AND REVEALS, AND IN MOST
CASES
HAVE LOGIC TO THEIR PLACEMENT. ALL TRADES SHOULD COORDINATE AND ESTABLISH THIS
AESTHETIC PRIOR TO CONSTRUCTION.

54. UNLESS NOTED OTHERWISE, ALL REVEALS AND OR JOINERY TO RECEIVE SAME FINISH AS ADJACENT
SURFACE (S). UNLESS NOTED OTHERWISE, ALL SURFACES WILL RECEIVE A FINISH TREATMENT (I.E.
PAINT)

55. ALL CEILING FINISHES AND EXPOSED ITEMS BY ALL TRADES ARE TO BE INSTALLED IN A CLEAN AND
PRECISE MANNER. ALL EXPOSED CONDUIT, PIPING, ETC. TO BE INSTALLED PARALLEL AND
PERPENDICULAR TO THE BUILDING. ALL EXPOSED DUCTS TO BE FASTENED NEATLY, CONSISTENTLY
AND PRECISELY.

56. EVERY NEW OUTLET, SWITCH, LIGHT, DIFFUSER, SIGN, ALARM, FIRE EXTINGUISHER, SPEAKER, ETC.
SHALL BE PLACED WITH CONCERN FOR ALIGNMENT TO OTHER'S WORK. IF THE DRAWINGS DO NOT
INDICATE THAT ALIGNMENT, CONSULT THE OWNER PRIOR TO INSTALLATION.

57. THERE IS NOT TO BE ASSUMED ANY EXPOSED ITEM THAT THE OWNER DOES NOT CONSIDER
IMPORTANT TO ALIGN (IF ANY) IN THE BUILDING. CONSULT OWNER ON ANY ITEM WITHIN QUESTION.

58. UNLESS NOTED OTHERWISE, ALL SEALANT COLORS OR FILLING MATERIALS TO MATCH ADJACENT
SURFACES.

59. PROVIDE PORTABLE FIRE EXTINGUISHERS PER C.F.C. AND LOCAL FIRE AHJ: RATING NOT LESS THAN
2-A OR 2-A 10BC WITHIN 75’ TRAVEL DISTANCE TO ALL PORTIONS OF THE BUILDING ON EACH FLOOR; ALSO
DURING CONSTRUCTION. PROVIDE FIRE EXTINGUISHERS PER THE REQUIREMENTS OF THE CALIFORNIA
STATE FIRE MARSHALL, LOCATED AS DIRECTED BY THE FIRE INSPECTOR IN THE FIELD.

60. ALL FIRE EXTINGUISHERS SHALL BE ON A POSITIVE LATCHING BRACKET OR WITHIN AN ENCLOSED
CABINET.

61. FIRE EXTINGUISHERS SHALL BE INSTALLED PER C.B.C. 906.9 AND C.B.C. 906.10.

62. FIRE DAMPER ASSEMBLIES INCLUDING SLEEVES, AND INSTALLATION PROCEDURES SHALL BE
APPROVED BY THE FIRE MARSHALL PRIOR TO INSTALLATION.

63. AISLES LEADING TO REQUIRED EXITS SHALL HAVE A MINIMUM WIDTH OF 44” AND A WALKWAY
WITH A
MINIMUM WIDTH OF 44” SHALL BE MAINTAINED CONTINUOUSLY TO A PUBLIC WAY PER C.B.C 1024.2.

64. EXIT PATH LIGHTING SHALL BE PROVIDED FOR STAIRWAYS, HALLWAYS, EXIT PASSAGEWAYS AND
EGRESS TO A PUBLIC WAY ANY TIME THE BUILDING IS OCCUPIED. ALL EXIT LIGHTING AND SIGNS TO HAVE
SIX INCH HIGH LETTERS ON A CONTRASTING BACKGROUND AND SHALL CONFORM TO C.B.C. SECTION
1013. EXIT SIGNS SHALL BE ELECTRICALLY ILLUMINATED WITH TWO LAMPS ENERGIZED FROM SEPARATE
CIRCUITS. ILLUMINATION SHALL NORMALLY BE PROVIDED BY THE PREMISES WIRING SYSTEM. IN THE EVENT
OF FAILURE OF THIS SYSTEM ILLUMINATION SHALL AUTOMATICALLY BE PROVIDED FROM AN EMERGENCY
SYSTEM. WHENEVER THE BUILDING IS OCCUPIED, EXIT SIGNS SHALL BE LIGHTED SO THAT THEY ARE
CLEARLY VISIBLE.

65. EMERGENCY LIGHTING SHALL BE PROVIDED GIVING A VALUE OF ONE FOOT CANDLE MINIMUM (PER
C.B.C. 1008.3.5) AT FLOOR LEVEL IN ALL EXIT AISLES, CORRIDORS, EXIT ACCESS STAIRWAYS AND RAMPS.

66. ENSURE SURFACES TO RECEIVE FINISHES ARE CLEAN, TRUE, AND FREE OF IRREGULARITIES. DO NOT
PROCEED WITH WORK UNTIL UNSATISFACTORY CONDITIONS HAVE BEEN CORRECTED. STARTING OF
WORK SHALL INDICATE INSTALLER’S ACCEPTANCE OF SUBSTRATE.

67. UNLESS OTHERWISE NOTED, PROVIDE MINIMUM 3 COATS OF PAINT AS SPECIFIED, OR PER
RECOMMENDATIONS, FOR EACH SUBSTRATE THAT RECEIVES PAINTING.

68. ANY ITEM NOT SHOWN ON THE DRAWINGS THAT IS VISIBLE WITHIN THE FINISHED SPACE,
SHALL NOT BE INSTALLED WITHOUT THE APPROVAL OF THE OWNER OR ARCHITECT.

69. BEFORE INSTALLATION, FIELD VERIFY WITH THE OWNER THE LOCATION OF ALL THERMOSTATS. ANY
THERMOSTAT LOCATED WITHOUT THE APPROVAL OF THE OWNER ARE SUBJECT TO RELOCATION AND
REPAIR OF ADJACENT FINISHES AT NO ADDITIONAL COST.

70. CONTRACTOR SHALL NOTIFY THE OWNER OF ALL EQUIPMENT, VALVES, SWITCHES, PULL BOXES,
ETC.
REQUIRING ACCESS ABOVE GYPSUM BOARD CEILINGS. GENERAL CONTRACTOR TO PROVIDE ALL
REQUIRED FLUSH ACCESS PANELS.

71. LOCATION OF ALL SWITCHES, OUTLETS ETC. SHALL BE AS SHOWN ON THE DRAWINGS. ANY
ITEMS NOT DESCRIBED BY THESE DRAWINGS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER OR
ARCHITECT FOR FURTHER CLARIFICATION.

72. OUTLETS AND SWITCHES ARE DIMENSIONED FROM CENTER LINES, UNLESS OTHERWISE NOTED.

73. UNLESS OTHERWISE NOTED, ALL ELECTRICAL, TELEPHONE, DATA OUTLETS ARE TO BE VERTICALLY
MOUNTED +15” A.F.F. FROM B.O. PLATE.

74. ALL LIGHT SWITCHES, THERMOSTATS, POWER, TELEPHONE, DATA, AND AV OUTLET LOCATIONS ARE
TO BE VERIFIED WITH THE OWNER AT SITE PRIOR TO INSTALLATION. SUBMIT ALL DEVICES AND COVER
PLATES TO OWNER FOR APPROVAL.

75. GENERAL CONTRACTOR TO PROVIDE ALL ROUGH-IN, J-BOXES, CONDUIT, ELECTRICAL ETC.
REQUIRED
FOR INSTALLATION OF AUDIO VISUAL EQUIPMENT, DEVICES, EQUIPMENT AND WIRING BY OTHERS.
VERIFY REQUIREMENTS WITH THE M.E.P. ENGINEER.

76. SUBMIT TO OWNER FOR APPROVAL SAMPLES OF LIFE SAFETY DEVICES.

77. UNLESS OTHERWISE NOTED, SWITCHES OCCURRING IN THE SAME LOCATION ARE TO BE GANGED
INTO ONE COMMON COVER PLATE.

78. ALL WALL OUTLETS ARE TO BE MARKED ON THE FLOOR AT THE SAME TIME PARTITIONS ARE
INDICATED. VERIFY LOCATION WITH OWNER BEFORE INSTALLING WORK AND AGAIN PRIOR TO
INSTALLING SECOND LAYER OF GYPSUM WALLBOARD.

79. THE CONTRACTOR SHALL VERIFY VOLTAGES FOR ALL FIXTURES WITH THE ELECTRICAL ENGINEER.

80. THE CONTRACTOR SHALL VERIFY ALL VERTICAL CLEARANCES, CORRECT CEILING TRIM, AND AIR
HANDLING REQUIREMENTS (IF ANY) FOR ALL FIXTURES PRIOR TO ORDERING.

81. THE CONTRACTOR SHALL BE RESPONSIBLE FOR EQUIPPING ALL FIXTURES WITH THE EXACT LAMPS
SPECIFIED IN THE FIXTURE SCHEDULE UNLESS OTHERWISE APPROVED BY E.E.

82. THE CONTRACTOR SHALL VERIFY ALL FIXTURE AND CONTROL LOCATIONS PRIOR TO HARD WIRING.

83. PAINTING OF FLANGES/TRIMS ON ALL RECESSED FIXTURES IS NOT REQUIRED.

84. NO SUBSTITUTIONS SHALL BE ACCEPTABLE WITHOUT PRIOR WRITTEN APPROVAL FROM THE
OWNER.

85. ALL MATERIAL USED IN THE WORK SHALL BE ASBESTOS FREE. ASBESTOS ABATEMENT IS NOT PART
OF THESE DOCUMENTS UNLESS NOTED OTHERWISE.

86. INSTALL METAL CORNER BEADS AT ALL EXPOSED WALLBOARD EDGES. INSTALL CASING BEADS
WHEREVER WALLBOARD, PLASTER, ETC. ABUTS A DISSIMILAR FINISH MATERIAL.

87. CONTRACTOR SHALL OBTAIN A PERMIT FROM THE DEPARTMENT OF PUBLIC WORKS FOR ANY
PROTECTION FENCE OR CANOPY ON OR OVER ANY STREET OR PUBLIC SPACE.

GENERAL NOTES:

1. SCOPE OF DOCUMENTS: THESE DRAWINGS INDICATE THE GENERAL SCOPE OF THE PROJECT IN TERMS
OF ARCHITECTURAL DESIGN CONCEPT. AS SCOPE DOCUMENTS, THE DRAWINGS DO NOT NECESSARILY INDICATE
OR DESCRIBE ALL WORK REQUIRED FOR FULL PERFORMANCE AND COMPLETION OF THE REQUIREMENTS OF THE
CONTRACT DOCUMENTS. ON THE BASIS OF THE GENERAL SCOPE INDICATED OR DESCRIBED, THE CONTRACTOR
SHALL FURNISH ALL ITEMS REQUIRED FOR THE PROPER EXECUTION AND COMPLETION OF THE WORK.

2. ALL WORK, CONSTRUCTION AND MATERIALS SHALL BE AS SPECIFIED AND CONFORM WITH THE C.B.C.,
C.P.C., C.M.C, ELECTRICAL CODE, AND ORDINANCES AND REGULATIONS AS ADOPTED BY LOCAL AUTHORITIES
HAVING JURISDICTION (AHJ).

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE ACCURATE PLACEMENT OF THE BUILDING ON THE
SITE. COMPLY WITH ALL BUILDING CODES, ZONING & LOCAL ORDINANCES.

4. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND SITE CONDITIONS BEFORE STARTING WORK.
SHOULD A DISCREPANCY APPEAR IN THE SPECIFICATIONS OR DRAWINGS, OR IN THE WORK DONE BY OTHERS
FROM THE CONTRACT DOCUMENTS THAT AFFECT ANY WORK, NOTIFY THE ARCHITECT AT ONCE FOR
INSTRUCTION ON HOW TO PROCEED. IF THE CONTRACTOR PROCEEDS WITH THE WORK AFFECTED WITHOUT
INSTRUCTIONS FROM THE ARCHITECT, THE CONTRACTOR SHALL MAKE GOOD ANY RESULTING DAMAGE OR
DEFECT TO THE SATISFACTION OF THE ARCHITECT. SHOULD A CONDITION HAVE BEEN OMITTED FROM THE
CONTRACT DRAWINGS, OR A CONFLICT ARISES BETWEEN DOCUMENTS, THE CONTRACTOR IS DEEMED TO HAVE
ESTIMATED THE MOST EXPENSIVE MATERIALS AND CONSTRUCTION METHOD INVOLVED, UNLESS A WRITTEN
DECISION FROM THE ARCHITECT/OWNER HAS BEEN OBTAINED WHICH DESCRIBES AN ALTERNATIVE METHOD
AND/OR MATERIALS.

5. THE CONTRACTOR SHALL CONFINE HIS OPERATIONS ON THE SITE TO AREAS PERMITTED BY THE OWNER.
THE WORK SHALL BE DONE IN ACCORDANCE WITH APPLICABLE LAWS, LOCAL ORDINANCES, PERMITS, AND THE
CONTRACT DOCUMENTS. THE JOB SITE SHALL BE MAINTAINED IN A CLEAN, ORDERLY CONDITION, FREE OF
DEBRIS AND LITTER, AND SHALL NOT BE UNREASONABLY ENCUMBERED WITH ANY MATERIALS OR EQUIPMENT.
EACH SUBCONTRACTOR IMMEDIATELY UPON COMPLETION OF EACH PHASE OF THEIR WORK SHALL REMOVE ALL
TRASH AND DEBRIS AS A RESULT OF THEIR OPERATION. THE CONTRACTOR SHALL AT ALL TIMES MAINTAIN THE
SITE AND ADJACENT AREAS IN A CLEAN, NEAT, AND ORDERLY MANNER. THE CONTRACTOR SHALL BE
RESPONSIBLE ONLY FOR DEBRIS THAT IS THE RESULT OF THE WORK, INCLUDING ANY THAT MAY RESULT FROM
THE WORKERS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING HIS OWN REFUSE CONTAINERS AND
AT NO TIME SHALL USE OTHER CONTAINERS.

6. THE CONTRACTOR SHALL PAY FOR AND OBTAIN ALL PERMITS, FEES, INSURANCE, AND TAXES REQUIRED
FOR THE PROJECT.

7. THE CONTRACTOR TO COORDINATE ALL WORK PROVIDED BY OTHERS.

8. ALL MANUFACTURED MATERIALS SHALL BE DELIVERED IN THE ORIGINAL PACKAGES, CONTAINERS, OR
BUNDLES BEARING THE NAME OF THE MANUFACTURER AND BRAND.

9. ALL MATERIAL STORED ON THE SITE SHALL BE PROPERLY STACKED AND PROTECTED TO PREVENT
DAMAGE AND DETERIORATION UNTIL USE. FAILURE TO PROTECT MATERIALS MAY BE CAUSE FOR REJECTION OF
WORK. MATERIALS DAMAGED ON-SITE IS THE RESPONSIBILITY OF THE CONTRACTOR.

10. THE CONTRACTOR SHALL DO ALL CUTTING, FITTING, OR PATCHING OF THIS WORK THAT MAY BE
REQUIRED TO MAKE ITS SEVERAL PARTS FIT TOGETHER PROPERLY AND SHALL NOT ENDANGER ANY OTHER WORK
BY CUTTING, EXCAVATING, OR OTHERWISE ALTERING THE TOTAL WORK OR ANY PART OF IT. ALL PATCHING,
REPAIRING, AND REPLACING OF MATERIALS AND SURFACES, CUT OR DAMAGED IN EXECUTION OF WORK, SHALL
BE DONE WITH APPLICABLE MATERIALS SO THAT SURFACES REPLACED, WILL UPON COMPLETION, MATCH
SURROUNDING SIMILAR SURFACES.

11. NUMERICAL DIMENSIONS SHALL TAKE PRIORITY OVER SCALED DRAWINGS. DO NOT SCALE DRAWINGS.

12. DIMENSIONS, DETAILS, NOTES, AND/OR SYMBOLS THAT APPLY TO ONE UNIT, APPLY TO ALL UNITS IN LIKE
SITUATIONS UNLESS NOTED OTHERWISE.

13. DETAILS NOTED AS TYPICAL SHALL APPLY IN ALL LIKE CONDITIONS UNLESS SPECIFICALLY SHOWN OR
NOTED OTHERWISE. WHERE NO SPECIFIC DETAIL IS SHOWN, THE FRAMING OR CONSTRUCTION SHALL BE
IDENTICAL OR SIMILAR TO THAT INDICATED FOR LIKE CASES OR LIKE CONSTRUCTION OF THIS PROJECT.

14. WHENEVER AN ARTICLE, MATERIAL, DEVICE, OR PIECE OF EQUIPMENT IS SHOWN, INDICATED, OR
REFERRED TO ON THE DRAWING OR THESE NOTES IN THE SINGULAR NUMBER, SUCH REFERENCES APPLY TO AS
MANY SUCH ARTICLES AS ARE REQUIRED TO COMPLETE THE INSTALLATION.

15. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MEANS, METHODS, TECHNIQUES, AND PROCEDURES
EMPLOYED IN THE PERFORMANCE, COORDINATION, AND VERIFICATION OF ALL WORK PERFORMED BY
SUBCONTRACTORS.

16. ALL CONTRACTORS AND SUBCONTRACTORS PERFORMING WORK ON OR RELATED TO THIS PROJECT
SHALL CONDUCT THEIR OPERATIONS SO THAT ALL EMPLOYEES ARE PROVIDED A SAFE PLACE TO WORK AND THE
PUBLIC IS PROTECTED AND SHALL COMPLY WITH THE OCCUPATIONS, SAFETY AND HEALTH REGULATIONS OF THE
U.S DEPARTMENT OF LABOR AND WITH ANY AND ALL OTHER APPLICABLE STATE AND /OR LOCAL SAFETY
REGULATIONS. THE CONTRACTOR AGREES TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE
SAFETY CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THIS PROJECT. THIS REQUIREMENT SHALL
APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS AND THE CONTRACTOR SHALL
DEFEND, INDEMNIFY, AND HOLD HARMLESS THE OWNER AND ARCHITECT FROM ANY AND ALL LIABILITY, REAL OR
ALLEGED, IN CONNECTION WITH PERFORMANCE OF WORK ON THIS PROJECT.

17. THE STRUCTURE IS ASSUMED TO BE DESIGNED AS A STABLE UNIT.  AFTER ALL COMPONENTS ARE IN
PLACE THE CONTRACTOR SHALL PROVIDE ALL SHORING AND BRACING NECESSARY TO ENSURE THE STABILITY OF
ANY AND ALL PARTS OF THE BUILDING DURING CONSTRUCTION.

18. UNLESS SPECIFICALLY SHOWN OR NOTED ON THE DRAWINGS, NO STRUCTURAL MEMBERS SHALL BE CUT,
NOTCHED, BORED, OR OTHERWISE MODIFIED WITHOUT THE PERMISSION OF THE STRUCTURAL ENGINEER.

19. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING APPROVAL AND PERMITS FOR ALL
DESIGN/BUILT SYSTEMS. HE SHALL ALSO BE RESPONSIBLE THAT THE SYSTEMS MEET ALL APPLICABLE CODE
REQUIREMENTS.

20. ANY MODIFICATIONS TO THE BUILDING SHELL RESULTING FROM DESIGN/BUILD REQUIREMENTS SHALL BE
REPORTED TO THE OWNER AND ARCHITECT ALONG WITH ANY REQUIRED COSTS OR SAVINGS PRIOR TO
CONSTRUCTION. ANY MODIFICATIONS NOT REPORTED WILL BE THE CONTRACTOR'S RESPONSIBILITY FOR
COORDINATION, CODE CONFORMANCE, AND COST.

21. SHOP DRAWINGS SHALL BE SUBMITTED BY THE CONTRACTOR FOR APPROVAL AS NECESSARY. NEITHER
THE ARCHITECT'S REVIEW ON OR APPROVAL OF SHOP DRAWINGS SHALL RELIEVE THE GENERAL CONTRACTOR
FROM RESPONSIBILITY FOR DEVIATIONS FROM THE DRAWINGS OR SPECIFICATIONS UNLESS HE HAS CALLED THE

ARCHITECT'S ATTENTION (IN WRITING) TO SUCH DEVIATIONS AT THE TIME OF SUBMISSION, NOR SHALL IT RELIEVE
HIM OF RESPONSIBILITY FOR ERRORS OF ANY SORT IN THE SHOP DRAWINGS.

22. ALL MATERIALS AND FINISHES INDICATED ON PLANS SHALL BE NEW AND UNUSED, UNLESS NOTED
OTHERWISE.

23. ALL MATTERS OF COLOR, TEXTURE, DESIGN AND INTERPRETATION OF PLANS SHALL BE REFERRED BY THE
CONTRACTOR TO URBAN ARENA INC.

24. DIMENSIONS ON DRAWINGS ARE SHOWN TO CENTER LINE OF COLUMNS AND TO FACE OF CONCRETE
AND STUD WALLS UNLESS NOTED OTHERWISE.

25. WHERE APPLICABLE, STRUCTURAL, MECHANICAL, ELECTRICAL, PLUMBING, CIVIL, AND LANDSCAPE
DRAWINGS ARE SUPPLEMENTAL TO THE ARCHITECTURAL DRAWINGS. THE CONTRACTOR SHALL REVIEW ALL
PLANS AND DRAWINGS. IN THE EVENT OF CONFLICTING STATEMENTS, INSUFFICIENT INFORMATION, OR ERRORS,
THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE ARCHITECT AND OBTAIN CLARIFICATION BEFORE ANY
WORK IS BEGUN. WORK INSTALLED WHERE CONFLICTING CONDITIONS EXIST SHALL BE CORRECTED AT
CONTRACTOR'S EXPENSE.

26. WHETHER OR NOT DETAILED ON DRAWINGS, THE CONTRACTOR SHALL PROVIDE AND INSTALL ALL
STIFFENERS, BRACING, BACK-UP PLATES, AND SUPPORTING BRACKETS REQUIRED FOR THE INSTALLATION OF ALL
CASEWORK AND ALL WALL MOUNTED OR SUSPENDED MECHANICAL, ELECTRICAL, OR MISCELLANEOUS
EQUIPMENT INCLUDING PLYWOOD BACKBOARDS FOR TELEPHONE AND ELECTRICAL EQUIPMENT ROOMS.

27. ALL LEGAL EXIT DOORS SHALL BE OPENABLE FROM THE INSIDE WITHOUT THE USE OF A KEY OR SPECIAL
KNOWLEDGE OR EFFORT. EXIT SIGNS SHALL BE PROVIDED AT ALL EXITS AS REQUIRED BY CODE. ALL DOOR
SWINGS SERVING AN OCCUPANT LOAD OF 50 OR GREATER SHALL SWING IN THE DIRECTION OF EXIT.

28. PROVIDE ALL NECESSARY BLOCKING, BACKING AND FRAMING FOR PLASTER ACCESSORIES, HANDRAILS,
GRAB BARS, PLUMBING FIXTURES, LIGHT FIXTURES, ELECTRIC UNITS, A.C EQUIPMENTS AND ALL OTHER ITEMS AS
REQUIRED.

29. SEE ELECTRICAL DRAWINGS FOR ILLUMINATED EXIT SIGNS PER THE REQUIREMENTS OF THE CBC.

30. PROVIDE FIRE EXTINGUISHERS PER THE REQUIREMENTS OF THE CALIFORNIA STATE FIRE MARSHALL AND
FIRE AHJ.

31. SEE CIVIL DRAWINGS FOR ALL SITE HORIZONTAL CONTROL DIMENSIONS.

32. PROVIDE SAFETY GLAZING (TEMPERED) AT REQUIRED LOCATIONS INCLUDING BUT NOT LIMITED TO:
GLASS DOORS, GLAZING WITHIN 24" OF DOORS, GLAZING WITHIN 36" OF WALKING SURFACE AND GLAZING LESS
THAN 18" ABOVE FINISH FLOOR. COMPLY WITH REQUIREMENTS OF C.B.C. SECTION 2406.

33. PEDESTRIANS SHALL BE PROTECTED DURING CONSTRUCTION PER CHAPTER 33 OF THE CBC.

34. FRONT ENTRY DOOR ONLY SHALL BE LOCKABLE WITH A KEY. OPERATED LOCKING DEVICE FROM THE
EGRESS SIDE , WITH 1" HIGH SIGN OF CONTRASTING LETTERS STATING  "DOORS TO REMAIN UNLOCKED DURING
BUSINESS HOURS."  POSTED ON THE EGRESS SIDE ON OR ADJACENT  TO THE DOOR. SEE CBC 1010.1.

35. EXTERIOR STOREFRONT CONSTRUCTION GLASS, METAL, ATTACHMENTS, LINTELS, JAMBS, SILLS SHALL BE
DESIGNED TO RESIST MAXIMUM WIND LOADS PER EXPOSURE AND/OR CATEGORIES AS SPECIFIED/CALCULATED
BY STRUCTURAL ENGINEER.

36. THE FIRE SPRINKLER SYSTEMS REQUIRED FOR THIS WORK ARE BEING CONTRACTED UNDER SEPARATE
PERMIT BY BUILDING OWNER ON A DESIGN BUILD BASIS, AND ARE NOT A PART OF THE ARCHITECT'S SCOPE OF
WORK.

37. THE CONTRACTOR SHALL ERECT AND MAINTAIN DUST BARRIERS AS REQUIRED FOR THE PROTECTION
OF THE PUBLIC.

38. THE CONTRACTOR SHALL AT ALL TIMES MAINTAIN THE SITE AND ADJACENT AREAS IN CLEAN, NEAT
AND ORDERLY MANNER. THE CONTRACTOR SHALL BE RESPONSIBLE ONLY FOR DEBRIS THAT IS THE
RESULT OF THE WORK, INCLUDING ANY THAT MAY RESULT FROM THE WORKERS, AND SHALL NOT BE
RESPONSIBLE FOR THE NORMAL CLEANING AND MAINTENANCE OF THE BUILDING. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR PROVIDING HIS OWN REFUSE CONTAINERS AND AT NO TIME SHALL USE
OTHER CONTAINERS.

39. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING TEMPORARY FACILITIES AND UTILITIES AS
REQUIRED.

40. PROTECTION: ALL ADJACENT AREAS SHALL BE PROTECTED AGAINST SPLATTERING DURING PAINTING,
ETC. UPON COMPLETION, THE JOB SHALL BE LEFT CLEAN.

88. GLASS DOORS, ADJACENT GLASS PANELS AND ALL GLAZED OPENING WITHIN 18” OF THE
ADJACENT
FLOOR SHALL BE OF GLASS APPROVED FOR IMPACT HAZARD.

89. REFER TO MECHANICAL DRAWINGS FOR MECHANICAL OPENING SIZES AND LOCATIONS. PIPING
AND
DUCTS PENETRATING STUD WALLS OR SHAFT WALLS SHALL BE PROVIDED WITH ADDITIONAL FRAMING
AND BRACING AS REQUIRED. APPLY ACOUSTICAL OR FIRE-STOP SEALANT, AS APPLICABLE, AROUND
THE OPENING.

90. DUCT PENETRATION OF FIRE RATED WALLS, FLOORS, OR ROOFS SHALL HAVE FIRE DAMPERS PER
THE
C.B.C. CHAPTER 7 - 714.1.1. DAMPERS MUST BE LOCATED AT THE POINT WHERE THE RATED BARRIER IS
PENETRATED.

91. PENETRATIONS IN WALLS, FLOORS OR ROOF REQUIRING PROTECTED OPENINGS SHALL BE
FIRESTOPPED IN ACCORDANCE WITH THE C.B.C. CHAPTER 7. SMOKE AND FIRE DAMPERS MUST
BE INSTALLED PER C.B.C. 716.

92. DOORS INTO EXIT ENCLOSURES SHALL BE FULLY GASKETED AT HEADS, JAMBS AND SILLS.

93. ALL EXPOSED FIBERGLASS INSULATION SHALL BE PROVIDED WITH A BACKING WITH A FLAME-
SPREAD
RATING NOT GREATER THAN 25.

94. ALL WOOD TRIM, SPACERS, FILLERS, ETC. THROUGHOUT THE JOB SHALL BE FIRE RESISTANT.

95. DISSIMILAR METALS SHALL BE EFFECTIVELY ISOLATED FROM EACH OTHER TO PREVENT MOLECULAR
BREAKDOWN, GALVANIC ACTION, AND CORROSION.

96. CONTRACTOR SHALL VERIFY ALL CONCRETE AND MASONRY OPENINGS IN THE FIELD PRIOR TO THE
FABRICATION OF DOORS AND FRAMES.

97. THE MAXIMUM EFFORT TO OPERATE DOORS SHALL NOT EXCEED 5 POUNDS FOR EXTERIOR DOORS
AND 5 POUNDS FOR INTERIOR DOORS. THE MAXIMUM EFFORT TO OPERATE FIRE RATED EXIT DOORS
MAY NOT EXCEED 15 POUNDS PER C.B.C. 11B-404.2.9.

98. DOORS EQUIPPED WITH PANIC HARDWARE SHALL BE OPENABLE WITH A MAXIMUM FORCE OF 15
POUNDS AS APPLIED IN THE DIRECTION OF EGRESS TO THE BAR PER C.B.C. 1010.1.10.1.

99. EGRESS DOORS SHALL BE READILY OPENABLE FROM THE EGRESS SIDE WITHOUT THE USE OF A KEY
OR ANY SPECIAL KNOWLEDGE OR EFFORT PER C.B.C. 1010.1.9. SPECIAL LOCKING DEVICES SHALL BE AN
APPROVED TYPE.

100. ALL RATED DOORS SHALL BE GASKETED AT HEAD, JAMBS, AND SILLS.

101. SUSPENDED CEILING FRAMING SYSTEMS SHALL BE LATERALLY STAYED PER CODE AND SHALL BE
DESIGNED FOR LOADS PER CODE.

102. ALL STAIRWAYS SHALL BE DESIGNED TO SUPPORT LOADS PER CODE.

103. HANDRAILS WITHIN EXIT STAIRWAYS SHALL BE DESIGNED TO WITHSTAND AN APPLIED LOAD OF 50
LBS. PER LINEAR FOOT APPLIED HORIZONTALLY AT RIGHT ANGELES TO THE TOP RAIL.

104. STAIRWAYS SHALL HAVE A HEADROOM CLEARANCE OF NOT LESS THAN 80 INCHES MEASURED
VERTICALLY FROM A LINE CONNECTING THE EDGE OF THE NOSINGS. SUCH HEADROOM SHALL BE
CONTINUOUS ABOVE THE STAIRWAY TO THE POINT WHERE THE LINE INTERSECTS THE LANDING BELOW,
ONE TREAD DEPTH BEYOND THE BOTTOM RISER. THE MINIMUM CLEARANCE SHALL BE MAINTAINED THE
FULL WIDTH OF THE STARIWARY AND LANDING PER C.B.C. 1011.3.

105. CONTRACTOR SHALL CONFIRM THE LOCATION AND MOUNTING HEIGHTS OF THE TOILET ROOM
ACCESSORIES WITH THE BUILDING INSPECTOR PRIOR TO INSTALLATION TO ASSURE CORRECT
POSITIONING IN ACCORDANCE WITH C.A.C. TITLE 24, AND C.B.C. CHAPTER 11B

106. TOILET ROOMS SHALL BE EQUIPPED WITH A MECHANICAL SYSTEM OF VENTILATION PROVIDING A
MINIMUM OF TWELVE AIR CHANGES PER HOUR OR AS REQUIRED BY THE CURRENT CALIFORNIA CODE,
WHICHEVER IS GREATER.

107. INTERIOR WALL AND CEILING FINISHES SHALL CONFORM TO THE FOLLOWING:
803.1.2 FLAME SPREAD CLASSIFICATION

MATERIAL QUALIFIED BY:
CLASS FLAME SPREAD INDEX SMOKE DEVELOPED
A 0-25 0-450
B 26-75 0-450
C 76-200 0-450

803.13 MAXIMUM FLAME SPREAD INDEX
OCCUPANCY EXIT ENCLOSURES      CORRIDORS     SPRINKLERED ROOMS
GROUP AND EXIT PASSAGEWAYS     & ENCLOSED SPACES

B B C       C
S C C       C

108. AUTOMATIC FIRE ALARM AND EXTINGUISHING SYSTEMS SHALL BE APPROVED BY THE FIRE
MARSHALL
AND SHALL BE INSTALLED AND OPERATIONAL PRIOR TO ANY BUILDING OCCUPANCY. FIRE ALARM
WARNING SYSTEMS SHALL BE DESIGNED AND INSTALLED IN ACCORDANCE WITH N.F.P.A.– 3 AND SHALL
COMPLY WITH CALIFORNIA BUILDING CODE STANDARDS.

109. ALL WORK PERFORMED SHALL COMPLY WITH THE CONTRACT DOCUMENTS, DRAWINGS AND
SPECIFICATIONS INCLUDING THESE GENERAL NOTES. THE CONTRACTOR SHALL COORDINATE THE
INTENT OF THE GENERAL NOTES WITH ALL TRADES.

110. THE PROJECT MANUAL, BOUND SEPARATELY AND CONTAINING THE SPECIFICATIONS IS PART OF
THE
CONTRACT DOCUMENTS, WHERE PROVIDED.

111. THE ORGANIZATION OF THE DRAWINGS AND SPECIFICATIONS SHALL NOT CONTROL THE
CONTRACTOR IN DIVIDING THE WORK AMONG SUBCONTRACTORS OR IN ESTABLISHING THE EXTENT OF
WORK TO BE PERFORMED BY ANY TRADE.

112. ALL MATERIALS AND WORKMANSHIP SHALL CONFORM TO THE DRAWINGS AND SPECIFICATIONS. IF
CONFLICT IS FOUND BETWEEN DRAWINGS, GENERAL NOTES AND SPECIFICATIONS, CONSULT THE
OWNER OR ARCHITECT FOR CLARIFICATION BEFORE PROCEEDING WITH THE WORK.

113. NO DEVIATION FROM CONTRACT DRAWINGS AND SPECIFICATION SHALL BE MADE WITHOUT
WRITTEN APPROVAL OF THE OWNER.

114. THE STRUCTURAL, MECHANICAL, AND ELECTRICAL DRAWINGS ARE SUPPLEMENTAL TO THE
ARCHITECTURAL DRAWINGS. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO CONFIRM THE
INSTALLATION OF STRUCTURAL, MECHANICAL, PLUMBING AND ELECTRICAL WORK WITH THE DRAWINGS. IF
THERE IS A DISCREPANCY IT SHALL BE BROUGHT TO THE OWNER’S ATTENTION FOR CLARIFICATION PRIOR
TO
INSTALLATION OF SAID WORK.

115. DO NOT SCALE DRAWINGS. USE GIVEN DIMENSIONS. IF DIMENSIONS ARE NOT GIVEN AND ARE
NOT
OBVIOUSLY INFERRED FROM THE PATTERN INDICATED, CONSULT THE ARCHITECT BEFORE PROCEEDING
WITH THE WORK.

116. ALL SYMBOLS AND ABBREVIATIONS USED ON THE DRAWINGS ARE CONSIDERED TO BE
CONSTRUCTION STANDARDS. IF THE CONTRACTOR HAS QUESTIONS REGARDING SAME, OR THEIR EXACT
MEANING, THE ARCHITECT SHALL BE NOTIFIED FOR CLARIFICATION.

117. DETAILS NOT SHOWN ARE SIMILAR IN CHARACTER TO THOSE DETAILED. WHERE SPECIFIC
DIMENSION,
DETAILS OR DESIGN INTENT CANNOT BE DETERMINED CONSULT THE ARCHITECT BEFORE PROCEEDING
WITH THE WORK.

118. FINISH INTERIOR & EXTERIOR DIMENSIONS ARE TO FACE OF FRAMING UNLESS NOTED OTHERWISE.

119. FINISH FLOOR ELEVATIONS ARE TO TOP OF FINISHED CONCRETE SLAB UNLESS NOTED OTHERWISE.

120. CEILING HEIGHT DIMENSIONS ARE TO FINISHED SURFACES.

121. ALL CONSTRUCTION SHALL CONFORM TO THE REQUIREMENTS OF THE CALIFORNIA BULDING
CODE; TITLE 24 PART 2 AS WELL AS CALIFORNIA ADMINISTRATIVE CODE TITLE 24 PART 1, AND ALL
OTHER APPLICABLE CODES, REGULATIONS, ORDINANCES, STATUTES AND ALL OTHER GOVERNING
AUTHORITIES HAVING JURISDICTION.

122. FIRE PROTECTION EQUIPMENT AND SERVICE ACCESS MUST BE PROVIDED DURING THE
CONSTRUCTION PERIOD AS REQUIRED BY THE FIRE MARSHALL.

123. CONTRACTOR SHALL PROVIDE TEMPORARY EXIT SIGNS TO ASSURE A MEANS OF EGRESS DURING
CONSTRUCTION.

124. THE CONTRACTOR SHALL VISIT THE SITE AND BE KNOWLEDGEABLE OF THE CONDITIONS THEREIN.
HE SHALL INVESTIGATE, VERIFY AND BE RESPONSIBLE FOR ALL CONDITIONS OF THE PROJECT AND
SHALL NOTIFY THE ARCHITECT & OWNER OF ANY CONDITION REQUIRING MODIFICATION BEFORE
PROCEEDING WITH THE WORK.

125. CONSTRUCTION WORK INDICATED ON DRAWINGS AS (N.I.C.) IS NOT IN CONTRACT. SUBSEQUENT
DRAWINGS AND SPECIFICATIONS COULD BE SUBMITTED FOR SEPARATE APPROVAL AND BUILDING
PERMITS. CONTRACTOR SHALL COORDINATE ALL TRADES OF HIS WORK DIRECTLY.

126. PUBLIC IMPROVEMENTS AND SERVICES ADJACENT TO THE SITE SHALL BE MAINTAINED DURING
CONSTRUCTION. APPROVAL OF THE CITY ENGINEERING DEPARTMENT IS REQUIRED BEFORE ANY
WORK IS COMMENCED.

127. GENERAL CONTRACTOR SHALL OBTAIN ANY PERMITS FROM THE STATE OF CALIFORNIA DIVISION
OF
INDUSTRIAL SAFETY, OSHA DEPARTMENT, FOR TRENCHES OR EXCAVATIONS GREATER THAN 5’-0” DEEP
INTO WHICH A PERSON WILL DESCEND.

128. MANUFACTURER’S NAME PLATES, INCLUDING TRADEMARKS AND OTHER IDENTIFYING SYMBOLS
SHALL
NOT BE PERMITTED ON SURFACES VISIBLE TO THE PUBLIC OR PATRON.

129. UNLESS OTHERWISE NOTED OR SHOWN, ANY FINISH INDICATED FOR A PARTICULAR INTERIOR WALL
APPLIES TO THE ENTIRE UNINTERRUPTED LENGTH OF THE WALL.

130. EXCEPT WHERE SHOWN IN DIMENSIONAL DETAIL, THE LOCATIONS OF PLUMBING, MECHANICAL
EQUIPMENT, DUCTS, PIPING, AND FITTINGS ARE APPROXIMATE. THE EXACT LOCATION SHALL BE
DETERMINED BY THE CONTRACTOR, SUBJECT TO THE CONDITIONS OF GENERAL NOTES AND M.E.P.
DRAWINGS.

131. CONTRACTOR SHALL VERIFY SIZES AND LOCATIONS OF ALL MECHANICAL EQUIPMENT PADS AND
BASES AS WELL AS POWER AND WATER OR DRAIN INSTALLATIONS WITH EQUIPMENT MANUFACTURERS.

132. CONTRACTOR SHALL VERIFY SIZE AND LOCATION OF ALL MECHANICAL OPENINGS THROUGH THE
ROOF WITH THE MECHANICAL EQUIPMENT MANUFACTURER.

133. CONTRACTOR SHALL PROVIDE AND INSTALL ALL STIFFENERS, BRACING, BLOCKING, BACK-UP
PLATES
AND SUPPORTING BRACKETS REQUIRED FOR THE INSTALLATION OF ALL CASEWORK, TOILET ROOM
ACCESSORIES, FIXTURES AND PARTITIONS AND ALL WALL MOUNTED OR SUSPENDED MECHANICAL,
ELECTRICAL OR MISCELLANEOUS EQUIPMENT AND FURNISHINGS, WHETHER DRAWN OR NOT.

134. EGRESS STAIR SHAFT SHALL BE AIRTIGHT AND SEALED.

135. MECHANICAL SUPPLY AND RETURN AIR SHAFTS SHALL BE AIRTIGHT AND SEALED.

136. MECHANICAL SPACES IN CENTRAL PLANTS AND PENTHOUSE AREAS SHALL BE AIRTIGHT AND
SEALED.

137. GYPSUM WALLBOARD RATED FIRE ASSEMBLIES SHALL BE CONSTRUCTED AS REQUIRED BY THE
C.B.C., C.F.C., AND APPROVING AGENCY.

138. GYPSUM WALLBOARD SHALL EXTEND FULL HEIGHT FROM FLOOR TO STRUCTURE ABOVE, UNLESS
OTHERWISE NOTED.

139. EXTEND FIRE RATED AND/OR ACOUSTIC WALL TO UNDERSIDE OF STRUCTURE ABOVE.

140. WIRING WITHIN RATED PARTITIONS SHALL COMPLY WITH THE C.B.C. CHAPTER 7.

141. FIRE SAFETY DURING CONSTRUCTION, ALTERATION OR DEMOLITION OF A BUILDING SHALL BE IN
THE
ACCORDANCE WITH THE FOLLOWING:

• CFC ARTICLES 8701 AND 8704 SHALL APPLY TO ALL BUILDINGS UNDER CONSTRUCTION
• CFC ARTICLES 8701, 8704 AND 8705 SHALL APPLY TO ALL BUILDINGS UNDER CONSTRUCTION

FOR ALTERATION
• CFC ARTICLES 8701, 8704, 8705 AND 8706 SHALL APPLY TO ALL BUILDINGS UNDER
    DEMOLITION.
• FIRE-RESISTIVE ASSEMBLIES AND CONSTRUCTION SHALL BE MAINTAINED IN ACCORDANCE WITH

THE
   CBC (CFC ARTICLE 8705.4)

142. THE USE OF PLASTIC FILM, WHICH IS INSTALLED ON BUILDING ELEMENTS, SHALL BE FLAME
RESISTANT AS REQUIRED FOR COMBUSTIBLE DECORATIVE MATERIALS IN ACCORDANCE WITH CFC 803

143. WHEN THE BUILDING IS PROTECTED BY FIRE-PROTECTION SYSTEM, SUCH SYSTEMS SHALL BE
MAINTAINED OPERATIONAL AT ALL TIMES DURING DEMOLITION AND OR ALTERATION WHENEVER THE
BUILDING IS OCCUPIED.

144. WHEN ALTERATION REQUIRES MODIFICATION OF A PORTION OF A FIRE-PROTECTION SYSTEM, THE
REMAINDER OF THE SYSTEM SHALL BE KEPT IN SERVICE. WHEN IT IS NECESSARY TO SHUT DOWN THE
ENTIRE (OR PORTION OF) SYSTEM, A FIRE WATCH SHALL BE MAINTAINED ON SITE UNTIL THE SYSTEM IS
RETURNED TO SERVICE. THE CONTRACTOR WILL BE REQUIRED TO PROVIDE A MINIMUM OF 48-HOUR
WRITTEN NOTIFICATION PRIOR TO THE WORK. CONTRACTOR WILL ALSO BE RESPONSIBLE TO VERIFY
THAT THE FIRE WATCH PERSONNEL IS ON SITE PRIOR TO THE SYSTEM GOING OFF LINE.

145. PER C.B.C. 2406.3, EACH PANE OF SAFETY GLAZING INSTALLED IN HAZARDOUS LOCATIONS SHALL
BE INDENTIFIED BY A MANUFACTURER’S DESIGNATION SPECIFYING WHO APPLIED THE DESIGNATION, THE
MANUFACTURER OR INSTALLER AND THE SAFETY GLAZING STANDARD WITH WHICH IT COMPLIES, AS WELL
AS THE INFORMATION SPECIFIED IN C.B.C. SECTION 2403.1. THE DESIGNATION SHALL BE ACID ETCHED,
SAND BLASTED, CERAMIC FIRED, LASER ETCHED, EMBOSSED OR OF A TYPE THAT ONCE APPLIED, CANNOT
BE REMOVED WITHOUT BEING DESTROYED. A LABEL MEETING THE REQUIREMENTS OF THIS SECTION SHALL
BE PERMITTED IN LIEU OF THE MANUFACTURER'S DESIGNATION.

146. CONSPICUOUSLY MARK GAS SHUT-OFF VALVE (C.C.R, TITLE 19)

147. ALL SWITCHES/DEVICES NOT GANGED IN THE SAME PLATE SHALL BE SET AT THE SAME HEIGHT AND
WITH EQUAL SPACING BETWEEN EACH PLATE. (I.E. EXHAUST FAN CONTROL NEXT TO LIGHT SWITCH)
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11B-206 ACCESSIBLE ROUTES

11B-206.1 GENERAL. ACCESSIBLE ROUTES SHALL BE PROVIDED IN ACCORDANCE WITH SECTION 11B-206

11B-206.2 WHERE REQUIRED. ACCESSIBLE ROUTES SHALL BE PROVIDED WHERE REQUIRED BY SECTION
11B-206.2

11B-206.2.1 SITE ARRIVAL POINTS. AT LEAST ONE ACCESSIBLE ROUTE SHALL BE PROVIDED WITHIN THE SITE
FROM ACCESSIBLE PARKING SPACES AND ACCESSIBLE PASSENGER LOADING ZONES, PUBLIC STREETS AND
SIDEWALKS, AND  PUBLIC  TRANSPORTATION STOPS TO THE ACCESSIBLE BUILDING OR FACILITY ENTRANCE
THEY SERVE. WHERE MORE THAN ONE ROUTE IS PROVIDED, ALL ROUTES MUST BE ACCESSIBLE.

11B-206.2.2 WITHIN A SITE. AT LEAST ONE ACCESSIBLE ROUTE SHALL CONNECT ACCESSIBLE BUILDINGS,
ACCESSIBLE FACILITIES, ACCESSIBLE ELEMENTS, AND ACCESSIBLE SPACES THAT ARE ON THE SAME SITE.

11B-206.2.3 MULTI-STORY BUILDINGS AND FACILITIES. AT LEAST ONE ACCESSIBLE ROUTE SHALL CONNECT
EACH STORY AND MEZZANINE IN MULTI-STORY BUILDINGS AND FACILITIES.

PARKING SPACES

11B-208 PARKING SPACES

11B-208.1 GENERAL. WHERE PARKING SPACES  ARE  PROVIDED, PARKING SPACES SHALL BE PROVIDED IN
ACCORDANCE WITH SECTION 11B-208.

11B-208.2 MINIMUM NUMBER. PARKING SPACES COMPLYING WITH SECTION 11B-502 SHALL BE PROVIDED
IN ACCORDANCE WITH TABLE 11B-208.2 EXCEPT AS REQUIRED BY SECTIONS 11B-208.2.1, 11B-208.2.2, AND
11B-208.2.3. WHERE MORE THAN ONE PARKING FACILITY IS PROVIDED ON A SITE, THE NUMBER OF
ACCESSIBLE SPACES PROVIDED ON THE SITE SHALL BE CALCULATED ACCORDING TO THE NUMBER OF
SPACES REQUIRED FOR EACH PARKING FACILITY.

11B-208.2.4 VAN PARKING SPACES. FOR EVERY SIX OR FRACTION OF SIX PARKING SPACES REQUIRED BY
SECTION 11B-208.2 TO COMPLY WITH SECTION 11B-502, AT LEAST ONE SHALL BE A VAN PARKING SPACE
COMPLYING WITH SECTION 11B-502.

11B-208.3 LOCATION. PARKING FACILITIES SHALL COMPLY WITH SECTION 11B-208.3

11B-208.3.1 GENERAL. PARKING SPACES COMPLYING WITH SECTION 11B-502 THAT SERVE A PARTICULAR
BUILDING OR FACILITY SHALL BE LOCATED ON THE SHORTEST ACCESSIBLE ROUTE FROM PARKING TO AN
ENTRANCE COMPLYING WITH SECTION 11B-206.4. WHERE PARKING SERVES MORE THAN ONE ACCESSIBLE
ENTRANCE, PARKING SPACES COMPLYING WITH SECTION 11B-502 SHALL BE DISPERSED AND LOCATED ON
THE SHORTEST ACCESSIBLE ROUTE TO THE ACCESSIBLE ENTRANCES. IN PARKING FACILITIES THAT DO NOT
SERVE A PARTICULAR BUILDING OR FACILITY, PARKING SPACES COMPLYING WITH SECTION 11B-502 SHALL
BE LOCATED ON THE SHORTEST ACCESSIBLE ROUTE TO AN ACCESSIBLE PEDESTRIAN ENTRANCE OF THE
PARKING FACILITY.

      TABLE 11B-208.2 PARKING SPACES

TOTAL NUMBER PROVIDED IN FACILITY MINIMUM REQUIRED ACCESSIBLE SPACES
1 TO 25 1
26 TO 50 2
51 TO 75 3
76 TO 100 4
101 TO 150 5
151 TO 200 6
201 TO 300 7
301 TO 400 8
401 TO 500 9
501 TO 1000 2% OF TOTAL
1001 AND OVER 20 PLUS 1 FOR EACH 100, OR

FRACTION THEREOF OVER 1000

PROTRUDING OBJECTS

11B-307.1 GENERAL. PROTRUDING OBJECTS SHALL COMPLY WITH SECTION 11B-307.

11B-307.2 PROTRUSION LIMITS. OBJECTS WITH LEADING EDGES MORE THAN 27 INCHES  AND NOT MORE
THAN 80 INCHES ABOVE THE FINISH FLOOR OR GROUND SHALL PROTRUDE 4 INCHES MAXIMUM
HORIZONTALLY INTO THE CIRCULATION PATH.

11B-307.3 POST-MOUNTED OBJECTS. FREE-STANDING OBJECTS MOUNTED ON POSTS OR PYLONS SHALL
OVERHANG CIRCULATION PATHS 12 INCHES MAXIMUM WHEN LOCATED 27 INCHES MINIMUM AND 80
INCHES MAXIMUM ABOVE THE FINISH FLOOR OR GROUND. WHERE A SIGN OR OTHER OBSTRUCTION IS
MOUNTED BETWEEN POSTS OR PYLONS AND THE CLEAR DISTANCE BETWEEN THE POSTS OR PYLONS IS
GREATER THAN 12 INCHES, THE LOWEST EDGE OF SUCH SIGN OR OBSTRUCTION SHALL BE 27 INCHES
MAXIMUM OR 80 INCHES MINIMUM ABOVE THE FINISH FLOOR OR GROUND.

11B-307.3.1 EDGES AND CORNERS. WHERE SIGNS OR OTHER OBJECTS ARE MOUNTED ON POSTS OR
PYLONS, AND THEIR BOTTOM EDGES ARE LESS THAN 80 INCHES (2032 MM) ABOVE THE FLOOR OR GROUND
SURFACE, THE EDGES OF SUCH SIGNS AND OBJECT SHALL BE ROUNDED OR EASED AND THE CORNERS
SHALL HAVE A MINIMUM RADIUS OF 1/8 INCH (3.2 MM).

11B-307.4 VERTICAL CLEARANCE. VERTICAL CLEARANCE SHALL BE 80 INCHES HIGH MINIMUM. GUARDRAILS
OR OTHER BARRIERS SHALL BE PROVIDED WHERE THE VERTICAL CLEARANCE IS LESS THAN 80 INCHES HIGH.
THE LEADING EDGE OF SUCH GUARDRAIL OR BARRIER SHALL BE LOCATED 27 INCHES MAXIMUM ABOVE
THE FINISH FLOOR OR GROUND.

11B-307.4.1 GUY BRACES. WHERE A GUY SUPPORT IS USED WITHIN EITHER THE WIDTH OF A CIRCULATION
PATH OR 24 INCHES MAXIMUM OUTSIDE OF A CIRCULATION PATH, A VERTICAL GUY BRACE, SIDEWALK GUY
OR SIMILAR DEVICE SHALL BE USED TO PREVENT A HAZARD OR AN OVERHEAD OBSTRUCTION.

11B-307.5 REQUIRE CLEAR WIDTH.  PROTRUDING OBJECTS SHALL NOT REDUCE THE CLEAR WIDTH
REQUIRED FOR ACCESSIBLE ROUTES.

REACH RANGES

11B-308.1 GENERAL. REACH RANGES SHALL COMPLY WITH SECTION 11B-308.

11B-308.1.1 ELECTRICAL SWITCHES. CONTROLS AND SWITCHES INTENDED TO BE USED BY THE OCCUPANT
OF A ROOM OR AREA TO CONTROL LIGHTING AND RECEPTACLE OUTLETS, APPLIANCES OR COOLING,
HEATING AND VENTILATING EQUIPMENT, SHALL COMPLY WITH SECTION 11B-308 EXCEPT THE LOW REACH
SHALL BE MEASURED TO THE BOTTOM OF THE OUTLET BOX AND THE HIGH REACH SHALL BE MEASURED
TO THE TOP OF THE OUTLET BOX.

11B-308.1.2 ELECTRICAL RECEPTACLE OUTLETS. ELECTRICAL RECEPTACLE OUTLETS ON BRANCH CIRCUITS
OF 30 AMPERES OR LESS AND COMMUNICATION SYSTEM RECEPTACLES SHALL COMPLY WITH SECTION
11B-308 EXCEPT THE LOW REACH SHALL BE MEASURED TO THE BOTTOM OF THE OUTLET BOX AND THE
HIGH REACH SHALL BE MEASURED TO THE TOP OF THE OUTLET BOX.

11B-308.2 FORWARD REACH.

11B-308.2.1 UNOBSTRUCTED. WHERE A FORWARD REACH IS UNOBSTRUCTED, THE HIGH FORWARD REACH
SHALL BE 48 INCHES MAXIMUM AND THE LOW FORWARD REACH SHALL BE 15 INCHES MINIMUM ABOVE THE
FINISH FLOOR OR GROUND.

11B-308.2.2 OBSTRUCTED HIGH REACH. WHERE A HIGH FORWARD REACH IS OVER AN OBSTRUCTION, THE
CLEAR FLOOR SPACE SHALL EXTEND BENEATH THE ELEMENT FOR A DISTANCE NOT LESS THAN THE
REQUIRED REACH DEPTH OVER THE OBSTRUCTION. THE HIGH FORWARD REACH SHALL BE 48 INCHES
MAXIMUM WHERE THE REACH DEPTH IS 20 INCHES MAXIMUM. WHERE THE REACH DEPTH EXCEEDS 20
INCHES, THE HIGH FORWARD REACH SHALL BE 44 INCHES MAXIMUM AND THE REACH DEPTH SHALL BE 25
INCHES MAXIMUM.

11B-308.3 SIDE REACH.

11B-308.3.1 UNOBSTRUCTED. WHERE A CLEAR FLOOR OR GROUND SPACE ALLOWS A PARALLEL APPROACH
TO AN ELEMENT AND THE SIDE REACH IS UNOBSTRUCTED, THE HIGH SIDE REACH SHALL BE 48 INCHES
MAXIMUM AND THE LOW SIDE REACH SHALL BE 15 INCHES MINIMUM ABOVE THE FINISH FLOOR OR
GROUND.

11B-308.3.2 OBSTRUCTED HIGH REACH. WHERE A CLEAR FLOOR OR GROUND SPACE ALLOWS A PARALLEL
APPROACH TO AN ELEMENT AND THE HIGH SIDE REACH IS OVER AN OBSTRUCTION, THE HEIGHT OF THE
OBSTRUCTION SHALL BE 34 INCHES MAXIMUM AND THE DEPTH OF THE OBSTRUCTION SHALL BE 24 INCHES
MAXIMUM.  THE HIGH SIDE REACH SHALL BE 48 INCHES MAXIMUM FOR A REACH DEPTH OF 10 INCHES
MAXIMUM. WHERE THE REACH DEPTH EXCEEDS 10 INCHES, THE HIGH SIDE REACH SHALL BE 46 INCHES
MAXIMUM FOR A REACH DEPTH OF 24 INCHES MAXIMUM.

11B-502 PARKING SPACES

11B-502.1 GENERAL. CAR AND VAN PARKING SPACES SHALL COMPLY WITH SECTION 11B-502. WHERE
PARKING SPACES ARE MARKED WITH LINES, WIDTH MEASUREMENTS OF PARKING SPACES AND ACCESS
AISLES SHALL BE MADE FROM THE CENTERLINE OF THE MARKINGS.

11B-502.2 VEHICLE SPACES. CAR AND VAN PARKING SPACES SHALL BE 216 INCHES LONG MINIMUM. CAR
PARKING SPACES SHALL BE 108 INCHES WIDE MINIMUM AND VAN PARKING SPACES SHALL BE 144 INCHES
WIDE MINIMUM, SHALL BE MARKED TO DEFINE THE WIDTH, AND SHALL HAVE AN ADJACENT ACCESS AISLE
COMPLYING WITH SECTION 11B-502.3.

11B-502.3 ACCESS AISLE. ACCESS AISLES SERVING PARKING SPACES SHALL COMPLY WITH SECTION
11B-502.3. ACCESS AISLES SHALL ADJOIN AN ACCESSIBLE ROUTE. TWO PARKING SPACES SHALL BE
PERMITTED TO SHARE A COMMON ACCESS AISLE.

11B-502.3.1 WIDTH. ACCESS AISLES SERVING CAR AND VAN PARKING SPACES SHALL BE 60 INCHES WIDE
MINIMUM.

11B-502.3.2 LENGTH. ACCESS AISLES SHALL EXTEND THE FULL REQUIRED LENGTH OF THE PARKING SPACES
THEY SERVE.

11B-502.3.3 MARKING. ACCESS AISLES SHALL BE MARKED WITH A BLUE PAINTED BORDERLINE AROUND
THEIR PERIMETER. THE AREA WITHIN THE BLUE BORDERLINES SHALL BE MARKED WITH HATCHED LINES A
MAXIMUM OF 36 INCHES ON CENTER IN A COLOR CONTRASTING WITH THAT OF THE AISLE SURFACE,
PREFERABLY BLUE OR WHITE. THE WORDS "NO PARKING" SHALL BE PAINTED ON THE SURFACE WITHIN
EACH ACCESS AISLE IN WHITE LETTERS A MINIMUM OF 12 INCHES IN HEIGHT AND LOCATED TO BE VISIBLE
FROM THE ADJACENT VEHICULAR WAY. ACCESS AISLE MARKINGS MAY EXTEND BEYOND THE MINIMUM
REQUIRED LENGTH.

11B-502.3.4 LOCATION. ACCESS AISLES SHALL NOT OVERLAP THE VEHICULAR WAY. ACCESS AISLES SHALL
BE PERMITTED TO BE PLACED ON EITHER SIDE OF THE PARKING SPACE EXCEPT FOR VAN PARKING SPACES
WHICH SHALL HAVE ACCESS AISLES LOCATED ON THE PASSENGER SIDE OF THE PARKING SPACES.

11B-502.4 FLOOR OR GROUND SURFACES. PARKING SPACES AND ACCESS AISLES SERVING THEM SHALL
COMPLY WITH SECTION 11B-302. ACCESS AISLES SHALL BE AT THE SAME LEVEL AS THE PARKING SPACES
THEY SERVE. CHANGES IN LEVEL ARE NOT PERMITTED.

11B-502.5 VERTICAL CLEARANCE. PARKING SPACES, ACCESS AISLES AND VEHICULAR ROUTES SERVING
THEM SHALL PROVIDE A VERTICAL CLEARANCE OF 98 INCHES MINIMUM.

11B-502.6 IDENTIFICATION. PARKING SPACE IDENTIFICATION SIGNS SHALL INCLUDE THE INTERNATIONAL
SYMBOL OF ACCESSIBILITY COMPLYING WITH SECTION 11B-703.7.2.1 IN WHITE ON A BLUE BACKGROUND.
SIGNS IDENTIFYING VAN PARKING SPACES SHALL CONTAIN ADDITIONAL LANGUAGE OR AN ADDITIONAL
SIGN WITH THE DESIGNATION “VAN ACCESSIBLE”. SIGNS SHALL BE 60 INCHES MINIMUM ABOVE THE FINISH
FLOOR OR GROUND SURFACE MEASURED TO THE BOTTOM OF THE SIGN.

11B-502.6.1 FINISH AND SIZE. PARKING IDENTIFICATION SIGNS SHALL BE REFLECTORIZED WITH A MINIMUM
AREA OF 70 SQUARE INCHES.

11B-502.6.2 MINIMUM FINE. ADDITIONAL LANGUAGE OR AN ADDITIONAL SIGN BELOW THE
INTERNATIONAL SYMBOL OF ACCESSIBILITY SHALL STATE “MINIMUM FINE $250”.

11B-502.6.3 LOCATION. A PARKING SPACE IDENTIFICATION SIGN SHALL BE VISIBLE FROM EACH PARKING
SPACE. SIGNS SHALL BE PERMANENTLY POSTED EITHER IMMEDIATELY ADJACENT TO THE PARKING SPACE
OR WITHIN THE PROJECTED PARKING SPACE WIDTH AT THE HEAD END OF THE PARKING SPACE.  SIGNS
MAY ALSO BE PERMANENTLY POSTED ON A WALL AT THE INTERIOR END OF THE PARKING SPACE.

11B-502.6.4 MARKING. EACH ACCESSIBLE CAR AND VAN SPACE SHALL HAVE SURFACE IDENTIFICATION
COMPLYING WITH EITHER SECTION 11B-502.6.4.1 OR 11B-502.6.4.2.

11B-502.6.4.1 THE PARKING SPACE SHALL BE MARKED WITH AN INTERNATIONAL SYMBOL OF ACCESSIBILITY
COMPLYING WITH SECTION 11B-703.7.2.1 IN WHITE ON A BLUE BACKGROUND A MINIMUM 36 INCHES WIDE
BY 36 INCHES HIGH . THE CENTERLINE OF THE INTERNATIONAL SYMBOL OF ACCESSIBILITY SHALL BE A
MAXIMUM OF 6 INCHES FROM THE CENTERLINE OF THE PARKING SPACE, ITS SIDES PARALLEL TO THE
LENGTH OF THE PARKING SPACE AND ITS LOWER CORNER AT, OR LOWER SIDE ALIGNED WITH, THE END OF
THE PARKING SPACE LENGTH.

11B-502.6.4.2 THE PARKING SPACE SHALL BE OUTLINED IN BLUE OR PAINTED BLUE AND SHALL BE MARKED
WITH AN INTERNATIONAL SYMBOL OF ACCESSIBILITY COMPLYING WITH SECTION 11B-703.7.2.1 A MINIMUM
36 INCHES WIDE BY 36 INCHES HIGH IN WHITE OR A SUITABLE CONTRASTING COLOR. THE CENTERLINE OF
THE INTERNATIONAL SYMBOL OF ACCESSIBILITY SHALL BE A MAXIMUM OF 6 INCHES FROM  THE
CENTERLINE OF THE PARKING SPACE, ITS SIDES PARALLEL TO THE LENGTH OF THE PARKING SPACE AND ITS
LOWER CORNER AT, OR LOWER SIDE ALIGNED WITH, THE END OF THE PARKING SPACE.

11B-502.7 RELATIONSHIP TO ACCESSIBLE ROUTES. PARKING SPACES AND ACCESS AISLES SHALL BE
DESIGNED SO THAT CARS AND VANS, WHEN PARKED, CANNOT OBSTRUCT THE REQUIRED CLEAR WIDTH OF
ADJACENT ACCESSIBLE ROUTES.

11B-502.7.1 ARRANGEMENT. PARKING SPACES  AND ACCESS AISLES SHALL BE DESIGNED SO THAT
PERSONS USING THEM ARE NOT REQUIRED TO TRAVEL BEHIND PARKING SPACES OTHER THAN TO PASS
BEHIND THE PARKING SPACE IN WHICH THEY PARKED.

11B-502.7.2 WHEEL STOPS. A CURB OR WHEEL STOP SHALL BE PROVIDED IF REQUIRED TO PREVENT
ENCROACHMENT OF VEHICLES OVER THE REQUIRED CLEAR WIDTH OF ADJACENT ACCESSIBLE ROUTES.

11B-502.8 ADDITIONAL SIGNS. AN ADDITIONAL SIGN SHALL BE POSTED EITHER; 1) IN A CONSPICUOUS
PLACE AT EACH ENTRANCE TO AN OFF-STREET PARKING FACILITY OR 2) IMMEDIATELY ADJACENT TO ON-
SITE ACCESSIBLE PARKING AND VISIBLE FROM EACH PARKING SPACE.

11B-502.8.1 SIZE. THE ADDITIONAL SIGN SHALL NOT BE LESS THAN 17 INCHES WIDE BY 22 INCHES HIGH.

11B-502.8.2 LETTERING. THE ADDITIONAL SIGN SHALL CLEARLY STATE IN LETTERS WITH A MINIMUM HEIGHT
OF 1 INCH THE FOLLOWING: “UNAUTHORIZED” VEHICLES PARKED IN DESIGNATED ACCESSIBLE SPACES
NOT DISPLAYING DISTINGUISHING PLACARDS OR SPECIAL LICENSE PLATES ISSUED FOR PERSONS WITH
DISABILITIES WILL BE TOWED AWAY AT THE OWNER'S EXPENSE.  TOWED VEHICLES MAY BE RECLAIMED AT:
__________________________OR BY TELEPHONING_______________."
 BLANK SPACES SHALL BE FILLED IN WITH APPROPRIATE INFORMATION AS A PERMANENT PART OF THE
SIGN.

PASSENGER DROP-OFF � LOADING ZONES

11B-503 PASSENGER DROP-OFF AND LOADING ZONES

11B-503.1 GENERAL. PASSENGER DROP-OFF AND LOADING ZONES SHALL COMPLY WITH SECTION 11B-503.

11B-503.2 VEHICLE PULL-UP SPACE. PASSENGER DROP-OFF AND LOADING ZONES SHALL PROVIDE A
VEHICULAR PULL-UP SPACE 96 INCHES WIDE MINIMUM AND 20 FEET LONG MINIMUM.

11B-503.3 ACCESS AISLE. PASSENGER DROP-OFF AND LOADING ZONES SHALL PROVIDE ACCESS AISLES
COMPLYING WITH SECTION 11B-503 ADJACENT AND PARALLEL TO THE VEHICLE PULL-UP SPACE. ACCESS
AISLES SHALL ADJOIN AN ACCESSIBLE ROUTE AND SHALL NOT OVERLAP THE VEHICULAR WAY.

11B-503.4 FLOOR AND GROUND SURFACES. VEHICLE PULL-UP SPACES AND ACCESS AISLES SERVING THEM
SHALL COMPLY WITH SECTION11B-302. ACCESS AISLES SHALL BE AT THE SAME LEVEL AS THE VEHICLE PULL-
UP SPACE THEY SERVE. CHANGES IN LEVEL ARE NOT PERMITTED.

11B-503.5 VERTICAL CLEARANCE. VEHICLE PULL-UP SPACES, ACCESS AISLES SERVING THEM, AND A
VEHICULAR ROUTE FROM AN ENTRANCE TO THE PASSENGER LOADING ZONE AND FROM THE PASSENGER
LOADING ZONE TO A VEHICULAR EXIT SHALL PROVIDE A VERTICAL CLEARANCE OF 114 INCHES MINIMUM.

HAZARDS  �  PROTRUDING OBJECTS:

1. ABRUPT CHANGES IN LEVEL EXCEPT BETWEEN A WALK OR SIDEWALK AND AN ADJACENT STREET
OR DRIVEWAY, EXCEEDING 4" IN A VERTICAL DIMENSION, SUCH AS AT PLANTERS OR FOUNTAINS
LOCATED IN OR ADJACENT TO WALKS, SIDEWALK, OR OTHER PEDESTRIAN WAYS, SHALL BE IDENTIFIED BY
WARNING CURBS PROJECTING AT LEAST 6" IN HEIGHT ABOVE THE WALK OR SIDEWALK SURFACE TO WARN
THE BLIND OF POTENTIAL DROP OFF.

2. WHEN A GUARDRAIL OR HANDRAIL IS PROVIDED, NO WARNING CURB IS REQUIRED WHEN A GUIDE
RAIL IS PROVIDED CENTERED 3"  +/- 1" ABOVE THE SURFACE OF THE WALK OR SIDEWALK, THE WALK IS 5
PERCENT OR LESS GRADIENT, OR NO ADJACENT HAZARD EXISTS.

3. ANY OBSTRUCTION THAT OVERHANGS A PEDESTRIAN'S WAY SHALL BE A MINIMUM OF 80 INCHES ABOVE
THE WALKING SURFACE AS MEASURED FROM THE BOTTOM OF THE OBSTRUCTION.  WHERE A GUY
SUPPORT IS USED PARALLEL TO A PATH OF TRAVEL, INCLUDING, BUT NOT LIMITED TO, SIDEWALKS, A GUY
BRACE, SIDEWALK GUY OR SIMILAR DEVICE SHALL BE USED TO PREVENT AN OVERHANGING OBSTRUCTION
AS DEFINED.

4. OBJECTS PROJECTING FROM WALLS WITH THEIR LEADING EDGES BETWEEN 27" AND 80" ABOVE THE
FINISHED FLOOR SHALL PROTRUDE NO MORE THAN 4" INTO WALKS, HALLS, CORRIDORS, PASSAGEWAYS,
OR AISLES.

5. IF A WALK CROSSES OR ADJOINS A VEHICULAR WAY, AND THE WALKING SURFACES ARE NOT SEPARATED
BY CURBS, RAILINGS, OR OTHER ELEMENTS BETWEEN THE AREAS SHALL BE DEFINED BY A CONTINUOUS
DETECTABLE WARNING WHICH IS 36" WIDE, COMPLYING WITH STATE ANDLOCAL CODES.

STAIRWAYS

11B-504 STAIRWAYS

11B-504.1 GENERAL. STAIRS SHALL COMPLY WITH SECTION 11B-504.

11B-504.2 TREADS AND RISERS. ALL STEPS ON A FLIGHT OF STAIRS SHALL HAVE UNIFORM RISER HEIGHTS
AND UNIFORM TREAD DEPTHS. RISERS SHALL BE 4 INCHES HIGH MINIMUM AND 7 INCHES HIGH MAXIMUM.
TREADS SHALL BE 11 INCHES DEEP MINIMUM.

11B-504.3 OPEN RISERS. OPEN RISERS ARE NOT PERMITTED.

11B-504.4 TREAD SURFACE. STAIR TREADS SHALL COMPLY WITH SECTION 11B-302. CHANGES IN LEVEL ARE
NOT PERMITTED.

11B-504.4.1 CONTRASTING STRIPE. INTERIOR STAIRS SHALL HAVE THE UPPER APPROACH AND LOWER
TREAD MARKED BY A STRIPE PROVIDING CLEAR VISUAL CONTRAST. EXTERIOR STAIRS SHALL HAVE THE
UPPER APPROACH AND ALL TREADS MARKED BY A STRIPE PROVIDING CLEAR VISUAL CONTRAST. THE STRIPE
SHALL BE A MINIMUM OF 2 INCHES WIDE TO A MAXIMUM OF 4 INCHES WIDE PLACED PARALLEL TO, AND
NOT MORE THAN 1 INCH FROM, THE NOSE OF THE STEP OR UPPER APPROACH. THE STRIPE SHALL EXTEND
THE FULL WIDTH OF THE STEP OR UPPER APPROACH AND SHALL BE OF MATERIAL THAT IS AT LEAST AS SLIP
RESISTANT AS THE OTHER TREADS OF THE STAIR. A PAINTED STRIPE SHALL BE ACCEPTABLE. GROOVES
SHALL NOT BE USED TO SATISFY THIS REQUIREMENT.

11B-504.5 NOSINGS. THE RADIUS OF CURVATURE AT THE LEADING EDGE OF THE TREAD SHALL BE 1/2 INCH
MAXIMUM. NOSINGS THAT PROJECT BEYOND RISERS SHALL HAVE THE UNDERSIDE OF THE LEADING EDGE
CURVED OR BEVELED. RISERS SHALL BE PERMITTED TO SLOPE UNDER THE TREAD AT AN ANGLE OF 30
DEGREES MAXIMUM FROM VERTICAL. THE PERMITTED PROJECTION OF THE NOSING SHALL EXTEND 1 1/4
INCHES MAXIMUM OVER THE TREAD BELOW.

11B-504.6 HANDRAILS. STAIRS SHALL HAVE HANDRAILS COMPLYING WITH SECTION 11B-505.

11B-504.7 WET CONDITIONS. STAIR TREADS AND LANDINGS SUBJECT TO WET CONDITIONS SHALL BE
DESIGNED TO PREVENT THE ACCUMULATION OF WATER.

11B-504.8 FLOOR IDENTIFICATION. FLOOR IDENTIFICATION SIGNS REQUIRED BY CHAPTER 10, SECTION
1023.9 COMPLYING WITH SECTIONS 11B-703.1, 11B-703.2, 11B-703.3 AND 11B-703.5 SHALL BE LOCATED AT
THE LANDING OF EACH FLOOR LEVEL, PLACED ADJACENT TO THE DOOR ON THE LATCH SIDE, IN ALL
ENCLOSED STAIRWAYS IN BUILDINGS TWO OR MORE STORIES IN HEIGHT TO IDENTIFY THE FLOOR LEVEL. AT
THE EXIT DISCHARGE LEVEL, THE SIGN SHALL INCLUDE A RAISED FIVE POINTED STAR LOCATED TO THE LEFT
OF THE IDENTIFYING FLOOR LEVEL. THE OUTSIDE DIAMETER OF THE STAR SHALL BE THE SAME AS THE
HEIGHT OF THE RAISED CHARACTERS.

HANDRAILS

11B-505.1 GENERAL. HANDRAILS PROVIDED ALONG WALKING SURFACES COMPLYING WITH SECTION
11B-403, REQUIRED AT RAMPS COMPLYING WITH SECTION 11B-405, AND REQUIRED AT STAIRS COMPLYING
WITH SECTION 11B-504 SHALL COMPLY WITH SECTION 11B- 505.

11B-505.2 WHERE REQUIRED. HANDRAILS SHALL BE PROVIDED ON BOTH SIDES OF STAIRS AND RAMPS.

11B-505.2.1 ORIENTATION. THE ORIENTATION OF AT LEAST ONE HANDRAIL SHALL BE IN THE DIRECTION
OF THE STAIR RUN, PERPENDICULAR TO THE DIRECTION OF THE STAIR NOSING, AND SHALL NOT REDUCE
THE MINIMUM REQUIRED WIDTH OF THE STAIR.

11B-505.3 CONTINUITY. HANDRAILS SHALL BE CONTINUOUS WITHIN THE FULL LENGTH OF EACH STAIR
FLIGHT OR RAMP RUN. INSIDE HANDRAILS ON SWITCHBACK OR DOGLEG STAIRS AND RAMPS SHALL BE
CONTINUOUS BETWEEN FLIGHTS OR RUNS.

11B-505.4 HEIGHT. TOP OF GRIPPING SURFACES OF HANDRAILS SHALL BE 34 INCHES MINIMUM AND 38
INCHES MAXIMUM VERTICALLY ABOVE WALKING SURFACES, STAIR NOSINGS, AND RAMP SURFACES.
HANDRAILS SHALL BE AT A CONSISTENT HEIGHT ABOVE WALKING SURFACES, STAIR NOSINGS, AND RAMP
SURFACES.

11B-505.5 CLEARANCE. CLEARANCE BETWEEN HANDRAIL GRIPPING SURFACES AND ADJACENT SURFACES
SHALL BE 1 1/2  INCHES MINIMUM. HANDRAILS MAY BE LOCATED IN A RECESS IF THE RECESS IS 3 INCHES
MAXIMUM DEEP AND 18 INCHES MINIMUM CLEAR ABOVE THE TOP OF THE HANDRAIL.

11B-505.6 GRIPPING SURFACE. HANDRAIL GRIPPING SURFACES SHALL BE CONTINUOUS ALONG THEIR
LENGTH AND SHALL NOT BE OBSTRUCTED ALONG THEIR TOPS OR SIDES. THE BOTTOMS OF HANDRAIL
GRIPPING SURFACES SHALL NOT BE OBSTRUCTED FOR MORE THAN 20 PERCENT OF THEIR LENGTH. WHERE
PROVIDED, HORIZONTAL PROJECTION SHALL OCCUR 1 1/2  INCHES MINIMUM BELOW THE BOTTOM OF THE
HANDRAIL GRIPPING SURFACE.

11B-505.7 CROSS SECTION. HANDRAIL GRIPPING SURFACES SHALL HAVE A CROSS SECTION COMPLYING
WITH SECTION 11B-505.7.1 OR 11B-505.7.2.

11B-505.7.1 CIRCULAR CROSS SECTION. HANDRAIL GRIPPING SURFACES WITH A CIRCULAR CROSS SECTION
SHALL HAVE AN OUTSIDE DIAMETER OF 1 1/4 INCHES MINIMUM AND 2 INCHES  MAXIMUM.

11B-505.7.2 NON-CIRCULAR CROSS SECTIONS. HANDRAIL GRIPPING SURFACES WITH A NON-CIRCULAR
CROSS SECTION SHALL HAVE A PERIMETER DIMENSION OF 4 INCHES MINIMUM AND 6 1/4 INCHES
MAXIMUM, AND A CROSS-SECTION DIMENSION OF 2 1/4 INCHES MAXIMUM.

11B-505.8 SURFACES . HANDRAIL GRIPPING SURFACES AND ANY SURFACES ADJACENT TO THEM SHALL BE
FREE OF SHARP OR ABRASIVE ELEMENTS AND SHALL HAVE ROUNDED EDGES

11B-505.9 FITTINGS. HANDRAILS SHALL NOT ROTATE WITHIN THEIR FITTINGS.

11B-505.10 HANDRAIL EXTENSIONS. HANDRAIL GRIPPING SURFACES SHALL EXTEND BEYOND AND IN THE
SAME DIRECTION OF STAIR FLIGHTS AND RAMP RUNS IN ACCORDANCE WITH SECTION 11B-505.10.

11B-505.10.1 TOP AND BOTTOM EXTENSION AT RAMPS. RAMP HANDRAILS SHALL EXTEND HORIZONTALLY
ABOVE THE LANDING FOR 12 INCHES (305 MM) MINIMUM BEYOND THE TOP AND BOTTOM OF RAMP RUNS.
EXTENSIONS SHALL RETURN TO A WALL, GUARD, OR THE LANDING SURFACE, OR SHALL BE CONTINUOUS
TO THE HANDRAIL OF AN ADJACENT RAMP RUN.

11B-505.10.2 TOP EXTENSION AT STAIRS.  AT THE TOP OF A STAIR FLIGHT, HANDRAILS SHALL EXTEND
HORIZONTALLY ABOVE THE LANDING FOR 12 INCHES (305 MM) MINIMUM BEGINNING DIRECLTY ABOVE THE
FIRST RISER NOSING. EXTENSIONS SHALL RETURN TO A WALL, GUARD, OR THE LANDING SURFACE, OR
SHALL BE CONTINUOUS TO THE HANDRAIL OF AN ADJACENT STAIR FLIGHT.

11B-505.10.3 BOTTOM EXTENSION AT STAIRS.  AT THE BOTTOM OF A STAIR FLIGHT, HANDRAILS SHALL
EXTEND AT THE SLOPE OF THE STAIR FLIGHT FOR A HORIZONTAL DISTANCE EQUAL TO ONE TREAD DEPTH
BEYOND THE LAST RISER NOSING. THE HORIZONTAL EXTENSION OF A HANDRAIL SHALL BE 12 INCHES (305
MM) LONG MINIMUM AND A HEIGHT EQUAL TO THAT OF THE SLOPING PORTION OF THE HANDRAIL AS
MEASURED ABOVE THE STAIR NOSINGS. EXTENSION SHALL RETURN TO A WALL, GUARD, OR THE LANDING
SURFACE, OR SHALL BE CONTINUOUS TO THE HANDRAIL OF AN ADJACENT STAIR FLIGHT.

11B-702 FIRE ALARM SYSTEMS

11B-702.1 GENERAL.  FIRE ALARM SYSTEMS SHALL HAVE PERMANENTLY INSTALLED AUDIBLE AND VISIBLE
ALARMS COMPLYING WITH NFPA 72 AND CHAPTER 9, SECTIONS 907.5.2.1 AND 907.5.2.3.

SIGNS AND IDENTIFICATION
11B-703 SIGNS

11B-703.1 GENERAL. SIGNS SHALL COMPLY WITH SECTION 11B-703. WHERE BOTH VISUAL AND TACTILE
CHARACTERS ARE REQUIRED, EITHER ONE SIGN WITH BOTH VISUAL AND TACTILE CHARACTERS, OR TWO
SEPARATE SIGNS, ONE WITH VISUAL, AND ONE WITH TACTILE CHARACTERS, SHALL BE PROVIDED.

11B-703.1.1 PLAN REVIEW AND INSPECTION. SIGNS AS SPECIFIED IN SECTION 11B-703, OR IN OTHER
SECTIONS OF THIS CODE, WHEN INCLUDED IN THE CONSTRUCTION OF NEW BUILDINGS OR FACILITIES, OR
WHEN INCLUDED, ALTERED OR REPLACED DUE TO ADDITIONS, ALTERATIONS OR RENOVATIONS TO
EXISTING BUILDINGS OR FACILITIES, AND WHEN A PERMIT IS REQUIRED, SHALL COMPLY WITH SECTIONS
11B-703.1.1.1 AND 11B-703.1.1.2.

11B-703.1.1.1 PLAN REVIEW.  PLANS, SPECIFICATIONS, OR OTHER INFORMATION INDICATING COMPLIANCE
WITH THESE REGULATIONS SHALL BE SUBMITTED TO THE ENFORCING AGENCY FOR REVIEW AND
APPROVAL.

11B-703.1.1.2 INSPECTION.  SIGNS AND IDENTIFICATION DEVICES SHALL BE FIELD INSPECTED AFTER
INSTALLATION AND APPROVED BY THE ENFORCING AGENCY PRIOR TO THE ISSUANCE OF A FINAL
CERTIFICATE OF OCCUPANCY PER CHAPTER 1, DIVISION II, SECTION 111, OR FINAL APPROVAL WHERE NO
CERTIFICATE OF OCCUPANCY IS ISSUED. THE INSPECTION SHALL INCLUDE, BUT NOT BE LIMITED TO,
VERIFICATION THAT BRAILLE DOTS AND CELLS ARE PROPERLY SPACED, AND THE SIZE, PROPORTION AND
TYPE OF RAISED CHARACTERS ARE IN COMPLIANCE WITH THESE REGULATIONS.

11B-703.2 RAISED CHARACTERS.  RAISED CHARACTERS SHALL COMPLY WITH SECTION 11B-703.2 AND SHALL
BE DUPLICATED IN BRAILLE COMPLYING WITH SECTION 11B-703.3. RAISED CHARACTERS SHALL BE
INSTALLED IN ACCORDANCE WITH SECTION 11B-703.

1B-703.2.1 DEPTH.  RAISED CHARACTERS SHALL BE 1/32 INCH MINIMUM ABOVE THEIR BACKGROUND.

11B-703.2.2 CASE.  CHARACTERS SHALL BE UPPERCASE.

11B-703.2.3 STYLE.  CHARACTERS SHALL BE SANS SERIF. CHARACTERS SHALL NOT BE ITALIC, OBLIQUE,
SCRIPT, HIGHLY DECORATIVE, OR OF OTHER UNUSUAL FORMS.

11B-703.2.4 CHARACTER PROPORTIONS. CHARACTERS SHALL BE SELECTED FROM FONTS WHERE THE
WIDTH OF THE UPPERCASE LETTER “O” IS 60 PERCENT MINIMUM AND 110 PERCENT MAXIMUM OF THE
HEIGHT OF THE UPPERCASE LETTER “I”.

11B-703.2.5 CHARACTER HEIGHT.  CHARACTER HEIGHT MEASURED VERTICALLY FROM THE BASELINE OF THE
CHARACTER SHALL BE 5/8 INCH MINIMUM AND 2 INCHES MAXIMUM BASED ON THE HEIGHT OF THE
UPPERCASE LETTER “I”.

11B-703.2.6 STROKE THICKNESS.  STROKE THICKNESS OF THE UPPERCASE LETTER“I” SHALL BE 15 PERCENT
MAXIMUM OF THE HEIGHT OF THE CHARACTER.

11B-703.2.7 CHARACTER SPACING.  CHARACTER SPACING SHALL BE MEASURED BETWEEN THE TWO
CLOSEST POINTS OF ADJACENT RAISED CHARACTERS WITHIN A MESSAGE, EXCLUDING WORD SPACES.
WHERE CHARACTERS HAVE RECTANGULAR CROSS SECTIONS, SPACING BETWEEN INDIVIDUAL RAISED
CHARACTERS SHALL BE 1/8 INCH MINIMUM AND 4 TIMES THE RAISED CHARACTER STROKE WIDTH
MAXIMUM. WHERE CHARACTERS HAVE OTHER CROSS SECTIONS, SPACING BETWEEN INDIVIDUAL RAISED
CHARACTERS SHALL BE 1/16 INCH MINIMUM AND 4 TIMES THE RAISED CHARACTER STROKE WIDTH
MAXIMUM AT THE BASE OF THE CROSS SECTIONS, AND 1/8 INCH MINIMUM AND 4 TIMES THE RAISED
CHARACTER STROKE WIDTH MAXIMUM AT THE TOP OF THE CROSS SECTIONS. CHARACTERS SHALL BE
SEPARATED FROM RAISED BORDERS AND DECORATIVE ELEMENTS 3/8 INCH MINIMUM.

11B-703.2.8 LINE SPACING. SPACING BETWEEN THE BASELINES OF SEPARATE LINES OF RAISED
CHARACTERS WITHIN A MESSAGE SHALL BE 135 PERCENT MINIMUM AND 170 PERCENT MAXIMUM OF THE
RAISED CHARACTER HEIGHT.

11B-703.2.9 FORMAT.  TEXT SHALL BE IN A HORIZONTAL FORMAT.

11B-703.3 BRAILLE.  BRAILLE SHALL BE CONTRACTED (GRADE 2) AND SHALL COMPLY WITH SECTIONS
11B-703.3 AND 11B-703.4.

11B-703.3.1 DIMENSIONS AND CAPITALIZATION.  BRAILLE DOTS SHALL HAVE A DOMED OR ROUNDED
SHAPE AND SHALL COMPLY WITH TABLE 11B-703.3.1. THE INDICATION OF AN UPPERCASE LETTER OR
LETTERS SHALL ONLY BE USED BEFORE THE FIRST WORD OF SENTENCES, PROPER NOUNS AND NAMES,
INDIVIDUAL LETTERS OF THE ALPHABET, INITIALS, AND ACRONYMS.

11B-703.3.2 POSITION. BRAILLE SHALL BE POSITIONED BELOW THE CORRESPONDING TEXT IN A
HORIZONTAL FORMAT, FLUSH LEFT OR CENTERED. IF TEXT IS MULTI-LINED, BRAILLE SHALL BE PLACED
BELOW THE ENTIRE TEXT. BRAILLE SHALL BE SEPARATED 3/8 INCH MINIMUM AND 1/2 INCH MAXIMUM FROM
ANY OTHER TACTILE CHARACTERS AND 3/8 INCH MINIMUM FROM RAISED BORDERS AND DECORATIVE
ELEMENTS.

11B-703.4 INSTALLATION HEIGHT AND LOCATION. SIGNS WITH TACTILE CHARACTERS SHALL COMPLY
WITH SECTION 11B-703.4.

11B-703.4.1 HEIGHT ABOVE FINISH FLOOR OR GROUND.  TACTILE CHARACTERS ON SIGNS SHALL BE
LOCATED 48 INCHES MINIMUM ABOVE THE FINISH FLOOR OR GROUND SURFACE, MEASURED FROM THE
BASELINE OF THE LOWEST BRAILLE CELLS AND 60 INCHES MAXIMUM ABOVE THE FINISH FLOOR OR
GROUND SURFACE, MEASURED FROM THE BASELINE OF THE HIGHEST LINE OF RAISED CHARACTERS.

11B-703.4.2 LOCATION. WHERE A TACTILE SIGN IS PROVIDED AT A DOOR, THE SIGN SHALL BE LOCATED
ALONGSIDE THE DOOR AT THE LATCH SIDE. WHERE A TACTILE SIGN IS PROVIDED AT DOUBLE DOORS WITH
ONE ACTIVE LEAF, THE SIGN SHALL BE LOCATED ON THE INACTIVE LEAF. WHERE A TACTILE SIGN IS
PROVIDED AT DOUBLE DOORS WITH TWO ACTIVE LEAFS, THE SIGN SHALL BE LOCATED TO THE RIGHT OF
THE RIGHT HAND DOOR. WHERE THERE IS NO WALL SPACE AT THE LATCH SIDE OF A SINGLE DOOR OR AT
THE RIGHT SIDE OF DOUBLE DOORS, SIGNS SHALL BE LOCATED ON THE NEAREST ADJACENT WALL. SIGNS
CONTAINING TACTILE CHARACTERS SHALL BE LOCATED SO THAT A CLEAR FLOOR SPACE OF 18 INCHES
(457 MM) MINIMUM BY 18 INCHES (457 MM) MINIMUM, CENTERED ON THE TACTILE CHARACTERS, IS
PROVIDED BEYOND THE ARC OF ANY DOOR SWING BETWEEN THE CLOSED POSITION AND 45 DEGREE
OPEN POSITION. WHERE PROVIDED, SIGNS IDENTIFYING PERMANENT ROOMS AND SPACES SHALL BE
LOCATED AT THE ENTRANCE TO, AND OUTSIDE OF THE ROOM OR SPACE. WHERE PROVIDED, SIGNS
IDENTIFYING EXITS SHALL BE LOCATED AT THE EXIT DOOR WHEN APPROACHED IN THE DIRECTION OF
EGRESS TRAVEL.

11B-703.5 VISUAL CHARACTERS. VISUAL CHARACTERS SHALL COMPLY WITH SECTION 11B-703.5.

11B-703.5.1 FINISH AND CONTRAST.  CHARACTERS AND THEIR BACKGROUND SHALL HAVE A NON-GLARE
FINISH. CHARACTERS SHALL CONTRAST WITH THEIR BACKGROUND WITH EITHER LIGHT CHARACTERS ON A
DARK BACKGROUND OR DARK CHARACTERS ON A LIGHT BACKGROUND.

11B-703.5.2 CASE. CHARACTERS SHALL BE UPPERCASE OR LOWERCASE OR A COMBINATION OF BOTH.

11B-703.5.3 STYLE.  CHARACTERS SHALL BE CONVENTIONAL IN FORM. CHARACTERS SHALL NOT BE ITALIC,
OBLIQUE, SCRIPT, HIGHLY DECORATIVE, OR OF OTHER UNUSUAL FORMS.

11B-703.5.4 CHARACTER PROPORTIONS.  CHARACTERS SHALL BE SELECTED FROM FONTS WHERE THE
WIDTH OF THE UPPERCASE LETTER “O” IS 60 PERCENT MINIMUM AND 110 PERCENT MAXIMUM OF THE
HEIGHT OF THE UPPERCASE LETTER “I”.

11B-703.5.5 CHARACTER HEIGHT.  MINIMUM CHARACTER HEIGHT SHALL COMPLY WITH TABLE 11B-703.5.5.
VIEWING DISTANCE SHALL BE MEASURED AS THE HORIZONTAL DISTANCE BETWEEN THE CHARACTER AND
AN OBSTRUCTION PREVENTING FURTHER APPROACH TOWARDS THE SIGN. CHARACTER HEIGHT SHALL BE
BASED ON THE UPPERCASE LETTER “I”.

11B-703.5.6 HEIGHT FROM FINISH FLOOR OR GROUND.  VISUAL CHARACTERS SHALL BE 40 INCHES
MINIMUM ABOVE THE FINISH FLOOR OR GROUND.

11B-703.5.7 STROKE THICKNESS.  STROKE THICKNESS OF THE UPPERCASE LETTER“I” SHALL BE 10 PERCENT
MINIMUM AND 20 PERCENT MAXIMUM OF THE HEIGHT OF THE CHARACTER.

11B-703.5.8 CHARACTER SPACING.  CHARACTER SPACING SHALL BE MEASURED BETWEEN THE TWO
CLOSEST POINTS OF ADJACENT CHARACTERS, EXCLUDING WORD SPACES. SPACING BETWEEN INDIVIDUAL
CHARACTERS SHALL BE 10 PERCENT MINIMUM AND 35 PERCENT MAXIMUM OF CHARACTER HEIGHT.

11B-703.5.9 LINE SPACING.  SPACING BETWEEN THE BASELINES OF SEPARATE LINES OF CHARACTERS
WITHIN A MESSAGE SHALL BE 135 PERCENT MINIMUM AND 170 PERCENT MAXIMUM OF THE CHARACTER
HEIGHT.

11B-703.5.10 FORMAT.  TEXT SHALL BE IN A HORIZONTAL FORMAT.

DETECTABLE WARNINGS

11B-705.1.1 GENERAL. DETECTABLE WARNINGS SHALL CONSIST OF A SURFACE OF TRUNCATED DOMES
AND SHALL COMPLY WITH SECTION 11B-705.

11B-705.1.1.1  DOME  SIZE. TRUNCATED  DOMES  IN  A DETECTABLE WARNING SURFACE SHALL HAVE A
BASE DIAMETER OF 0.9 INCH MINIMUM AND 0.92 INCH  MAXIMUM, A TOP DIAMETER OF 0.45 INCH
MINIMUM AND 0.47 INCH  MAXIMUM, AND A HEIGHT OF 0.2 INCH.

11B-705.1.1.2 DOME SPACING. TRUNCATED DOMES IN A DETECTABLE WARNING SURFACE SHALL HAVE A
CENTER-TO-CENTER SPACING OF 2.3 INCHES MINIMUM AND 2.4 INCHES MAXIMUM, AND A BASE-TO-BASE
SPACING OF 0.65 INCH MINIMUM, MEASURED BETWEEN THE MOST ADJACENT DOMES ON A SQUARE GRID.

11B-705.1.2 LOCATIONS. DETECTABLE WARNINGS AT THE FOLLOWING LOCATIONS SHALL COMPLY WITH
SECTION 11B-705.1.

11B-705.1.2.1 PLATFORM EDGES. DETECTABLE WARNING SURFACES AT PLATFORM BOARDING EDGES
SHALL BE 24 INCHES WIDE AND SHALL EXTEND THE FULL LENGTH OF THE PUBLIC USE AREAS OF THE
PLATFORM.

11B-705.1.2.2 CURB RAMPS. DETECTABLE WARNINGS AT CURB RAMPS SHALL EXTEND 36 INCHES IN THE
DIRECTION OF TRAVEL. DETECTABLE WARNINGS SHALL EXTEND THE FULL WIDTH OF THE RAMP RUN LESS 2
INCHES  MAXIMUM ON EACH SIDE, EXCLUDING ANY FLARED SIDES. DETECTABLE WARNINGS SHALL BE
LOCATED SO THE EDGE NEAREST THE CURB IS 6 INCHES MINIMUM AND 8 INCHES MAXIMUM FROM THE
LINE AT THE FACE OF THE CURB MARKING THE TRANSITION BETWEEN THE CURB AND THE GUTTER, STREET
OR HIGHWAY.

11B-705.1.2.3 ISLANDS OR CUT-THROUGH MEDIANS. DETECTABLE WARNINGS AT PEDESTRIAN ISLANDS OR
CUT-THROUGH MEDIANS SHALL  BE  36  INCHES MINIMUM  IN  DEPTH EXTENDING THE FULL WIDTH OF THE
PEDESTRIAN PATH OR CUT- THROUGH LESS 2 INCHES MAXIMUM ON EACH SIDE, PLACED AT THE EDGES OF
THE PEDESTRIAN ISLAND OR CUT-THROUGH MEDIAN, AND SHALL BE SEPARATED BY 24 INCHES MINIMUM
OF WALKING SURFACE WITHOUT DETECTABLE WARNINGS.

11B-705.1.2.4 BUS STOPS. WHEN DETECTABLE WARNINGS ARE PROVIDED AT BUS STOP BOARDING AND
ALIGHTING AREAS, THE DETECTABLE WARNINGS SHALL EXTEND THE FULL WIDTH OF THE
BOARDING/ALIGHTING AREA AND SHALL BE 36 INCHES MINIMUM IN DEPTH.

11B-705.1.2.5 HAZARDOUS VEHICULAR AREAS. DETECTABLE WARNINGS AT  HAZARDOUS VEHICULAR
AREAS SHALL BE 36 INCHES  IN WIDTH.

11B-705.1.2.6 REFLECTING POOLS. WHEN DETECTABLE WARNINGS ARE PROVIDED AT REFLECTING POOLS,
IT SHALL BE 24 INCHES MINIMUM AND 36 INCHES MAXIMUM IN WIDTH.

11B-705.1.2.7 TRACK CROSSINGS. DETECTABLE WARNINGS AT TRACK CROSSINGS SHALL BE 36 INCHES (914
MM) IN THE DIRECTION OF PEDESTRIAN TRAVEL AND EXTEND THE FULL WIDTH OF THE CIRCULATION PATH.
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GENERAL

NOTE: SANITARY FACILITIES THAT SERVE BUILDINGS, FACILITIES, OR PORTIONS OF BUILDINGS OR FACILITIES
THAT ARE REQUIRED TO BE ACCESSIBLE TO PERSONS WITH DISABILITIES ARE REQUIRED TO BE ACCESSIBLE.

1. WHERE SEPARATE FACILITIES ARE PROVIDED FOR NON-DISABLED PERSONS OF EACH SEX, SEPARATE
FACILITIES SHALL BE PROVIDED FOR PERSONS WITH DISABILITIES OF EACH SEX ALSO. WHERE UNISEX
FACILITIES ARE PROVIDE FOR PERSONS WITHOUT DISABILITIES, AT LEAST ONE UNISEX FACILITY SHALL BE
PROVIDED FOR PERSONS WITH DISABILITIES WITHIN CLOSE PROXIMITY TO THE NON-ACCESSIBLE FACILITY.

2. DOORWAYS LEADING TO MEN'S SANITARY FACILITIES SHALL BE IDENTIFIED BY AN EQUILATERAL
TRIANGLE 1/4” THICK WITH EDGES 12” LONG AND A VERTEX POINTING UPWARD. DOORWAYS LEADING TO
WOMEN'S SANITARY FACILITIES SHALL BE IDENTIFIED BY A CIRCLE 1/4” THICK AND 12” IN DIAMETER.

3. DOORWAYS LEADING TO UNISEX SANITARY FACILITIES SHALL BE IDENTIFIED BY A CIRCLE 1/4” THICK, 12”
IN DIAMETER, WITH A 1/4” THICK TRIANGLE SUPERIMPOSED ON THE CIRCLE AND WITHIN THE 12”
DIAMETER.

4. THE ABOVE GEOMETRIC (CIRCLE & TRIANGLE) SYMBOLS ON SANITARY FACILITY DOORS SHALL BE AT A
HEIGHT OF 48” MIN. A.F.F.  (BOTTOM OF SIGN) TO 60” MAX. A.F.F. (TOP OF SIGN), AND THEIR COLOR AND
CONTRAST SHALL BE DISTINCTLY DIFFERENT FROM THE COLOR AND CONTRAST OF THE DOOR.

SANITARY FACILITY FIXTURES & ACCESSORIES

1. THE HEIGHT OF ACCESSIBLE WATER CLOSETS SHALL BE A MINIMUM OF 17 INCHES AND A MAXIMUM OF
19 INCHES MEASURED TO THE TOP OF A MAXIMUM 2 INCH HIGH TOILET SEAT, WITH THE EXCEPTION THAT
A 3 INCH HIGH SEAT SHALL BE PERMITTED ONLY IN ALTERATIONS WHERE THE EXISTING FIXTURE IS LESS
THAN 15 INCHES HIGH.

2. URINALS SHALL BE FLOOR-MOUNTED OR WALL-HUNG. WHERE ONE OR MORE WALL-HUNG URINALS ARE
PROVIDED, AT LEAST ONE WITH A RIM PROJECTION A MINIMUM OF 14 INCHES FROM THE WALL AND A
MAXIMUM OF 17 INCHES ABOVE THE FLOOR SHALL BE PROVIDED.

3. LAVATORIES, WHEN LOCATED ADJACENT TO A SIDE WALL OR PARTITION, SHALL BE A MINIMUM OF 18
INCHES TO THE CENTERLINE OF THE FIXTURE.

4. ALL LAVATORIES THAT ARE DESIGNATED TO BE ACCESSIBLE SHALL BE MOUNTED WITH THE RIM OR
COUNTER EDGE NO HIGHER THAN 34 INCHES ABOVE THE FINISH FLOOR AND WITH A VERTICAL
CLEARANCE MEASURED FROM THE BOTTOM OF THE APRON OR THE OUTSIDE BOTTOM EDGE OF THE
LAVATORY OF 29 INCHES, REDUCING TO 27 INCHES AT A POINT LOCATED 8 INCHES BACK FROM THE
FRONT EDGE.  KNEE CLEARANCE BELOW THE LAVATORY SHALL EXTEND A MINIMUM OF 30 INCHES IN
WIDTH BY 17 INCHES IN DEPTH. TOE CLEARANCE SHALL BE THE SAME WIDTH AS KNEE CLEARANCE AND
SHALL BE A MINIMUM OF 9 INCHES ABOVE THE FINISHED FLOOR AND A MINIMUM OF 17 INCHES DEEP
FROM THE FRONT OF THE LAVATORY.

5. WATER CLOSET AND URINAL FLUSH VALVE CONTROLS SHALL BE OPERABLE WITH ONE HAND, SHALL NOT
REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST, AND SHALL BE MOUNTED NO MORE
THAN 44 INCHES ABOVE THE FLOOR.

6. LAVATORY FAUCET CONTROLS AND OPERATING MECHANISMS, SHALL BE OPERABLE WITH ONE HAND IN
ACCORDANCE WITH CHAPTER 11B OF THE CBC AND SHALL NOT REQUIRE TIGHT GRASPING, PINCHING, OR
TWISTING OF THE WRIST.

7. CONTROLS FOR WATER CLOSET FLUSH VALVES SHALL BE MOUNTED ON THE WIDE SIDE OF TOILET
AREAS.

8. THE FORCE REQUIRED TO ACTIVATE WATER CLOSET AND URINAL FLUSH VALVE CONTROLS SHALL BE NO
GREATER THAN 5 POUND-FORCE. ELECTRONIC OR AUTOMATIC FLUSHING CONTROLS ARE ACCEPTABLE
AND PREFERABLE.

9. THE FORCE REQUIRED TO ACTIVATE LAVATORY FAUCET CONTROLS AND OPERATING MECHANISMS,
SHALL BE NO GREATER THAN 5 POUND-FORCE. LEVER-OPERATED, PUSH-TYPE AND ELECTRONICALLY
CONTROLLED MECHANISMS (PREFERABLE) ARE EXAMPLES OF ACCEPTABLE DESIGNS. SELF-CLOSING VALVES
ARE ALLOWED IF THE FAUCET REMAINS OPEN FOR AT LEAST 10 SECONDS.

10. HOT WATER AND DRAIN PIPES ACCESSIBLE UNDER LAVATORIES SHALL BE INSULATED OR OTHERWISE
COVERED. THERE SHALL BE NO SHARP OR ABRASIVE SURFACES UNDER LAVATORIES.

11. A CLEAR FLOOR SPACE 30 INCHES BY 48 INCHES SHALL BE PROVIDED IN FRONT OF A LAVATORY TO
ALLOW A FORWARD APPROACH. SUCH CLEAR FLOOR SPACE SHALL ADJOIN OR OVERLAP AN ACCESSIBLE
ROUTE AND SHALL EXTEND INTO KNEE AND TOE SPACE UNDERNEATH THE LAVATORY.

12. LAVATORY MIRRORS SHALL BE MOUNTED WITH THE BOTTOM EDGE NO HIGHER THAN 40 INCHES FROM
THE FLOOR.

13. WHERE TOWEL, SANITARY NAPKINS, WASTE RECEPTACLES, AND OTHER SIMILAR DISPENSING AND
DISPOSAL FIXTURES ARE PROVIDED, AT LEAST ONE OF EACH TYPE SHALL BE LOCATED WITH ALL OPERABLE
PARTS, INCLUDING COIN SLOTS, WITHIN 40 INCHES FROM THE FINISH FLOOR.

14. TOILET TISSUE DISPENSERS SHALL BE LOCATED ON THE WALL WITHIN 7-9 INCHES OF THE FRONT EDGE
OF THE TOILET SEAT AND NO LOWER THAN 19 INCHES FROM THE FLOOR. DISPENSERS THAT CONTROL
DELIVERY OR THAT DO NOT PERMIT CONTINUOUS PAPER FLOW SHALL NOT BE USED.

15. WHERE URINALS ARE PROVIDED, AT LEAST ONE SHALL HAVE A CLEAR FLOOR SPACE 30 INCHES BY 48
INCHES IN FRONT OF THE URINAL TO ALLOW FORWARD APPROACH. THIS CLEAR SPACE SHALL COMPLY
WITH APPLICABLE CODES.

16. TOILET ROOM FLOOR SHALL HAVE A SMOOTH, HARD, NON-ABSORBENT SURFACE SUCH AS PORTLAND
CEMENT, CONCRETE, CERAMIC TILE OR OTHER APPROVED MATERIAL WHICH EXTENDS UPWARD ONTO THE
WALL AT LEAST 5 INCHES. WALLS WITHIN WATER CLOSET COMPARTMENTS AND WALLS WITHIN 24 INCHES
OF THE FRONT AND SIDES OF URINALS SHALL BE SIMILARLY FINISHED TO A HEIGHT OF 8 INCHES AND,
EXCEPT FOR STRUCTURAL ELEMENTS, THE MATERIALS USED IN SUCH WALL SHALL BE A TYPE WHICH IS NOT
ADVERSELY AFFECTED BY MOISTURE.

GRAB BAR

1. GRAB BARS SHALL BE LOCATED ON EACH SIDE, OR ON ONE SIDE AND THE BACK OF THE ACCESSIBLE
TOILET STALL OR COMPARTMENT.

2. GRAB BARS SHALL BE SECURELY ATTACHED 33 INCHES ABOVE AND PARALLEL TO THE FLOOR, EXCEPT
THAT WHERE A TANK-TYPE TOILET IS USED WHICH OBSTRUCTS PLACEMENT AT 33 INCHES THE GRAB BAR
MAY BE AS HIGH AS 36 INCHES.

3. GRAB BARS AT THE SIDE SHALL BE AT LEAST 42 INCHES LONG WITH THE FRONT END POSITIONED 24
INCHES IN FRONT OF THE WATER CLOSET STOOL AND THE BACK END POSITIONED NO MORE THAN 12
INCHES FROM THE REAR WALL. GRAB BARS AT THE BACK SHALL BE NOT LESS THAN 36 INCHES LONG.

4. THE DIAMETER OR WIDTH OF THE GRIPPING SURFACE OF A GRAB BAR SHALL BE 1-1/4” TO 1-1/2” OR THE
SHAPE SHALL PROVIDE AN EQUIVALENT GRIPPING SURFACE. IF GRAB BARS ARE MOUNTED ADJACENT TO A
WALL, THE SPACE BETWEEN THE WALL AND THE GRAB BARS SHALL BE 1-1/2”.

5. THE STRUCTURAL STRENGTH OF GRAB BARS, TUB AND SHOWER SEATS FASTENERS, AND MOUNTING
DEVICES SHALL MEET THE FOLLOWING SPECIFICATIONS:

· BENDING STRESS IN A GRAB BAR OR SEAT INDUCED BY THE MAXIMUM BENDING MOMENT FOR THE
APPLICATION OF A 250-LB POINT LOAD SHALL BE LESS THAN THE ALLOWABLE STRESS FOR THE
MATERIAL OF THE GRAB BAR OR SEAT.
· SHEAR STRESS INDUCED IN A GRAB BAR OR SEAT BY THE APPLICATION OF A 250-LB POINT LOAD
SHALL BE LESS THAN THE ALLOWABLE SHEAR STRESS FOR THE MATERIAL OF THE GRAB BAR OR SEAT,
AND ITS MOUNTING BRACKETS OR OTHER SUPPORT IS CONSIDERED TO BE FULLY RESTRAINED, THEN
DIRECT AND TORSIONAL SHEAR STRESSES SHALL NOT EXCEED THE ALLOWABLE SHEAR STRESS.
· SHEAR FORCE INDUCED IN FASTENER OR MOUNTING DEVICES FROM THE APPLICATION OF A 250-LB
POINT LOAD SHALL BE LESS THAN THE ALLOWABLE LATERAL LOAD OF EITHER THE FASTENER OR
MOUNTING DEVICE OR THE SUPPORTING STRUCTURE, WHICH EVER HAS THE SMALLER ALLOWABLE
LOAD.
· TENSILE FORCE INDUCED IN A FASTENER BY A DIRECT TENSION FORCE OF A 250-LB POINT LOAD, PLUS
THE MAXIMUM MOMENT FROM THE APPLICATION OF A 250-LB POINT LOAD, SHALL BE LESS THAN THE
ALLOWABLE WITHDRAWAL LOAD BETWEEN THE FASTENER AND SUPPORTING STRUCTURE.
· GRAB BARS SHALL NOT ROTATE WITHIN THEIR FITTINGS.

6. A GRAB BAR AND ANY WALL OR OTHER SURFACE ADJACENT TO IT SHALL BE FREE OF ANY SHARP OR
ABRASIVE ELEMENTS. EDGES HALL HAVE A MINIMUM RADIUS OF 1/8”.

SINGLE ACCOMMODATION SANITARY FACILITIES

NOTE:  A SINGLE ACCOMMODATION SANITARY FACILITY IS DEFINED AS “A ROOM THAT HAS NOT MORE
THAN ONE OF EACH TYPE OF SANITARY FIXTURE, IS INTENDED FOR USE BY ONLY ONE PERSON AT A TIME,
HAS NO PARTITION AROUND THE TOILET, AND HAS A DOOR THAT CAN BE LOCKED ON THE INSIDE BY THE
ROOM OCCUPANT”.

1. THERE SHALL BE SUFFICIENT SPACE IN THE TOILET ROOM FOR A WHEELCHAIR MEASURING 30” WIDE BY
48” LONG TO ENTER THE ROOM AND PERMIT THE DOOR TO CLOSE.

2. THERE SHALL BE IN THE ROOM A CLEAR FLOOR SPACE OF THAT LEAST 60“ IN DIAMETER, OR A T-SHAPE
SPACE COMPLYING  WITH FIGURE 11B-304.3.2.  NO DOOR SHALL ENCROACH INTO THIS SPACE FOR MORE
THAN 12” EXCEPT FOR THE PANEL DOOR TO ANY WATER CLOSET COMPARTMENT IF THERE IS ONE.

3. THE WATER CLOSET SHALL BE LOCATED IN A SPACE WHICH PROVIDES A MINIMUM 28” WIDE CLEAR
SPACE FROM A FIXTURE OR A MINIMUM 32” WIDE CLEAR SPACE FROM A WALL AT ONE SIDE.  THE OTHER
SIDE SHALL PROVIDE 18” FROM THE CENTERLINE OF THE WATER CLOSET TO THE WALL. A MINIMUM 48” OF
CLEAR SPACE SHALL BE PROVIDED IN FRONT OF THE WATER CLOSET.

4. ALL DOORS, FIXTURES AND CONTROLS SHALL BE ON AN ACCESSIBLE ROUTE WITH A MINIMUM CLEAR
WIDTH OF 36” EXCEPT AT DOORS.  IF A PERSON IN A WHEELCHAIR MUST MAKE A TURN AROUND AN
OBSTRUCTION, THE MINIMUM CLEAR WIDTH OF THE ACCESSIBLE ROUTE SHALL BE AS SHOWN PER
APPLICABLE CODES.

DISABLED ACCESS

1. SERVICE COUNTERS SHALL COMPLY WITH EITHER OF THE FOLLOWING AND THE ACCESSIBLE PORTION
OF THE COUNTER TOP SHALL EXTEND THE SAME DEPTH AS THE SALES OR SERVICE COUNTER TOP. CBC
11B-904.4

· A PORTION OF THE COUNTER SURFACE THAT IS 36” LONG MINIMUM AND 34” HIGH MAXIMUM ABOVE
THE FINISH FLOOR SHALL BE PROVIDED. A CLEAR FLOOR OR GROUND SPACE COMPLYING WITH CBC
11B-305 SHALL BE POSITIONED FOR A PARALLEL APPROACH ADJACENT TO THE 36" MINIMUM LENGTH
OF COUNTER.
· A PORTION OF THE COUNTER SURFACE THAT IS 36” LONG MINIMUM AND 34” HIGH MAXIMUM ABOVE
THE FINISH FLOOR SHALL BE PROVIDED. KNEE AND TOE SPACE COMPLYING WITH CBC 11B-306 SHALL
BE PROVIDED UNDER THE COUNTER. A CLEAR FLOOR OR GROUND SPACE COMPLYING WITH CBC
11B-305 SHALL BE POSITIONED FOR A FORWARD APPROACH TO THE COUNTER CBC 11B-904.4.2

2. HIGH FORWARD REACH THAT IS UNOBSTRUCTED SHALL BE 48” MAXIMUM AND THE LOW FORWARD
REACH SHALL BE 15” MINIMUM ABOVE THE FINISH FLOOR OR GROUND. CBC 11B-308.2.1 HIGH FORWARD
REACH SHALL BE 48” MAXIMUM WHERE THE REACH DEPTH IS 20” OR LESS OR LESS THAN 44” MAXIMUM
WHERE THE REACH DEPTH EXCEEDS 20”. HIGH FORWARD REACH SHALL NOT EXCEED 25: IN DEPTH. CBC
11B-308.2.2, FIGURE 11B-308.2.2.

3. HIGH SIDE REACH SHALL BE 48” MAXIMUM AND THE LOW SIDE REACH SHALL BE 15” MINIMUM ABOVE
THE FINISH FLOOR WHERE THE SIDE REACH IS UNOBSTRUCTED OR THE DEPTH OF ANY OBSTRUCTION
DOES NOT EXCEED 10”. CBC 11B-308.3.1. FIGURE 11B-308.3.1.

4. HIGH SIDE REACH SHALL BE 46” MAXIMUM ABOVE THE FINISH FLOOR OR GROUND WHERE THE HIGH SIDE
REACH IS OVER AN OBSTRUCTION MORE THAN 10” BUT NOT MORE THAN 24” IN DEPTH. CBC 11B-308.3.2.

5. OBSTRUCTIONS FOR HIGH SIDE REACH SHALL NOT EXCEED 34” IN HEIGHT AND 24" IN DEPTH. CBC
11B-308.3.2, FIGURE 11B-308.3.2.

6. OPERABLE PARTS SHALL BE OPERABLE WITH ONE HAND AND SHALL NOT REQUIRE TIGHT GRASPING,
PINCHING, OR TWISTING OF THE WRIST. FORCE REQUIRE TO ACTIVATE OPERABLE PARTS SHALL BE 5
POUNDS MAXIMUM. CBC 11B-309.4.

7. DOORS TO UNISEX TOILET ROOMS SHALL HAVE PRIVACY LATCHES. CBC 11B-213.2.1.

8. COAT HOOKS SHALL BE LOCATED WITHIN ONE OF THE REACH RANGES SPECIFIED IN CBC SECTION
11B-308.  SHELVES SHALL BE LOCATED WITHIN 40” MINIMUM AND 48” MAXIMUM ABOVE THE FINISH FLOOR.
MEDICINE CABINETS SHALL BE LOCATED WITHIN A USABLE SHELF NO HIGHER THAN 44” MAXIMUM ABOVE
THE FINISH FLOOR. CBC 111B-603.4.

ENERGY

1. DOORS AND WINDOWS BETWEEN CONDITIONED AND UNCONDITIONED SPACE SHALL BE
MANUFACTURED TO LIMIT AIR LEAKAGE.

2. FENESTRATION PRODUCTS (EXCEPT FIELD-FABRICATED WINDOWS) SHALL HAVE A LABEL LISTING THE
CERTIFIED U-FACTOR, CERTIFIED SOLAR HEAT GAIN COEFFICIENT (SHGC), AND FILTRATION THAT MEETS
THE REQUIREMENTS OF C.A.C. SECTION 10-111(A).

3. EXTERIOR DOORS AND WINDOWS SHALL BE WEATHER-STRIPPED: ALL JOINTS SHALL BE CAULKED AND
SEALED.

ELECTRICAL

1. WHERE ACCESS FOR PERSONS WITH DISABILITIES IS REQUIRED, THE CENTER OF ELECTRICAL RECEPTACLE
OUTLETS ON BRANCH CIRCUITS OF 30 AMPS OR LESS SHALL BE INSTALLED NOT MORE THAN 48" A.F.F. TO
THE TOP, NOR LESS THAN 15" ABOVE THE FLOOR TO THE B.O. WORKING  PLATFORM.

2. WHERE ACCESS FOR PERSON WITH DISABILITIES  IS REQUIRED, THE CENTER OF THE GRIP OF THE
OPERATING HANDLE OF CONTROLS OR SWITCHES INTENDED TO BE USED BY THE OCCUPANT OF THE
ROOM OR AREA TO CONTROL LIGHTING AND RECEPTACLE OUTLETS, APPLIANCES OR COOLING, HEATING
AND VENTILATION EQUIPMENT, SHALL BE NOT MORE THAN 48" ABOVE THE FINISHED FLOOR OR WORKING
PLATFORM TO THE.

3. THE HIGHEST POINT OF THE ACTIVATING HANDLE OR LEVER OF THE BOX OFFICE ALARM MANUAL PULL
STATIONS SHALL BE LOCATED 48" ABOVE THE FINISHED FLOOR , WORKING PLATFORM, GROUND SURFACE,
OR SIDEWALK.
NOTE: ALL CONTROLS, SWITCHES, HANDLES, LEVERS, AND /OR OUTLETS SHALL COMPLY WITH SECTION
11B-308 AND SECTION 11B-309.

CONTROLS AND OPERATING MECHANISMS

1. CONTROLS AND OPERATING MECHANISMS ARE REQUIRED TO BE ACCESSIBLE PER LOCAL CODES.

2. CLEAR FLOOR SPACES COMPLYING WITH THE C.B.C. AND LOCAL CODES THAT ALLOWS A FORWARD FOR
PARALLEL APPROACH BY A PERSON USING A WHEELCHAIR SHALL BE PROVIDED AT CONTROLS, DISPENSERS,
RECEPTACLES, AND OTHER OPERABLE EQUIPMENTS.

3. THE HIGHEST OPERABLE PART OF  ALL CONTROLS, DISPENSERS, RECEPTACLES, AND OTHER OPERABLE
EQUIPMENTS SHALL BE PLACED WITHIN 48 INCHES OF THE FLOOR BUT NOT LOWER THAN 15 INCHES
REGARDLESS OF APPROACH.

4. CONTROLS AND OPERATING MECHANISMS SHALL BE OPERABLE WITH ONE HAND AND SHALL NOT
REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE WRIST. THE FORCE REQUIRED TO ACTIVATE
CONTROLS SHALL BE NO GREATER THAN 5 POUNDS OF FORCE.

5. FAUCETS CONTROLS AND OPERATING MECHANISMS FOR KITCHEN SINKS SHALL BE OPERABLE WITH ONE
HAND AND SHALL NOT REQUIRE GRASPING, PINCHING, OR TWISTING OF THE WRIST. THE FORCE REQUIRED
TO ACTIVATE CONTROLS SHALL BE NO GREATER THAN 5-POUND-FORCE. LEVER-OPERATE, PUSH-TYPE AND
ELECTRONICALLY CONTROLLED MECHANISMS ARE EXAMPLES OF ACCEPTABLE DESIGNS. SELF-CLOSING
VALVES ARE ALLOWED IF THE FAUCET REMAINS OPEN FOR AT LEAST 10 SECONDS.

MULTIPLE ACCOMMODATION SANITARY FACILITIES

NOTE: A MULTIPLE ACCOMMODATION SANITARY FACILITY IS DEFINED AS “A ROOM THAT HAS MORE THAN
ONE SANITARY FIXTURE, IS INTENDED FOR THE USE OF MORE THAN ONE PERSON AT A TIME, AND WHICH
USUALLY IS PROVIDED WITH PRIVACY COMPARTMENTS OR SCREENS SHIELDING SOME FIXTURES FROM
VIEW.

1. THERE SHALL BE A CLEAR SPACE MEASURED FROM THE FLOOR TO A HEIGHT OF 27” ABOVE THE FLOOR,
WITHIN  THE SANITARY FACILITY ROOM, OF SUFFICIENT SIZE TO INSCRIBE A CIRCLE WITH A DIAMETER NOT
LESS THAN 60”, OR CLEAR SPACE 56” BY 63” IN SIZE. OTHER THAN THE DOOR TO THE ACCESSIBLE TOILET
COMPARTMENT, A DOOR, IN ANY POSITION, MAY ENCROACH INTO THIS SPACE BY NOT MORE THAN 12”.

2. DOORS SHALL NOT SWING INTO THE CLEAR FLOOR SPACE REQUIRED FOR ANY FIXTURE.

3. A WATER CLOSET FIXTURE LOCATED IN A COMPARTMENT SHALL PROVIDE A MINIMUM 28” WIDE CLEAR
SPACE FROM A FIXTURE OR A MINIMUM 32” WIDE CLEAR SPACE FROM A WALL AT ONE SIDE OF THE WATER
CLOSET.  THE OTHER SIDE OF THE WATER CLOSET SHALL PROVIDE 17" MIN TO 18” MAX FROM THE
CENTERLINE OF THE WATER CLOSET TO THE WALL OR PARTITION. GRAB BARS SHALL NOT PROJECT MORE
THAN 3” INTO THE CLEAR SPACES AS SPECIFIED ABOVE.  THE STALL SHALL BE A MINIMUM OF 60” WIDE.
2019 CBC 11B-604.2

4. A MINIMUM 48” LONG CLEAR SPACE SHALL BE PROVIDED IN FRONT OF THE WATER CLOSET IF THE
COMPARTMENT HAS AN END-OPENING DOOR. A MINIMUM 60” LONG CLEAR SPACE SHALL BE PROVIDED IN
FRONT OF THE WATER CLOSET IF THE COMPARTMENT HAS A DOOR LOCATED AT THE SIDE. GRAB BARS
SHALL NOT PROJECT MORE THAN 3” INTO THESE CLEAR SPACES.

5. WATER CLOSET COMPARTMENTS SHALL BE EQUIPPED WITH A DOOR THAT HAS AN AUTOMATIC CLOSING
DEVICE, AND SHALL HAVE A CLEAR, UNOBSTRUCTED OPENING OF 32” WHEN LOCATED AT THE END AND
34” WHEN LOCATED AT THE SIDE WITH THE DOOR POSITIONED AT AN ANGLE OF 90 DEGREES FROM ITS
CLOSED POSITION.

6. WHEN STANDARD COMPARTMENTS DOORS ARE USED, WITH A MINIMUM 9” CLEARANCE FOR
FOOTRESTS UNDERNEATH AND A SELF-CLOSING DEVICE, CLEARANCE AT THE STRIKE EDGE AS SPECIFIED IN
THE C.B.C. AND LOCAL CODES IS NOT REQUIRED.

7. THE INSIDE AND OUTSIDE OF THE COMPARTMENT DOOR SHALL BE EQUIPPED WITH A LOOP OR U-
SHAPED HANDLE IMMEDIATELY BELOW THE LATCH.  THE LATCH SHALL BE FLIP-OVER STYLE, SLIDING, OR
OTHER HARDWARE NOT REQUIRING THE USER TO GRASP OR TWIST.

8. EXCEPT FOR DOOR-OPENING WIDTH AND DOOR SWINGS, A CLEAR, UNOBSTRUCTED ACCESS NOT LESS
THAN 44-INCHES SHALL BE PROVIDED TO WATER CLOSET COMPARTMENTS DESIGNED FOR USE BY
PERSONS WITH DISABILITIES AND THE SPACE IMMEDIATELY IN FRONT OF A WATER CLOSET COMPARTMENT
SHALL BE NOT LESS THAN 48 INCHES AS MEASURED AT RIGHT ANGLES TO COMPARTMENT DOOR IN ITS
CLOSED POSITION.

BATHING FACILITIES & LOCKERS

NOTE:  WHERE FACILITIES FOR BATHING ARE PROVIDED FOR THE PUBLIC, CLIENTS OR EMPLOYEES,
INCLUDING SHOWERS OR LOCKERS, AT LEAST ONE SUCH FACILITY, AND NOT LESS THAN 1 PERCENT OF ALL
FACILITIES, SHALL CONFORM TO STATE AND LOCAL ACCESSIBILITY CODES.

1. COMPARTMENT SHOWERS SHALL BE 60 INCHES MINIMUM IN WIDTH BETWEEN WALL SURFACE AND 30
INCHES MINIMUM IN DEPTH WITH A FULL OPENING WIDTH ON THE LONG SIDE, OR 42 INCHES IN WIDTH
BETWEEN WALL SURFACES AND 48 INCHES MINIMUM IN DEPTH WITH AN ENTRANCE OPENING OF 42
INCHES. AS AN ALTERNATIVE, SHOWERS 60 INCHES MINIMUM IN WIDTH MAY BE 36 INCHES MINIMUM IN
DEPTH AS LONG AS THE ENTRANCE OPENING WIDTH IS MINIMUM 36 INCHES.

2. THRESHOLDS OR RECESSED DROPS AT COMPARTMENT SHOWERS SHALL BE MAXIMUM OF 1/2” IN HEIGHT
AND SHALL BE BEVELED OR SLOPED AT AN ANGLE NOT EXCEEDING 45 DEGREES FROM THE HORIZONTAL.

3. WHERE, WITHIN THE SAME FUNCTIONAL AREA, TWO OR MORE ACCESSIBLE SHOWERS ARE PROVIDED
THERE SHALL BE AT LEAST ONE SHOWER CONSTRUCTED OPPOSITE HAND FROM THE OTHER OR OTHERS
(I.E, ONE LEFT HAND CONTROL VS. RIGHT CAN CONTROL).

4. THE MAXIMUM SLOPE OF THE FLOOR SHALL BE 2 PERCENT PER FOOT IN ANY DIRECTION. WHERE DRAINS
ARE PROVIDED, GRATES OPENINGS SHALL BE A MAXIMUM OF 1/4” AND LOCATED FLUSH WITH THE FLOOR
SURFACE.

5. SHOWERS IN ALL OCCUPANCIES SHALL BE FINISHED WITH A SMOOTH, HARD, NON-ABSORBENT SURFACE
SUCH AS PORTLAND CEMENT, CONCRETE, CERAMIC TILE OR OTHER APPROVED MATERIAL TO HEIGHT OF
NOT LESS THAN 70 INCHES ABOVE THE DRAIN INLET. MATERIAL OTHER THAN STRUCTURAL ELEMENT USED
IN SUCH WALL SHALL BE OF A TYPE WHICH IS NOT ADVERSELY AFFECTED BY MOISTURE.

6. DOORS AND PANELS OF SHOWER ENCLOSURES SHALL BE SUBSTANTIALLY CONSTRUCTED FROM
APPROVED, SHATTER-RESISTANT MATERIALS. HINGED SHOWER DOORS SHALL OPEN OUTWARD.

7. GLAZING USED IN DOORS AND PANELS OF SHOWER ENCLOSURES SHALL BE FULLY TEMPERED,
LAMINATED SAFETY GLASS OR APPROVED PLASTIC. WHEN GLASS IS USED, IT SHALL HAVE A MINIMUM
THICKNESS OF NOT LESS THAN 1/8” WHEN FULLY TEMPERED, OR 1/4” WHEN LAMINATED, AND SHALL PASS
THE TEST REQUIREMENTS OF ALL APPLICABLE CODES.

8. PLASTIC USED IN DOORS AND PANELS OF SHOWER ENCLOSURES SHALL BE OF A SHATTER-RESISTANT
TYPE.

9. ENCLOSURES, WHEN PROVIDED FOR SHOWER STALLS, SHALL NOT OBSTRUCT TRANSFER FROM
WHEELCHAIRS ONTO SHOWER SEATS.

10. WATER CONTROLS OF A SINGLE-LEVER DESIGN SHALL BE LOCATED ON THE SIDE WALL OF THE
COMPARTMENT ADJACENT TO THE SEAT AND OPERABLE WITH A MAXIMUM FORCE OF 5 LBS., MOUNTED
AT 40 INCHES (PLUS OR MINUS 1 INCH TOLERANCE) ABOVE THE SHOWER FLOOR, AND THE CENTERLINE OF
THE CONTROLS SHALL BE WITHIN A REACH RANGE OF NO LESS THAN 18 INCHES AND NO MORE THAN 24
INCHES FROM THE REAR EDGE OF THE SEAT.

11. A FLEXIBLE HAND-HELD SPRAYER UNIT WITH A HOSE AT LEAST 60 INCHES LONG SHALL BE PROVIDED
WITHIN REACH RANGE OF THE SEAT AT A DISTANCE NOT TO EXCEED 27 INCHES HORIZONTALLY
MEASURED FROM THE REAR SEAT EDGE TO THE CENTER LINE OF THE MOUNTING BRACKET.  THIS UNIT
SHALL BE MOUNTED AT A MAXIMUM HEIGHT OF 48 INCHES (PLUS OR MINUS 1 INCH TOLERANCE) ABOVE
THE SHOWER FLOOR.

12. WHERE ACCESSIBLE SHOWER FACILITIES ARE PROVIDED IN AREAS SUBJECT TO EXCESSIVE VANDALISM,
IN LIEU OF PROVIDING THE FIXED FLEXIBLE HOSE AND HANDHELD SHOWERHEAD, TWO WALL MOUNTED
SHOWER HEADS SHALL BE INSTALLED.  EACH SHOWER HEAD SHALL BE INSTALLED SO THAT IF CAN BE
OPERATED INDEPENDENTLY OF THE OTHER AND SHALL HAVE SWIVEL ANGLE ADJUSTMENTS, BOTH
VERTICALLY AND HORIZONTALLY. ONE SHOWER HEAD SHALL BE LOCATED AT A HEIGHT OF 48 INCHES
(PLUS OR MINUS 1 INCH TOLERANCE) ABOVE THE SHOWER FLOOR.

13. THE FOLLOWING COMPARTMENT SHOWER ACCESSORIES SHALL BE PROVIDED:
· A FOLDING SEAT LOCATED WITHIN 27 INCHES OF THE CONTROLS MOUNTED 18 INCHES ABOVE THE
FLOOR, AND WITH A MINIMUM SPACE OF 1 INCH AND MAXIMUM SPACE OF 1-1/2” INCHES ALLOWED
BETWEEN THE EDGE OF THE SEAT AND ANY WALL WHEN FOLDED, THE SEAT SHALL NOT EXCEED
MORE THAN 6 INCHES FROM THE  MOUNTING WALL.
· GRAB BARS LOCATED ON WALL ADJACENT TO AND OPPOSITE THE SEAT.  GRAB BARS TO ALSO
COMPLY WITH THE DIAMETER, LOADING AND PROJECTION REQUIREMENTS OF APPLICABLE
CODES.  GRAB BARS SHALL BE MOUNTED BETWEEN A MINIMUM OF 33 INCHES AND A MAXIMUM OF 36
INCHES ABOVE THE SHOWER FLOOR WITH AN L-SHAPED GRAB BAR MOUNTED ON WALLS OPPOSITE
AND ADJACENT TO THE FRONT EDGE OF THE SEAT, BUT NOT EXTENDED TO INCLUDE THAT PORTION
OF WALL OVER THE SEAT.

14. WHEN A SOAP DISH IS PROVIDED, IT SHALL BE LOCATED ON THE CONTROL WALL AT A MAXIMUM
HEIGHT OF 40 INCHES ABOVE THE SHOWER FLOOR, AND WITHIN REACH LIMITS FROM THE SEAT.

15. WHERE LOCKERS ARE PROVIDED FOR THE PUBLIC, CLIENTS, EMPLOYEES, MEMBERS OR PARTICIPANTS,
AT LEAST ONE LOCKER AND NOT LESS THAN 1 PERCENT OF ALL LOCKERS SHALL BE MADE ACCESSIBLE TO
PERSONS WITH DISABILITIES.
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907.3.3 ELEVATOR EMERGENCY OPERATION. AUTOMATIC FIRE DETECTORS INSTALLED FOR ELEVATOR
EMERGECY OPERATION SHALL BE INSTALLED IN ACCORDANCE WITH THE PROVISIONS OF CALIFORNIA
CODE OF REGULATIONS, TITLE 8, DIVISION 1, CHAPTER 4, SUBCHAPTER 6, ELEVATOR SAFETY ORDERS AND
NFPA 72.

907.4 INITIATING DEVICES. WHERE MANUAL OR AUTOMATIC ALARM INITIATION IS REQUIRED AS PART OF A
FIRE ALARM SYSTEM, THE INITIATING DEVICES SHALL BE INSTALLED IN ACCORDANCE WITH SECTIONS
907.4.1 THROUGH 907.4.3.1

907.5 OCCUPANT NOTIFICATION SYSTEMS. A FIRE ALARM SYSTEM SHALL ANNUNCIATE AT THE FIRE ALRM
CONTROL UNIT AND SHALL INITIATE OCCUPANT NOTIFICATION UPON ACTIVATION, IN ACCORDANCE
WITH SECTIONS 907.5.1 THROUGH 907.5.2.3.3 WHERE A FIRE ALARM SYSTEM IS REQUIRED BY ANOTHER
SECTION OF THIS CODE, IT SHALL BE ACTIVATED BY:

1. AUTOMATIC FIRE DETECTORS
2. AUTOMATIC SPRINKLER SYSTEM WATERFLOW DEVICES
3. MANUAL FIRE ALARM BOXES
4. AUTOMATIC FIRE-EXTINGUISHING SYSTEMS.

912.1 INSTALLATION.  FIRE DEPARTMENT CONNECTIONS SHALL BE INSTALLED IN ACCORDANCE WITH THE
NFPA STANDARD APPLICABLE TO THE SYSTEM DESIGN AND SHALL COMPLY WITH SECTIONS 912.2
THROUGH 912.6

912.2 LOCATION.  WITH RESPECT TO HYDRANTS, DRIVEWAYS, BUILDINGS AND LANDSCAPING, FIRE
DEPARTMENT CONNECTIONS SHALL BE SO LOCATED THAT FIRE APPARATUS AND HOSE CONNECTED TO
SUPPLY THE SYSTEM WILL NOT OBSTRUCT ACCESS TO THE BUILDINGS FOR OTHER FIRE APPARATUS. THE
LOCATION OF FIRE DEPARTMENT CONNECTIONS SHALL BE APPROVED BY THE FIRE CODE OFFICIAL.

912.5 SIGNS.  A METAL SIGN WITH RAISED LETTERS NOT LESS THAN 1 INCH (25MM) IN SIZE SHALL BE
MOUNTED ON ALL FIRE DEPARTMENT CONNECTIONS SERVING AUTOMATIC SPRINKLERS, STANDPIPES OR
FIRE PUMP CONNECTIONS. SUCH SIGNS SHALL READ: AUTOMATIC SPRINKLERS OR STANDPIPES OR TEST
CONNECTION OR A COMBINATION THEREOF AS APPLICABLE. WHERE THE FIRE DEPARTMENT
CONNECTION DOES NOT SERVE THE ENTIRE BUILDING, A SIGN SHALL BE PROVIDED INDICATING THE
PORTIONS OF THE BUILDING SERVED.

EGRESS � AREAS FOR EVACUATION ASSISTANCE

1009 ACCESSIBLE MEANS OF EGRESS

1009.1 ACCESSIBLE MEANS OF EGRESS REQUIRED. ACCESSIBLE MEANS OF EGRESS SHALL COMPLY WITH
THIS SECTION. ACCESSIBLE SPACES SHALL BE PROVIDED WITH NOT LESS THAN ONE ACCESSIBLE MEANS OF
EGRESS. WHERE MORE THAN ONE MEANS OF EGRESS ARE REQUIRED BY SECTION 1006.2 OR 1006.3 FROM
ANY ACCESSIBLE SPACE, EACH ACCESSIBLE PORTION OF THE SPACE SHALL BE SERVED BY ACCESSIBLE
MEANS OF EGRESS IN AT LEAST THE SAME NUMBER AS REQUIRED BY SECTIONS 1006.2 OR 1006.3. IN
ADDITION TO THE REQUIREMENTS OF THIS CHAPTER, MEANS OF EGRESS, WHICH PROVIDE ACCESS TO, OR
EGRESS FROM, BUILDINGS FOR PERSONS WITH DISABILITIES, SHALL ALSO COMPLY WITH THE
REQUIREMENTS OF CHAPTER 11A OR 11B AS APPLICABLE.

1009.2 CONTINUITY AND COMPONENTS. EACH REQUIRED ACCESSIBLE MEANS OF EGRESS SHALL BE
CONTINUOUS TO A PUBLIC WAY AND SHALL CONSIST OF ONE OR MORE OF THE FOLLOWING
COMPONENTS:

1. ACCESSIBLE ROUTES COMPLYING WITH CHAPTER 11A, SECTIONS 1110A.1 AND 1120A, OR CHAPTER
11B, SECTIONS 11B-206 AND 11B-402, AS APPLICABLE.
2. INTERIOR   EXIT   STAIRWAYS   COMPLYING   WITH   SECTIONS 1009.3 AND 1023, AND CHAPTER 11A,
SECTION 1123A, OR CHAPTER 11B, SECTIONS 11B-210 AND 11B-504, AS APPLICABLE.
3. EXIT ACCESS STAIRWAYS COMPLYING WITH SECTIONS 1009.3 AND 1019.3 OR 1019.4, CHAPTER 11A,
SECTION 1123A, OR CHAPTER 11B, SECTIONS 11B-210 AND 11B-504, AS APPLICABLE.
4. EXTERIOR  EXIT  STAIRWAYS  COMPLYING  WITH  SECTIONS 1009.3 AND 1027 AND CHAPTER 11A,
SECTION 1115A, OR CHAPTER 11B, SECTIONS 11B-210 AND 11B-504, AS APPLICABLE AND SERVING
LEVELS OTHER THAN THE LEVEL OF EXIT DISCHARGE.
5. ELEVATORS COMPLYING WITH SECTION 1009.4, AND CHAPTER 11A, SECTION 1124A, OR CHAPTER
11B, SECTIONS 11B-206.6 AND 11B-407, AS APPLICABLE.
6. PLATFORM LIFTS COMPLYING WITH SECTION 1009.5 AND CHAPTER 11A, SECTION 1124A,  OR
CHAPTER 11B, SECTIONS 11B-206.7, 11B-207.2 AND 11B-410 AS APPLICABLE.
7. HORIZONTAL EXITS COMPLYING WITH SECTION 1026.
8. RAMPS COMPLYING WITH SECTION 1012, AND CHAPTER 11A, SECTIONS 1114A AND 1122A, OR
CHAPTER 11B, 11B-405, AS APPLICABLE.
9. AREAS OF REFUGE COMPLYING WITH SECTION 1009.6.
10. EXTERIOR AREAS FOR ASSISTED RESCUE COMPLYING WITH SECTION 1009.7 SERVING EXITS AT THE
LEVEL OF EXIT DISCHARGE.

1009.2.1 ELEVATORS REQUIRED. IN BUILDINGS WHERE A REQUIRED ACCESSIBLE FLOOR IS FOUR OR MORE
STORIES ABOVE OR BELOW A LEVEL OF EXIT DISCHARGE, NOT LESS THAN ONE REQUIRED ACCESSIBLE
MEANS OF EGRESS SHALL BE AN ELEVATOR COMPLYING WITH SECTION 1009.4.

1009.3 STAIRWAYS. IN ORDER TO BE CONSIDERED PART OF AN ACCESSIBLE MEANS OF EGRESS, A
STAIRWAY BETWEEN STORIES SHALL HAVE A CLEAR WIDTH OF 48 INCHES MINIMUM BETWEEN HANDRAILS
AND SHALL EITHER INCORPORATE AN AREA OF REFUGE WITHIN AN ENLARGED FLOOR-LEVEL LANDING OR
SHALL BE ACCESSED FROM AN AREA OF REFUGE COMPLYING WITH SECTION 1009.6. EXIT ACCESS
STAIRWAYS THAT CONNECT LEVELS IN THE SAME STORY ARE NOT PERMITTED AS PART OF AN ACCESSIBLE
MEANS OF EGRESS. IN ADDITION, EXIT STAIRWAYS SHALL COMPLY WITH CHAPTER 11A, SECTIONS 1115A
AND 1123A, OR CHAPTER 11B, SECTIONS 11B-210 AND 11B-504, AS APPLICABLE.

1009.4 ELEVATORS. IN ORDER TO BE CONSIDERED PART OF AN ACCESSIBLE MEANS OF EGRESS, AN
ELEVATOR SHALL COMPLY WITH THE EMERGENCY OPERATION AND SIGNALING DEVICE REQUIREMENTS OF
CALIFORNIA CODE OF REGULATIONS, TITLE 8, DIVISION 1, CHAPTER 4, SUBCHAPTER 6, ELEVATOR SAFETY
ORDERS. STANDBY POWER SHALL BE PROVIDED IN ACCORDANCE WITH CHAPTER 27 AND SECTION 3003.
THE ELEVATOR SHALL BE ACCESSED FROM AN AREA OF REFUGE COMPLYING WITH SECTION 1009.6

1009.5 PLATFORM LIFTS. PLATFORM LIFTS SHALL BE PERMITTED TO SERVE AS PART OF AN ACCESSIBLE
MEANS OF EGRESS WHERE ALLOWED AS PART OF A REQUIRED ACCESSIBLE ROUTE IN CHAPTER 11A,
SECTIONS 1121A AND 1124A.11, OR CHAPTER 11B, SECTIONS 11B-206.7.1 THROUGH 11B-206.7.10, AS
APPLICABLE. STANDBY POWER FOR THE PLATFORM LIFT SHALL BE PROVIDED IN ACCORDANCE WITH
CHAPTER 27.
NOTE: SEE CHAPTER 11B, SECTION 11B-207.2 FOR ADDITIONAL ACCESSIBLE MEANS OF EGRESS
REQUIREMENTS AT PLATFORM LIFTS.

1009.6 AREAS OF REFUGE. EVERY REQUIRED AREA OF REFUGE SHALL BE ACCESSIBLE FROM THE SPACE IT
SERVES BY AN ACCESSIBLE MEANS OF EGRESS.
NOTE: AREAS OF REFUGE SHALL COMPLY WITH THE REQUIREMENTS OF THIS CODE AND SHALL ADJOIN AN
ACCESSIBLE ROUTE COMPLYING WITH SECTIONS 11B-206 AND 11B-402,

1009.6.1 TRAVEL DISTANCE. THE MAXIMUM TRAVEL DISTANCE FROM ANY ACCESSIBLE SPACE TO AN AREA
OF REFUGE SHALL NOT EXCEED THE EXIT ACCESS TRAVEL DISTANCE PERMITTED FOR THE OCCUPANCY IN
ACCORDANCE WITH SECTION 1017.1.

1009.6.2 STAIRWAY OR ELEVATOR ACCESS. EVERY REQUIRED AREA OF REFUGE SHALL HAVE DIRECT
ACCESS TO A STAIRWAY COMPLYING WITH SECTIONS 1009.3 AND 1023 OR AN ELEVATOR COMPLYING WITH
SECTION 1009.4.

1009.6.3 SIZE. EACH AREA OF REFUGE SHALL BE SIZED TO ACCOMMODATE TWO WHEELCHAIR SPACES
THAT ARE NOT LESS THAN 30 INCHES BY 48 INCHES (762 MM BY 1219 MM). THE TOTAL NUMBER OF SUCH
30-INCH BY 48-INCH (762 MM BY 1219 MM) SPACES PER STORY SHALL BE NOT LESS THAN ONE FOR EVERY
200 PERSONS OF CALCULATED OCCUPANT LOAD SERVED BY THE AREA OF REFUGE. SUCH WHEELCHAIR
SPACES SHALL NOT REDUCE THE MEANS OF EGRESS MINIMUM WIDTH OR REQUIRED CAPACITY. ACCESS TO
ANY OF THE REQUIRED WHEELCHAIR SPACES IN AN AREA OF REFUGE SHALL NOT BE OBSTRUCTED BY
MORE THAN ONE ADJOINING WHEELCHAIR SPACE.

1009.6.4 SEPARATION. EACH AREA OF REFUGE SHALL BE SEPARATED FROM THE REMAINDER OF THE STORY
BY A SMOKE BARRIER COMPLYING WITH SECTION 709 OR A HORIZONTAL EXIT COMPLYING WITH SECTION
1026. EACH AREA OF REFUGE SHALL BE DESIGNED TO MINIMIZE THE INTRUSION OF SMOKE.

1009.6.5 TWO-WAY COMMUNICATION. AREAS OF REFUGE SHALL BE PROVIDED WITH A TWO-WAY
COMMUNICATION SYSTEM COMPLYING WITH SECTIONS 1009.8.1 AND 1009.8.2.

1009.7 EXTERIOR AREAS FOR ASSISTED RESCUE. EXTERIOR AREAS FOR ASSISTED RESCUE SHALL BE
ACCESSED BY AN ACCESSIBLE ROUTE FROM THE AREA SERVED. WHERE THE EXIT DISCHARGE DOES NOT
INCLUDE AN ACCESSIBLE ROUTE FROM AN EXIT LOCATED ON THE LEVEL OF EXIT DISCHARGE TO A PUBLIC
WAY, AN EXTERIOR AREA OF ASSISTED RESCUE SHALL BE PROVIDED ON THE EXTERIOR LANDING IN
ACCORDANCE WITH SECTIONS 1009.7.1 THROUGH 1009.7.4.

1009.7.1 SIZE. EACH EXTERIOR AREA FOR ASSISTED RESCUE SHALL BE SIZED TO ACCOMMODATE
WHEELCHAIR SPACES IN ACCORDANCE WITH SECTION 1009.6.3.

1009.7.2 SEPARATION. EXTERIOR WALLS SEPARATING THE EXTERIOR AREA OF ASSISTED RESCUE FROM THE
INTERIOR OF THE BUILDING SHALL HAVE A MINIMUM FIRE-RESISTANCE RATING OF 1 HOUR, RATED FOR
EXPOSURE TO FIRE FROM THE INSIDE. THE FIRE-RESISTANCE-RATED EXTERIOR WALL CONSTRUCTION SHALL
EXTEND HORIZONTALLY 10 FEET (3048 MM) BEYOND THE LANDING ON EITHER SIDE OF THE LANDING OR
EQUIVALENT FIRE-RESISTANCE-RATED CONSTRUCTION IS PERMITTED TO EXTEND OUT PERPENDICULAR TO
THE EXTERIOR WALL 4 FEET (1220 MM) MINIMUM ON THE SIDE OF THE LANDING. THE FIRE-RESISTANCE-
RATED CONSTRUCTION SHALL EXTEND VERTICALLY FROM THE GROUND TO A POINT 10 FEET (3048 MM)
ABOVE THE FLOOR LEVEL OF THE AREA FOR ASSISTED RESCUE OR TO THE ROOF LINE, WHICHEVER IS
LOWER. OPENINGS WITHIN SUCH FIRE-RESISTANCE-RATED EXTERIOR WALLS SHALL BE PROTECTED IN
ACCORDANCE WITH SECTION 716.

1009.7.3 OPENNESS. THE EXTERIOR AREA FOR ASSISTED RESCUE SHALL BE OPEN TO THE OUTSIDE AIR. THE
SIDES OTHER THAN THE SEPARATION WALLS SHALL BE NOT LESS THAN 50 PERCENT OPEN, AND THE OPEN
AREA SHALL BE DISTRIBUTED SO AS TO MINIMIZE THE ACCUMULATION OF SMOKE OR TOXIC GASES.

1009.7.4 STAIRWAYS. STAIRWAYS THAT ARE PART OF THE MEANS OF EGRESS FOR THE EXTERIOR AREA FOR
ASSISTED RESCUE SHALL PROVIDE A CLEAR MINIMUM WIDTH OF 48 INCHES MIN. (1220 MM) BETWEEN
HANDRAILS.

1009.8 TWO-WAY COMMUNICATION. A TWO-WAY COMMUNICATION SYSTEM COMPLYING WITH SECTIONS
1009.8.1 AND 1009.8.2 SHALL BE PROVIDED AT THE LANDING SERVING EACH ELEVATOR OR BANK OF
ELEVATORS ON EACH ACCESSIBLE FLOOR THAT IS ONE OR MORE STORIES ABOVE OR BELOW THE LEVEL OF
EXIT DISCHARGE

1009.8.1 SYSTEM REQUIREMENTS. TWO-WAY COMMUNICATION SYSTEMS SHALL PROVIDE
COMMUNICATION BETWEEN EACH REQUIRED LOCATION AND A CENTRAL CONTROL POINT LOCATION
APPROVED BY THE FIRE DEPARTMENT. WHERE THE CENTRAL CONTROL POINT IS NOT A CONSTANTLY
ATTENDED LOCATION, A TWO-WAY COMMUNICATION SYSTEM SHALL HAVE A TIMED AUTOMATIC
TELEPHONE DIAL OUT CAPABILITY TO A MONITORING LOCATION. THE TWO-WAY COMMUNICATION
SYSTEM SHALL INCLUDE BOTH AUDIBLE AND VISIBLE SIGNALS.

1009.8.1.1 VISIBLE COMMUNICATION METHOD. A BUTTON COMPLYING WITH SECTION 1138A.4 OR
SECTIONS 11B-205 AND 11B-309 IN THE AREA OF REFUGE SHALL ACTIVATE BOTH A LIGHT IN THE AREA OF
REFUGE INDICATING THAT RESCUE HAS BEEN REQUESTED AND A LIGHT AT THE CENTRAL CONTROL POINT
INDICATING THAT RESCUE IS BEING REQUESTED. A BUTTON AT THE CENTRAL CONTROL POINT SHALL
ACTIVATE BOTH A LIGHT AT THE CENTRAL CONTROL POINT AND A LIGHT IN THE AREA OF REFUGE
INDICATING THAT THE REQUEST HAS BEEN RECEIVED.

1015.2.1 GLAZING. WHERE GLASS IS USED TO PROVIDE A GUARD OR AS A PORTION OF THE GUARD
SYSTEM, THE GUARD SHALL COMPLY WITH SECTION 2407. WHERE THE GLAZING PROVIDED DOES NOT
MEET THE STRENGTH AND ATTACHMENT REQUIREMENTS OF SECTION 1607.8, COMPLYING GUARDS SHALL
BE LOCATED ALONG GLAZED SIDES OF OPEN-SIDED WALKING SURFACES.

1015.3 HEIGHT. REQUIRED GUARDS SHALL BE NOT LESS THAN 42 INCHES HIGH, MEASURED VERTICALLY AS
FOLLOWS:

1. FROM THE ADJACENT WALKING SURFACES.
2. ON STAIRWAYS AND STEPPED AISLES, FROM THE LINE CONNECTING THE LEADING EDGES OF THE
TREAD NOSING.
3. ON RAMPS AND RAMPED AISLES, FROM THE RAMP SURFACE AT THE GUARD.

1015.4 OPENING LIMITATIONS. REQUIRED GUARDS SHALL NOT HAVE OPENINGS WHICH ALLOW PASSAGE
OF A SPHERE 4 INCHES IN DIAMETER FROM THE WALKING SURFACE TO THE REQUIRED GUARD HEIGHT

1015.6 MECHANICAL EQUIPMENT, SYSTEMS, AND DEVICES. GUARDS SHALL BE PROVIDED WHERE VARIOUS
COMPONENTS THAT REQUIRE SERVICE ARE LOCATED WITHIN 10 FEET OF A ROOF EDGE OR OPEN SIDE OF
A WALKING SURFACE AND SUCH EDGE OR OPEN SIDE IS LOCATED MORE THAN 30 INCHES ABOVE THE
FLOOR, ROOF, OR GRADE BELOW. THE GUARD SHALL EXTEND NOT LESS THAN 30 INCHES BEYOND EACH

SPHERE 21 INCHES IN DIAMETER.

1015.7 ROOF ACCESS. GUARDS SHALL BE PROVIDED WHERE THE ROOF HATCH OPENING IS LOCATED
WITHIN 10 FEET OF A ROOF EDGE OR OPEN SIDE OF A WALKING SURFACE AND SUCH EDGE OR OPEN SIDE
IS LOCATED MORE THAN 30 INCHES ABOVE THE FLOOR, ROOF OR GRADE BELOW.  THE GUARD SHALL BE
CONSTRUCTED SO AS TO PREVENT THE PASSAGE OF A SPHERE 21 INCHES IN DIAMETER.

1009.8.2 DIRECTIONS. DIRECTIONS FOR THE USE OF THE TWO-WAY COMMUNICATION SYSTEM,
INSTRUCTIONS FOR SUMMONING ASSISTANCE VIA THE TWO-WAY COMMUNICATION SYSTEM AND
WRITTEN IDENTIFICATION OF THE LOCATION SHALL BE POSTED ADJACENT TO THE TWO-WAY
COMMUNICATION SYSTEM. SIGNAGE SHALL COMPLY WITH CHAPTER 11A, SECTION 1143A OR SECTION
11B-703.5 REQUIREMENTS FOR VISUAL CHARACTERS.

1009.9 SIGNAGE. SIGNAGE INDICATING SPECIAL ACCESSIBILITY PROVISIONS SHALL BE PROVIDED AS
SHOWN:

1. EACH DOOR PROVIDING ACCESS TO AN AREA OF REFUGE FROM AN ADJACENT FLOOR AREA
SHALL BE IDENTIFIED BY A SIGN STATING: AREA OF REFUGE.
2. EACH DOOR PROVIDING ACCESS TO AN EXTERIOR AREA FOR ASSISTED RESCUE SHALL BE
IDENTIFIED BY A SIGN STATING: EXTERIOR AREA FOR ASSISTED RESCUE.

SIGNAGE SHALL COMPLY WITH CHAPTER 11A, SECTION 1143A AND CHAPTER 11B, SECTION 11B-703.5 AS
APPLICABLE, REQUIREMENTS FOR VISUAL CHARACTERS SHALL INCLUDE THE INTERNATIONAL SYMBOL OF
ACCESSIBILITY. WHERE EXIT SIGN ILLUMINATION IS REQUIRED BY SECTION 1013.3, THE SIGNS SHALL BE
ILLUMINATED. ADDITIONALLY, VISUAL CHARACTERS, RAISED CHARACTER AND BRAILLE SIGNAGE
COMPLYING WITH CHAPTER 11A, SECTION 1143A AND CHAPTER 11B, SECTIONS 11B-703.1, 11B-703.2,
11B-703.3 AND 11B-703.5 SHALL BE LOCATED AT EACH DOOR TO AN AREA OF REFUGE AND EXTERIOR AREA
FOR ASSISTED RESCUE IN ACCORDANCE WITH SECTION 1013.4.
THE INTERNATIONAL SYMBOL OF ACCESSIBILITY SHALL COMPLY WITH CHAPTER 11A, SECTION 1143A OR
CHAPTER 11B, SECTION 11B-703.7.2.1.

1009.10 DIRECTIONAL SIGNAGE. DIRECTION SIGNAGE COMPLYING WITH CHAPTER 11B, SECTION 11B-703.5
INDICATING THE LOCATION OF THE OTHER MEANS OF EGRESS AND WHICH OF THOSE ARE ACCESSIBLE
MEANS OF EGRESS SHALL BE PROVIDED AT THE FOLLOWING:

1. AT EXITS SERVING A REQUIRED ACCESSIBLE SPACE BUT NOT PROVIDING AN APPROVED ACCESSIBLE
MEANS OF EGRESS.
2. AT ELEVATOR LANDINGS.
3. WITHIN AREAS OF REFUGE.

1009.11 INSTRUCTIONS. IN AREAS OF REFUGE AND EXTERIOR AREAS FOR ASSISTED RESCUE, INSTRUCTIONS
ON THE USE OF THE AREA UNDER EMERGENCY CONDITIONS SHALL BE POSTED. SIGNAGE SHALL COMPLY
WITH CHAPTER 11A, SECTION 1143A OR CHAPTER 11B, SECTION 11B-703.5 REQUIREMENTS FOR VISUAL
CHARACTERS. THE INSTRUCTIONS SHALL INCLUDE ALL OF THE FOLLOWING:

1. PERSONS ABLE TO USE THE EXIT STAIRWAY DO SO AS SOON AS POSSIBLE, UNLESS THEY ARE
ASSISTING OTHERS.
2. INFORMATION ON PLANNED AVAILABILITY OF ASSISTANCE IN THE USE OF STAIRS OR SUPERVISED
OPERATION OF ELEVATORS AND HOW TO SUMMON SUCH ASSISTANCE.
3. DIRECTIONS FOR USE OF THE TWO-WAY COMMUNICATIONS SYSTEM WHERE PROVIDED.

1009.12 ALARMS/EMERGENCY WARNING SYSTEMS/ACCESSIBILITY. IF EMERGENCY WARNING SYSTEMS ARE
REQUIRED, THEY SHALL ACTIVATE A MEANS OF WARNING THE HEARING IMPAIRED. EMERGENCY WARNING
SYSTEMS AS PART OF THE FIRE-ALARM SYSTEM SHALL BE DESIGNED AND INSTALLED IN ACCORDANCE WITH
NFPA 72 AS AMENDED IN CHAPTER 35.

EXIT SIGNS

1013.1 WHERE REQUIRED. EXITS AND EXIT ACCESS DOORS SHALL BE MARKED BY AN APPROVED EXIT SIGN
READILY VISIBLE FROM ANY DIRECTION OF EGRESS TRAVEL. THE PATH OF EGRESS TRAVEL TO EXITS AND
WITHIN EXITS SHALL BE MARKED BY READILY VISIBLE EXIT SIGNS TO CLEARLY INDICATE THE DIRECTION OF
EGRESS TRAVEL  IN CASES WHERE THE EXIT OR THE PATH OF EGRESS TRAVEL IS NOT IMMEDIATELY VISIBLE
TO THE OCCUPANTS. INTERVENING MEANS OF EGRESS DOORS WITHIN EXITS SHALL BE MARKED BY EXIT
SIGNS. EXIT SIGN PLACEMENT SHALL BE SUCH THAT NO POINT IN AN EXIT ACCESS CORRIDOR OR EXIT
PASSAGEWAY IS MORE THAN 100 FEET OR THE LISTED VIEWING DISTANCE FOR THE SIGN, WHICHEVER IS
LESS, FROM THE NEAREST VISIBLE EXIT SIGN.

ILLUMINATION. EXIT SIGNS SHALL BE INTERNALLY OR EXTERNALLY ILLUMINATED.
EXCEPTION: TACTILE SIGNS REQUIRED BY SECTION 1013.4 NEED NOT BE PROVIDED WITH ILLUMINATION.

1013.4 RAISED CHARACTER AND BRAILLE EXIT SIGNS. TACTILE EXIT SIGNS SHALL BE REQUIRED AT THE
FOLLOWING LOCATIONS:

1. EACH GRADE-LEVEL EXTERIOR EXIT DOOR THAT IS REQUIRED TO COMPLY WITH SECTION 1013.1,
SHALL BE IDENTIFIED BY A TACTILE EXIT SIGN WITH THE WORD,“EXIT”.
2. EACH EXIT DOOR THAT IS REQUIRED TO COMPLY WITH SECTION 1013.1, AND THAT LEADS DIRECTLY
TO A GRADE-LEVEL EXTERIOR EXIT BY MEANS OF A STAIRWAY OR RAMP SHALL BE IDENTIFIED BY A
TACTILE EXIT SIGN WITH THE FOLLOWING WORDS AS APPROPRIATE:

2.1.“EXIT STAIR DOWN”
2.2.“EXIT RAMP DOWN”
2.3.“EXIT STAIR UP”
2.4.“EXIT RAMP UP”

3. EACH EXIT DOOR THAT IS REQUIRED TO COMPLY WITH SECTION 1013.1, AND THAT LEADS DIRECTLY
TO A GRADE-LEVEL EXTERIOR EXIT BY MEANS OF AN EXIT ENCLOSURE OR AN EXIT PASSAGEWAY SHALL
BE IDENTIFIED BY A TACTILE EXIT SIGN WITH THE WORDS, “EXIT ROUTE.”
4. EACH EXIT ACCESS DOOR FROM AN INTERIOR ROOM OR AREA TO A CORRIDOR OR HALLWAY THAT
IS REQUIRED TO COMPLY WITH SECTION 1013.1, SHALL BE IDENTIFIED BY A TACTILE EXIT SIGN WITH
THE WORDS “EXIT ROUTE.”
5. EACH EXIT DOOR THROUGH A HORIZONTAL EXIT THAT IS REQUIRED TO COMPLY WITH SECTION
1013.1, SHALL BE IDENTIFIED BY A SIGN WITH THE WORDS, “TO EXIT.”
NOTE; RAISED CHARACTER AND BRAILLE EXIT SIGNS SHALL COMPLY WITH CHAPTER 11A, SECTION
1143A OR CHAPTER 11B, SECTIONS 11B- 703.1, 11B-703.2, 11B-703.3 AND 11B-703.5.

1013.5 INTERNALLY ILLUMINATED EXIT SIGNS. ELECTRICALLY POWERED, SELF-LUMINOUS AND PHOTO
LUMINESCENT EXIT SIGNS SHALL BE LISTED AND LABELED IN ACCORDANCE WITH UL 924 AND SHALL BE
INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS AND CHAPTER 27. EXIT SIGNS
SHALL BE ILLUMINATED AT ALL TIMES.

1013.6 EXTERNALLY ILLUMINATED EXIT SIGNS. EXTERNALLY ILLUMINATED EXIT SIGNS SHALL COMPLY WITH
SECTIONS 1013.6.1 THROUGH 1013.6.3.

1013.6.1 GRAPHICS. EVERY EXIT SIGN AND DIRECTIONAL EXIT SIGN SHALL HAVE PLAINLY LEGIBLE LETTERS
NOT LESS THAN 6 INCHES (152 MM) HIGH WITH THE PRINCIPAL STROKES OF THE LETTERS NOT LESS THAN
3/4 INCH (19.1 MM) WIDE. THE WORD “EXIT” SHALL HAVE LETTERS HAVING A WIDTH NOT LESS THAN 2
INCHES (51 MM) WIDE, EXCEPT THE LETTER “I,” AND  THE  MINIMUM  SPACING BETWEEN LETTERS SHALL BE
NOT LESS THAN 3/8 INCH (9.5 MM). SIGNS LARGER THAN THE MINIMUM ESTABLISHED IN THIS SECTION
SHALL HAVE LETTER WIDTHS, STROKES AND SPACING IN PROPORTION TO THEIR HEIGHT.  THE WORD
“EXIT” SHALL BE IN HIGH CONTRAST WITH THE BACKGROUND AND SHALL BE CLEARLY DISCERNIBLE WHEN
THE MEANS OF EXIT SIGN ILLUMINATION IS OR IS NOT ENERGIZED. IF A CHEVRON DIRECTIONAL INDICATOR
IS PROVIDED AS PART OF THE EXIT SIGN, THE CONSTRUCTION SHALL BE SUCH THAT THE DIRECTION OF
THE CHEVRON DIRECTIONAL INDICATOR CANNOT BE READILY CHANGED.

1013.6.2 EXIT SIGN ILLUMINATION.  THE FACE OF AN EXIT SIGN ILLUMINATED FROM AN EXTERNAL SOURCE
SHALL HAVE AN INTENSITY OF NOT LESS THAN 5 FOOT CANDLES (54 LUX).

1013.6.3 POWER SOURCE . EXIT SIGNS SHALL BE ILLUMINATED AT ALL TIMES. TO ENSURE CONTINUED
ILLUMINATION FOR A DURATION OF NOT LESS THAN 90 MINUTES IN CASE OF PRIMARY POWER LOSS, THE
SIGN ILLUMINATION MEANS SHALL BE CONNECTED TO AN EMERGENCY POWER SYSTEM PROVIDED FROM
STORAGE BATTERIES, UNITS EQUIPMENT OR AN ON-SITE GENERATOR. THE INSTALLATION OF THE
EMERGENCY POWER SYSTEM SHALL BE IN ACCORDANCE WITH CHAPTER 27.

1013.7 FLOOR-LEVEL EXIT SIGNS.  WHERE EXIT SIGNS ARE REQUIRED BY CHAPTER 10, ADDITIONAL
APPROVED LOW-LEVEL EXIT SIGNS WHICH ARE INTERNALLY OR EXTERNALLY ILLUMINATED
PHOTOLUMINESCENT OR SELF-LUMINOUS, SHALL BE PROVIDED IN ALL INTERIOR CORRIDORS OF GROUP
A,E,I AND R-2.1 OCCUPANCIES AND IN ALL AREAS SERVING GUEST ROOMS OF HOTELS IN GROUP R,
DIVISION 1 OCCUPANCIES.

1013.8 PATH MARKING. WHEN EXIT SIGNS ARE REQUIRED BY CHAPTER 10, IN ADDITION TO APPROVED
FLOOR-LEVEL EXIT SIGNS, APPROVED PATH MARKING SHALL BE INSTALLED AT FLOOR LEVEL OR NO HIGHER
THAN 8 INCHES (203 MM) ABOVE THE FLOOR LEVEL IN ALL INTERIOR RATED EXIT CORRIDORS OF
UNSPRINKLERED GROUP A, R-1 AND R-2 OCCUPANCIES.

NOTIFICATION APPLIANCES FOR THE HEARING IMPAIRED

1. IF EMERGENCY WARNING SYSTEMS ARE REQUIRED, THEY SHALL ACTIVATE A MEANS OF WARNING THE
HEARING IMPAIRED. EMERGENCY WARNING SYSTEMS AS PART OF THE FIRE ALARM SYSTEM SHALL BE
DESIGNED AND INSTALLED IN ACCORDANCE WITH NFPA 72 AS AMENDED PER STATE AND LOCAL CODES.

2. APPROVED NOTIFICATION APPLIANCES FOR THE HEARING IMPAIRED SHALL BE INSTALLED IN THE
FOLLOWING AREAS:

 CORRIDORS                                                                          MUSIC PRACTICE ROOMS
    BAND ROOMS                                                                      GYMNASIUMS
    MULTI-PURPOSE ROOMS                                                      OCCUPATIONAL SHOPS
    OCCUPIED ROOMS WHERE AMBIENT NOISE        LOBBIES
    IMPAIRS HEARING OF THE FIRE ALARM
    MEETING ROOMS        ANY OTHER AREA FOR COMMON USE

CORRIDORS, HALLWAYS AND AISLES

NOTE: THE TERM CORRIDOR SHALL INCLUDE EXTERIOR EXIT BALCONIES AND ANY COVERED OR ENCLOSED
EXIT PASSAGEWAY, INCLUDING WALKWAYS, TUNNELS AND WALLS.  PARTITIONS, RAILS, COUNTERS, AND
OTHER SIMILAR SPACE DIVIDERS NOT OVER 5'-9" IN HEIGHT ABOVE THE FLOOR SHALL BE CONSTRUED TO
FORM CORRIDORS.

1. EVERY CORRIDOR AND HALLWAY SERVING AN OCCUPANT LOAD OF 10 OR MORE SHALL NOT BE LESS
THAN 44 INCHES IN WIDTH.  CORRIDORS AND HALLWAYS SERVING AN OCCUPANT LOAD OF LESS THAN 10
SHALL NOT BE LESS THAN 36 INCHES.

2. CORRIDORS AND HALLWAYS THAT ARE LOCATED ON AN ACCESSIBLE ROUTE AND EXCEED 200 FEET IN
LENGTH SHALL HAVE A MINIMUM CLEAR WIDTH OF 60 INCHES.  IF AN ACCESSIBLE ROUTE HAS LESS THAN
60 INCHES CLEAR WIDTH, THEN PASSING SPACES AT LEAST 60 INCHES BY 60 INCHES SHALL BE LOCATED AT
REASONABLE INTERVALS NOT TO EXCEED 200 FEET.  A "T" INTERSECTION OF TWO CORRIDORS OR WALKS
IS AN ACCEPTABLE PASSING PLACE.

3. THE REQUIRED WIDTH OF CORRIDORS SHALL BE UNOBSTRUCTED, WITH THIS EXCEPTION: DOORS, WHEN
FULLY OPENED, AND HANDRAILS SHALL NOT REDUCE THE REQUIRED WIDTH BY MORE THAN 7 INCHES.
DOORS IN ANY POSITION SHALL NOT REDUCE THE REQUIRED WIDTH BY MORE THAN ONE HALF. OTHER
NONSTRUCTURAL PROJECTIONS SUCH AS TRIM AND SIMILAR DECORATIVE FEATURES MAY PROJECT INTO
THE REQUIRED WIDTH 1 1/2 INCH FROM EACH SIDE.

4. CIRCULATION AISLES AND PEDESTRIAN WAYS SHALL BE SIZED ACCORDING TO FUNCTIONAL
REQUIREMENTS  AND IN NO CASE SHALL BE LESS THAN 36 INCHES IN CLEAR WIDTH.

GUARDS

1015.1 GENERAL. GUARDS SHALL COMPLY WITH THE PROVISIONS OF SECTIONS 1015.2 THROUGH 1015.7.
OPERABLE WINDOWS WITH SILLS LOCATED MORE THAN 72 INCHES ABOVE FINISHED GRADE OR OTHER
SURFACE BELOW SHALL COMPLY WITH SECTION 1015.8.

1015.2 WHERE REQUIRED. GUARDS SHALL BE LOCATED ALONG OPEN-SIDED WALKING SURFACES,
INCLUDING MEZZANINES, EQUIPMENT PLATFORMS, AISLES, STAIRS, RAMPS, AND LANDINGS THAT ARE
LOCATED MORE THAN 30 INCHES MEASURED VERTICALLY TO THE FLOOR OR GRADE BELOW AT ANY POINT
WITHIN 36 INCHES HORIZONTALLY TO THE EDGE OF THE OPEN SIDE. GUARDS SHALL BE ADEQUATE IN
STRENGTH AND ATTACHMENT IN ACCORDANCE WITH SECTION 1607.8.

FIRE PROTECTION AND LIFE SAFETY

CFC 3315.1 PORTABLE FIRE EXTINGUISHERS - WHERE REQUIRED. STRUCTURES UNDER CONSTRUCTION,
ALTERATION, OR DEMOLITION SHALL BE PROVIDED WITH NOT LESS THAN ONE APPROVED PORTABLE FIRE
EXTINGUISHER IN ACCORDANCE WITH SECTION 906 AND SIZED FOR NOT LESS THAN ORDINARY HAZARD
AS FOLLOWS:

1. AT EACH STAIRWAY ON ALL FLOOR LEVELS WHERE COMBUSTIBLE MATERIALS HAVE ACCUMULATED.
2. IN EVERY STORAGE AND CONSTRUCTION SHED.
3. ADDITIONAL PORTABLE FIRE EXTINGUISHERS SHALL BE PROVIDED WHERE SPECIAL HAZARDS EXIST
INCLUDING, BUT NOT LIMITED TO, THE STORAGE AND USE OF FLAMMABLE AND COMBUSTIBLE
LIQUIDS.

901.2 FIRE PROTECTION SYSTEMS. FIRE PROTECTION SYSTEMS SHALL BE INSTALLED, REPAIRED, OPERATED
AND MAINTAINED IN ACCORDANCE WITH THE CALIFORNIA BUILDING CODE AND THE CALIFORNIA FIRE
CODE.

901.3 MODIFICATIONS.  PERSONS SHALL NOTREMOVE OR MODIFY ANY FIRE PROTECTION SYSTEM
INSTALLED OR MAINTAINED UNDER THE PROVISIONS OF THIS CODE OR THE CALIFORNIA FIRE CODE
WITHOUT APPROVAL BY THE BUILDING OFFICIAL.

901.4 THREADS.  THREADS PROVIDED FOR FIRE DEPARTMENT CONNECTIONS TO SPRINKLER SYSTEMS,
STANDPIPES, YARD HYDRANTS OR ANY OTHER FIRE HOSE CONNECTION SHALL BE COMPATIBLE WITH THE
CONNECTIONS USED BY THE LOCAL FIRE DEPARTMENT.

901.5 ACCEPTANCE TESTS.  FIRE PROTECTION SYSTEMS SHALL BE TESTED IN ACCORDANCE WITH THE
REQUIREMENTS OF THIS CODE AND THE CALIFORNIA FIRE CODE. WHERE REQUIRED, THE TESTS SHALL BE
CONDUCTED IN THE PRESENCE OF THE BUILDING OFFICIAL. TESTS REQUIRED BY THIS CODE, THE
CALIFORNIA FIRE CODE AND THE STANDARDS LISTED IN THIS CODE SHALL BE CONDUCTED AT THE
EXPENSE OF THE OWNER OR THE OWNERS AUTHORIZED AGENT. IT SHALL BE UNLAWFUL TO OCCUPY
PORTIONS OF A STRUCTURE UNTIL THE REQUIRED FIRE PROTECTION SYSTEMS WITHIN THAT PORTION OF
THE STRUCTURE HAVE BEEN TESTED AND APPROVED.

901.6.1 AUTOMATIC SPRINKLER SYSTEMS.  AUTOMATIC SPRINKLER SYSTEMS SHALL BE MONITORED BY AN
APPROVED SUPERVISING STATION.

901.6.2.1 HIGH RISE BUILDINGS.  FOR HIGH-RISE BUILDINGS, INTEGRATED TESTING SHALL COMPLY WITH
NFPA 4, WITH AN INTEGRATED TEST PERFORMED PRIOR TO ISSUANCE OF THE CERTIFICATE OF
OCCUPANCY AND AT INTERVALS NOT EXCEEDING 10 YEARS, UNLESS OTHERWISE SPECIFIED BY AN
INTEGRATED SYSTEM TEST PLAN PREPARED IN ACCORDANCE WITH NFPA 4. IF AN EQUIPMENT FAILURE IS
DETECTED DURING INTEGRATED TESTING, A REPEAT OF THE INTEGRATED TEST SHALL NOT BE REQUIRED,
EXCEPT AS NECESSARY TO VERIFY OPERATION OF FIRE PROTECTION OR LIFE SAFETY FUNCTIONS THAT ARE
INITIATED BY EQUIPMENT THAT WAS REPAIRED OR REPLACED.

901.6.2.2 SMOKE CONTROL SYSTEMS. WHERE A FIRE ALARM SYSTEM IS INTEGRATED WITH A SMOKE
CONTROL SYSTEM AS OUTLINED IN SECTION 909, INTEGRATED TESTING SHALL COMPLY WITH NFPA 4, WITH
AN INTEGRATED TEST PERFORMED PRIOR TO ISSUANCE OF THE CERTIFICATE OF OCCUPANCY AND AT
INTERVALS NOT EXCEEDING 10 YEARS, UNLESS OTHERWISE SPECIFIED BY AN INTEGRATED SYSTEM TEST
PLAN PREPARED IN ACCORDANCE WITH NFPA 4. IF AN EQUIPMENT FAILURE IS DETECTED DURING
INTEGRATED TESTING, A REPEAT OF THE INTEGRATED TEST SHALL NOT BE REQUIRED, EXCEPT AS
NECESSARY TO VERIFY OPERATION OF FIRE PROTECTION OR LIFE SAFETY FUNCTIONS THAT ARE INITIATED
BY EQUIPMENT THAT WAS REPAIRED OR REPLACED.

902.1 PUMP AND RISER ROOM SIZE.  WHERE PROVIDED, FIRE PUMP ROOMS AND AUTOMATIC SPRINKLER
SYSTEM RISER ROOMS SHALL BE DESIGNED WITH ADEQUATE SPACE FOR ALL EQUIPMENT NECESSARY FOR
THE INSTALLATION, AS DEFINED BY THE MANUFACTURER, WITH SUFFICIENT WORKING ROOM AROUND THE
STATIONARY EQUIPMENT. CLEARANCES AROUND EQUIPMENT TO ELEMENTS OF PERMANENT
CONSTRUCTION, INCLUDING OTHER INSTALLED EQUIPMENT AND APPLIANCES, SHALL BE SUFFICIENT TO
ALLOW INSPECTION, SERVICE, REPAIR OR REPLACEMENT WITHOUT REMOVING SUCH ELEMENTS OF
PERMANENT CONSTRUCTION OR DISABLING THE FUNCTION OF A REQUIRED FIRE-RESISTANCE-RATED
ASSEMBLY. FIRE PUMP AND AUTOMATIC SPRINKLER SYSTEM RISER ROOMS SHALL BE PROVIDED WITH
DOORS AND UNOBSTRUCTED PASSAGEWAYS LARGE ENOUGH TO ALLOW REMOVAL OF THE LARGEST PIECE
OF EQUIPMENT.

906.2 GENERAL REQUIREMENTS. PORTABLE FIRE EXTINGUISHERS SHALL BE SELECTED AND INSTALLED IN
ACCORDANCE WITH THIS SECTION AND CALIFORNIA CODE OF REGULATIONS, TITLE 19, DIVISION 1,
CHAPTER 3.

906.3.1 CLASS A FIRE HAZARDS. THE MINIMUM SIZES AND DISTRIBUTION OF PORTABLE FIRE
EXTINGUISHERS FOR OCCUPANCIES THAT INVOLVE PRIMARILY CLASS A FIRE HAZARDS SHALL COMPLY WITH
TABLE 906.3(1)

906.3.2 CLASS B FIRE HAZARDS. PORTABLE FIRE EXTINGUISHERS FOR OCCUPANCIES INVOLVING
FLAMMABLE OR COMBUSTIBLE LIQUIDS WITH DEPTHS LESS THAN OR EQUAL TO 0.25 INCH (6.4MM) SHALL
BE SELECTED AND PLACED IN ACCORDANCE WITH TABLE 906.3(2)

906.3.3 CLASS C FIRE HAZARDS.  PORTABLE FIRE EXTINGUISHERS FOR CLASS C FIRE HAZARDS SHALL BE
SELECTED AND PLACED ON THE BASIS OF THE ANTICIPATED CLASS A OR B HAZARD.

906.3.4 CLASS D FIRE HAZARDS.  PORTABLE FIRE EXTINGUISHERS FOR OCCUPANCIES INVOLVING
COMBUSTIBLE METALS SHALL BE SELECTED AND PLACED IN ACCORDANCE WITH CALIFORNIA CODE OF
REGULATIONS, TITLE 19, DIVISION 1, CHAPTER 3.

906.5 CONSPICUOUS LOCATION.  PORTABLE FIRE EXTINGUISHERS SHALL BE LOCATED IN CONSPICUOUS
LOCATIONS WHERE THEY WILL HAVE READY ACCESS AND BE IMMEDIATELY AVAILABLE FOR USE. THESE
LOCATIONS SHALL BE ALONG NORMAL PATHS OF TRAVEL, UNLESS THE FIRE CODE OFFICIAL DETERMINES
THAT THE HAZARD POSED INDICATES THE NEED FOR PLACEMENT AWAY FROM NORMAL PATHS OF TRAVEL.

;CALIFORNIA CODE OF REGULATIONS, TITLE 19, DIVISION 1, 567.5= PHYSICAL DAMAGE PROTECTION
EXTINGUISHERS INSTALLED UNDER CONDITIONS WHERE THEY ARE SUBJECT TO PHYSICAL DAMAGE, (E.G.,
FROM IMPACT, VIBRATION, THE ENVIRONMENT) SHALL BE ADEQUATELY PROTECTED

906.6 UNOBSTRUCTED AND UNOBSCURED.  PORTABLE FIRE EXTINGUISHERS SHALL NOT BE OBSTRUCTED
OR OBSCURED FROM VIEW. IN ROOMS OR AREAS IN WHICH VISUAL OBSTRUCTION CANNOT BE
COMPLETELY AVOIDED, MEANS SHALL BE PROVIDED TO INDICATE THE LOCATIONS OF EXTINGUISHERS.

906.7 HANGERS AND BRACKETS.  HAND-HELD PORTABLE FIRE EXTINGUISHERS, NOT HOUSED IN CABINETS,
SHALL BE INSTALLED ON THE HANGERS OR BRACKETS SUPPLIED. HANGERS OR BRACKETS SHALL BE
SECURELY ANCHORED TO THE MOUNTING SURFACE IN ACCORDANCE WITH THE MANUFACTURERS
INSTALLATION INSTRUCTIONS.

906.8 CABINETS. CABINETS USED TO HOUSE PORTABLE FIRE EXTINGUISHERS SHALL NOT BE LOCKED.
EXCEPTIONS:

1. WHERE PORTABLE FIRE EXTINGUISHERS SUBJECT TO MALICIOUS USE OR DAMAGE ARE PROVIDED
WITH A MEANS OF READY ACCESS.

2. IN GROUP I-3 OCCUPANCIES AND IN MENTAL HEALTH AREAS IN GROUP I-2 OCCUPANCIES, ACCESS
TO PORTABLE FIRE EXTINGUISHERS SHALL BE PERMITTED TO BE LOCKED OR TO BE LOCATED IN STAFF
LOCATIONS PROVIDED THAT THE STAFF HAS KEYS.

906.9 EXTINGUISHER INSTALLATION. THE INSTALLATION OF PORTABLE FIRE EXTINGUISHERS SHALL BE IN
ACCORDANCE WITH SECTIONS 906.9.1 THROUGH 906.9.3

906.9.1 EXTINGUISHERS WEIGHING 40 POUNDS OR LESS. PORTABLE FIRE EXTINGUISHERS HAVING A
GROSS WEIGHT NOT EXCEEDING 40 POUNDS (18 KG) SHALL BE INSTALLED SO THAT THEIR TOPS ARE NOT
MORE THAN 5 FEET (1524 MM) ABOVE THE FLOOR.

906.9.2 EXTINGUISHERS WEIGHING MORE THAN 40 POUNDS.  HAND-HELD PORTABLE FIRE EXTINGUISHERS
HAVING A GROSS WEIGHT EXCEEDING 40 POUNTS (18KG) SHALL BE INSTALLED SO THAT THEIR TOPS ARE
NOT MORE THAN 3.5 FEET (1067 MM) ABOVE THE FLOOR.

906.9.3 FLOOR CLEARANCE. THE CLEARANCE BETWEEN THE FLOOR AND THE BOTTOM OF INSTALLED
HAND-HELD PORTABLE FIRE EXTINGUISHERS SHALL BE NOT LESS THAN 4 INCHES (102 MM).

907.1 GENERAL.  THIS SECTION COVERS THE APPLICATION, INSTALLATION, PERFORMANCE AND
MAINTENANCE OF FIRE ALARM SYSTEMS AND THEIR COMPONENTS.

907.1.2 FIRE ALARM SHOP DRAWINGS. SHOP DRAWINGS FOR FIRE ALARM SYSTEMS SHALL BE PREPARED IN
ACCORDANCE WITH NFPA 72 AN SUBMITTED FOR REVIEW AND APPROVAL PRIOR TO SYSTEM
INSTALLATION.

907.1.3 EQUIPMENT.  SYSTEMS AND COMPONENTS SHALL BE CALIFORNIA STATE FIRE MARSHALL LISTED
AND APPROVED IN ACCORDANCE WITH CALIFORNIA CODE OF REGULATIONS, TITLE 19, DIVISION 1 FOR
THE PURPOSE FOR WHICH THEY ARE INSTALLED.

907.1.4  FIRE-WALLS AND FIRE BARRIER WALLS. FOR THE PURPOSE OF SECTION 907 FIRE WALLS AND FIRE
BARRIER WALLS SHALL NOT DEFINE SEPARATE BUILDINGS.

907.1.5 FIRE ALARM USE. A FIRE ALARM SYSTEM SHALL NOT BE USED FOR ANY PURPOSE OTHER THAN FIRE
WARNING OR MASS NOTIFICATION AND WHERE PERMITTED BY NFPA 72.

907.2.2 GROUP B. A MANUAL FIRE ALARM SYSTEM SHALL BE INSTALLED IN GROUP B OCCUPANCIES WHERE
ONE OF THE FOLLOWING CONDITIONS EXISTS:

1. THE COMBINED GROUP B OCCUPANT LOAD OF ALL FLOORS IS 500 OR MORE.
2. THE GROUP B OCCUPANT LOAD IS MORE THAN 100 PERSONS ABOVE OR BELOW THE LOWEST LEVEL

OF EXIT
DISCHARGE.
3. THE FIRE AREA CONTAINS AN AMBULATORY CARE FACILITY.
4. GROUP B OCCUPANCIES CONTAINING EDUCATIONAL FACILITIES, SEE SECTION 907.2.2.2.

907.2.7 GROUP M.  A MANUAL FIRE ALARM SYSTEM THAT ACTIVATES THE OCCUPANT NOTIFICATION
SYSTEM IN ACCORDANCE WITH SECTION 907.5 SHALL BE INSTALLED IN GROUP M OCCUPANCIES WHERE
ONE OF THE FOLLOWING CONDITIONS EXISTS:

1. THE COMBINED GROUP M OCCUPANT LOAD OF ALL FLOORS IS 500 OR MORE PERSONS.
2. THE GROUP M OCCUPANT LOAD IS MORE THAN 100 PERSONS ABOVE OR BELOW THE LOWEST LEVEL

OF EXIT DISCHARGE.

907.2.8 GROUP R-1. FIRE ALARM SYSTEMS AND SMOKE ALARMS SHALL BE INSTALLED IN GROUP R-1
OCCUPANCIES AS REQUIRED IN SECTIONS 907.2.8.1 THROUGH 907.2.8.3.

907.2.13 ATRIUMS CONNECTING MORE THAN TWO STORIES.  A FIRE ALARM SYSTEM SHALL BE INSTALLED
IN OCCUPANCIES WITH AN ATRIUM THAT CONNECTS MORE THAN TWO STORIES, WITH SMOKE DETECTION
INSTALLED IN LOCATIONS REQUIRED BY A RATIONAL ANALYSIS IN SECTION 909.4 AND IN ACCORDANCE
WITH THE SYSTEM OPERATION REQUIREMENTS IN SECTION 909.17. THE SYSTEM SHALL BE ACTIVATED IN
ACCORDANCE WITH SECTION 907.5. SUCH OCCUPANCIES IN GROUP A, E OR M SHALL BE PROVIDED WITH
AN EMERGENCY VOICE/ALARM COMMUNICATION SYSTEM  COMPLYING WITH THE REQUIREMENTS OF
SECTION 907.5.2.2.

907.3 FIRE SAFETY FUNCTIONS. AUTOMATIC FIRE DETECTORS UTILIZED FOR THE PURPOSE OF
PERFORMING FIRE SAFETY FUNCTIONS SHALL BE CONNECTED TO THE BUILDINGS FIRE ALARM CONTROL
UNIT WHERE A FIRE ALARM SYSTEM IS INSTALLED. DETECTORS SHALL, UPON ACTUATION, PERFORM THE
INTENDED FUNCTION AND ACTIVATE THE ALARM NOTIFICATION APPLIANCES OR ACTIVATE A VISIBLE AND
AUDIBLE SUPERVISORY SIGNAL AT A CONSTANTLY ATTENDED LOCATION. IN BUILDINGS NOT EQUIPPED
WITH A FIRE ALARM SYSTEM, THE AUTOMATIC FIRE DETECTOR SHALL BE POWERED BY NORMAL ELECTRICAL
SERVICE AND, UPON ACTUATION, PERFORM THE INTENDED FUNCTION. THE DETECTORS SHALL BE
LOCATED IN ACCORDANCE WITH NFPA 72.



NOTES: ALL RAMPS SHALL COMPLY WITH CBC SECTION 11B-405 & 1012.
ALL RAMPS MUST MEET HANDRAIL AND CURB REQUIREMENTS.
DOORS, WHEN FULLY OPEN, SHALL NOT REDUCE THE REQUIRED RAMP LANDING WIDTH BY
MORE THAN 3 INCHES. DOORS IN ANY POSITION, SHALL NOT REDUCE THE MINIMUM DIMENSION
OF THE RAMP LANDING TO LESS THAN 42 INCHES. REFER TO DETAIL 6(F).
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48" MIN. CLR. RAMP WIDTH

60" MIN.

TOP LANDING
(MAX SLOPE 1:48)

INTERMEDIATE LANDING
(MAX SLOPE 1:48)

30" MAX RISE
PER RAMP RUN,

1:12 MAX SLOPE

60" MIN
LANDING

INTERMEDIATE LANDING
(MAX SLOPE 1:48)

WHEN DOOR SWINGS ONTO
LANDING REFER TO NOTE BELOW

72" MIN

VARIES (TYP)

1:12 MAX TYP

60" MIN

30" MAX RISE
PER RAMP RUN,

1:12 MAX SLOPE

AS REQ'D
48" MIN. CLR.
RAMP WIDTH

72" MIN.

60" MIN.

AS REQ'D. 48"
MIN. CLR. RAMP

WIDTH

WHEN DOOR SWINGS ONTO
LANDING REFER TO NOTE BELOW

72" MIN

VARIES

1:12 MAX TYP

60" MIN

VARIES

60" MIN

60" MIN

30" MAX RISE, 1:12 SLOPE
(TYP) PER RAMP RUN

WHEN DOOR SWINGS ONTO
LANDING REFER TO NOTE
BELOW

AS REQ'D
48" MIN. CLR.
RAMP WIDTH

C

B

A

NOTE:  SURFACES SHALL COMPLY CBC SECTION 11B-302 & 11B-403.5.1 EXCEPTION 3.

SIDEWALK

36" MIN. CLR.

48" MIN. CLR.

SIDEWALK

48" MIN. CLR.

36" MIN. CLR.

STREET
(TYP.)

CURB
(TYP.)

POLE

PROJECTED
DRINKING
FOUNTAIN

RECESSED
DRINKING
FOUNTAIN

SIDE ELEVATION OF
DRINKING FOUNTAIN

PROJECTION
RAIL AS
OCCURS

MIN. 30" X 48" CLR.
FLOOR SPACE AT
ACCESSIBLE FOUNTAIN

ACESSIBLE
DRINKING
FOUNTAIN DRINKING

FOUNTAIN  FOR
STANDING PERSON

MIN. EXTENT
OF WING

WALLS

6"
MAX

18" MIN.

32" CLR. FOR SINGLE

36" MIN. IF WING WALL

DEPTH IS >24"

NOTE: DRINKING FOUNTAINS SHALL COMPLY WITH CBC SECTION 11B-307 & 11B-602.

MIN. 30" X 48" CLR.
FLOOR SPACE AT
ACCESSIBLE FOUNTAIN

ACESSIBLE
DRINKING
FOUNTAIN

DRINKING
FOUNTAIN
FOR STANDING
PERSON

18" MIN.

32" CLR. FOR SINGLE

36" MIN. IF ALCOVE

DEPTH IS >24"

DRINKING FOUNTAINS:

1.  NO FEWER THAN TWO DRINKING
FOUNTAINS SHALL BE PROVIDED. ONE
DRINKING FOUNTAIN SHALL BE ACCESSIBLE
AND ONE SHALL BE FOR STANDING
PERSONS EXCEPT THAT, A SINGLE DRINKING
FOUNTAIN COMPLIES WITH THE ACCESSIBLE
REQUIREMENTS AND WITH THE STANDING
PERSONS IS PERMITTED.

2. WHEN MORE THAN THE MINIMUM
NUMBER OF DRINKING FOUNTAINS ARE
PROVIDED, 50 PERCENT OF THE TOTAL
NUMBER OF DRINKING FOUNTAINS
PROVIDED SHALL BE ACCESSIBLE.

3. ALL DRINKING FOUNTAINS SHALL EITHER
BE LOCATED COMPLETELY WITHIN ALCOVES,
POSITIONED COMPLETELY BETWEEN WING
WALLS, OR OTHERWISE POSITIONED SO AS
NOT TO ENCROACH INTO PEDESTRIAN
WAYS.

4. DRINKING FOUNTAIN, WING WALLS &
GUARDRAILS, ETC. SHALL NOT REDUCE THE
REQUIRED ACCESSIBLE ROUTE/PATH WIDTH.

27
" 

M
IN

.

36
" 

M
A

X
 A

C
C

ES
SI

B
LE

ST
A

N
D

IN
G

 P
ER

SO
N

:

38
" 

M
IN

 &
 4

3"
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A
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SPOUT HT.

9"
 M
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.

6" MAX

11" MIN

8" MIN

6" MAX

15" MIN

18" TO 19"

5" MAX

C

B

A

NOTES:
1.   1/2" MAXIUMUM TOTAL HEIGHT WITH 1/4" MAXIMUM VERTICAL CHANGE AT EDGE.
2.   1:2 SLOPED BEVEL REQUIRED IF LEVEL CHANGE IS OVER 1/4" VERTICAL LEVEL CHANGE.
3.   1/4" MAXIMUM VERTICAL LEVEL CHANGE.

NOTE: TRANSISTIONS SHALL COMPLY WITH CBC SECTION 11B-302, 11B-303, & 11B-404.2.5.

LEVEL CHANGESC

THRESHOLDB

TRANSITION BETWEEN
FLOOR FINISHESA

2
1

1/
2"
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X
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LE
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EI

G
H

T

1/
2"

 M
A

X

1/
4"

 M
A

X

1/
4"

 M
A

X

COMPRESSED CARPET 1/4" MAX
BELOW THRESHOLD FIN. FLOOR LEVEL

THRESHOLD

NOTE: DOORS SHALL COMPLY WITH CBC SECTIONS 1010 & 11B-404.

DOORS:
1. MINIMUM 10" HIGH SMOOTH SURFACE AT DOOR BOTTOM, PUSH SIDE,

EITHER ATTACHED PANEL OR BOTTOM RAIL.
2. OPENABLE FROM INSIDE WITHOUT USE OF KEY OR SPECIAL

KNOWLEDGE OR EFFORT.

HARDWARE:
1.   OPENABLE BY SINGLE EFFORT LEVER-

TYPE DEVICE (NOT REQUIREING
GRASPING OR TWISTING).

2.   MOUNTED 34" TO 44".
3.   MAXIMUM 5 LBS. EFFORT TO

OPERATE EXTERIOR AND
INTERIOR DOORS.

A NARROW FRAME WITH A BEVELED TOP EDGE
(30 DEGREE MAXIMUM BEVEL TO VERTICAL
PLANE) INSTALLED AT THE BOTTOM OF A GLASS
DOOR (WITH NO SIDE FRAMES) MAY BE USED IN
LIEU OF PROVIDING THE REQUIRED 10-INCH
UNINTERUPTED SURFACE AT THE BOTTOM OF
THE DOOR

34" TO 44"
LEVER OR
U-SHAPED
HANDLE

10" MIN. BOTTOM
RAIL FOR MANUALLY
OPERATE DOOR OR
PROVIDE KICKPLATE

RUBBER BUMPER
ON CHAIR

10
"

DOUBLE DOOR

SINGLE DOOR

GENERAL PLAN FOR
FRONT APPROACH

DOORS IN RECESS

VESTIBULE PLAN

RAMP LANDING AT
DOORWAY PLAN

DOORS IN SERIES

MANEUVERING
CLEARANCES

NOTES: DOORS AND DOOR CLEARANCES SHALL COMPLY WITH CBC SECTION 11B-404.
REQUIRED DOOR CLEAR SPACE SHALL NOT SLOPE STEEPER THAN 1:48.

32" CLEAR

90.00

32" CLEAR

90.00

60
" 

M
IN

48
" 

M
IN

DOOR WIDTH

32" CLR. MIN.

REQUIRED CLEAR
SPACE

DOOR WIDTH PLUS

18" MIN. INTERIOR
24" MIN. EXT. SIDE
OF EXT. DOOR

12" MIN. IF
DOOR HAS
BOTH LATCH
AND CLOSER

REQUIRED CLEAR
SPACE

18" MIN
32" MIN
CLR

48" MIN CLR

48
" 

M
IN

 C
LR

DOOR WIDTH
PLUS 42"

D
O

O
R 

W
ID

TH
 P

LU
S 

42
"

18" MINIMUM BEYOND STRIKE
EDGE OF A GATE OR DOOR,
TYP. 24" MIN. AT THE EXT. SIDE
OF EXT. GATE OR DOORS

48
" 

M
IN

PROVIDE ADD'L 12"
WHEN DOOR HAS BOTH
LATCH AND CLOSER

12" MIN

FOR FRONT
APPROACH
REQUIRED
CLR. SPACE

OBSTRUCTION
PERMITTED WHEN
DOOR DOES NOT HAVE
A LATCH OR A CLOSER

60
" 

M
IN

FOR FRONT APPROACH
REQUIRED CLEAR SPACE

RECESS OVER 8" DEEP

18" MIN
24" MIN AT
EXT. SIDE OF
EXT. DOOR

X
>

8"
X

>
8"

FOR FRONT APPROACH
REQUIRED CLEAR SPACE

60
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48
" 

M
IN

12" MIN

18" MIN
24" MIN AT
EXT. SIDE OF
EXT. DOOR

RECESS UNDER 8" DEEP

48" MIN

48" MIN

48" MIN

42" MIN

MIN. DOOR
CLR. SPACE

MIN. DOOR
CLR. SPACE
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42" MIN

24
" 

M
IN

POCKET OR HINGE
APPROACH (POCKET DOOR)

SIDE APPROACH
DOORWAY (NO DOOR)

PULL SIDE
LATCH APPROACH

PULL SIDE HINGE APPROACH

FRONT APPROACH
PULL SIDE

STOP OR LATCH
APPROACH

FRONT APPROACH

PUSH SIDEPUSH SIDE

PUSH SIDE

MIN. CLR.
SPACE

MIN. CLR.
SPACE

42" MIN 48" MIN

32
" 

M
IN

C
LR

60" MIN

24
"

M
IN

24
"

M
IN

MIN DOOR CLR
SPACE

MIN DOOR
CLR SPACE

48" WHEN DOOR
HAS BOTH LATCH
& CLOSER

44" TYP

PROVIDE ADD'L 4"
WHEN DOOR HAS BOTH
A LATCH AND CLOSER

36
"

M
IN

22
"

M
IN

MIN DOOR CLR
SPACE

MIN DOOR
CLR SPACE

44" TYP

60" MIN

MIN DOOR CLR
SPACE

MIN DOOR CLR
SPACE

PROVIDE 12" WHEN
DOOR HAS BOTH A
LATCH AND CLOSER
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60" MIN

48" MIN

12
"

48" WHEN DOOR
HAS BOTH LATCH
& CLOSER

PROVIDE ADD'L 4"
WHEN DOOR HAS BOTH
A LATCH AND CLOSER

18" MIN. INTERIOR
24" MIN. EXTERIOR SIDE OF DOOR

WHEN DOOR
EQUIPPED
WITH CLOSER
AND LATCH

X
<

8"
X

<
8"

A

B C

D

E

F G

H

CLEAR FLOOR SPACE
PARALLEL APPROACH

>20"-25" MAX

44
" 

M
A

X

20" MAX

48
" 

M
A

X

CLEAR FLOOR
SPACE FRONT REACH

HIGH AND LOW
FORWARD REACH LIMITS

HIGH AND LOW
SIDE REACH LIMITS

MAXIMUM FORWARD
REACH OVER AN OBSTRUCTION

MAXIMUM SIDE REACH
OVER AN OBSTRUCTION
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48
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10"
MAX

48"

30
"

30"
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"

MAX
>10"-24"
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10"

34
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48
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NOTE: REACH REQUIREMENTS SHALL COMPLY WITH CBC SECTION 11B-308.

C
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F

54" MIN

42" MIN 12"
MAX

24" MIN

7" MIN
9" MAX

TOILET TISSUE
DISPENSER

(WITHOUT STOPS) WATER CLOSET, TYP

MEASURED TO TOP
OF TOILET SEAT

TOILET SEAT
COVER
DISPNESER
(WHERE
OCCURS)

FEMININE NAPKIN
DISPOSAL, WHERE

OCCURS

1 11/2" O.C. GRAB
BAR TYP, W/
PEENED FINISH &
250 LBS. CAP
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36" MIN 6" MAX

12"
MAX

24"
MIN

17" MIN
18" MAX

33
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36
" 

M
A

X

44
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M
A

X

19
" 

M
A

X
17

" 
M

IN

2"
 M

A
X

TRANSFER
SIDE

GRAB BAR
TYP

FLUSH VALVE
HANDLE SHALL
BE ON SIDE
AWAY FROM
WALL (WIDE
SIDE), TYP

TOILET SEAT
HEIGHT

WATER
CLOSET, TYP

SIDE ELEVATION OF WATER CLOSET FRONT ELEVATION OF WATER CLOSET

SIDE ELEVATION OF URINALSIDE ELEVATION OF LAVATORY

TOILET -
STANDARD

TOILET - CHILD -
12" HIGH TYP

TOILET -
ACCESSIBLE

URINAL - STANDARD/
ACCESSIBLE

URINAL - CHILD/
ACCESSIBLE

LAVATORY -
ACCESSIBLE

GRAB BARS MULTI-ROLL TOILET
TISSUE DISPENSER

SANITARY NAPKIN
DISPENSER

TOILET SEAT COVER
DISPENSER - RECESSED

SEAT COVER & TOILET
TISSUE DISPENSER

SEAT COVER, TOILET TISSUE &
SANITARY NAPKIN DISPENSER

ALL IN ONE PAPER TOWEL
DISPENSER / TRASH RECEPTICAL

RECESSED - PAPER
TOWEL DISPENSER - TYP

HAND DRYER

SURFACE MOUNTED
SOAP DISPENSER

CHANGING STATION CARE CHILD HARNESS

VENDING MACHINE EMERGENCY TELEPHONE
W/ SCREAM ALERT

DRINKING FOUNTAIN
SEE DETAIL 22 FOR ADD'L INFO

NOTE: FIXTURES SHALL COMPLY WITH CBC 11B; VERIFY DIMENSIONS AS NEEDED.

TO BOTTOM EDGE OF
REFLECTING SURFACE
INSULATE WASTE PIPE,
TYP

URINAL SCREEN

C.L. OF HANDLE
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6" MAX

17
" 

M
IN

18
" 

M
A

X

60
" 

M
IN

 C
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56" MIN

24" MIN

42" MIN 12" MAX

54" MIN

32
" 

M
IN

C
LR

18
" 

M
IN

C
LR

19" MAX

17" MIN

60" MIN

30" X 48" MIN CLR
FLOOR SPACE

FLUSH
ACTIVATOR
ON WIDE SIDE

36" MIN
GRAB BARMIN 60" O.C. CLEAR TURNING

SPACE
PROVIDE A MIN 56"x60"

CLEARANCE ARROUND THE
WATER CLOSET

48"x60" MIN CLEAR SPACE
IN FRONT OF THE WATER

CLOSET

NOTE: TOILET ROOMS SHALL COMPLY WITH CBC SECTION 11B-603 & 11B-604.
      SEE CBC 11B FOR ADDITIONAL POSSIBLE CONFIGURATIONS IF NEEDED.
      PROVIDE PRIVACY DOOR LOCK.
      FOR GRAB BARS, SEE DETAIL 9.
      FOR FIXTURE MOUNTING HEIGHTS, SEE INTERIOR ELEVATIONS & DETAIL 11.

12
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6"
 M

IN

INTERNATIONAL
SYMBOL OF
ACCESSIBLITY
11B-703.7.2.1

INTERNATIONAL
SYMBOL OF TTY
11B-703.7.2.2

VOLUME
CONTROL
TELEPHONE
11B-703.7.2.3

INTERNATIONAL
SYMBOL OF
ACCESS FOR
HEARING
11B-703.7.2.4

PICTOGRAM
FIELD
11B-703.6.1

MEN'S
GEOMETRIC
SYMBOL
11B-703.7.2.6.1

WOMEN'S
GEOMETRIC
SYMBOL
11B-703.7.2.6.2

UNISEX
GEOMETRIC
SYMBOL
11B-703.7.2.6.3

PICTOGRAMS TOILET AND BATHING FACILITIES GEOMETRIC SYMBOLS

ACCESSIBILITY SYMBOLS

NOTE: SIGNS SHALL COMPLY WITH CBC SECTION 11B-216 & 11B-703.

CLEAR FLOOR SPACE PER
DETAIL 18

REFER TO DETAIL 19 FOR
ADD'L INFO.

WALL MOUNTED SIGNAGE TO BE
LOCATED ON LATCH SIDE OF DOOR

LOCATE SIGN
WITHIN 1" OF
C.L. OF DOOR

DOOR
MOUNTED
SIGNAGE PER
DETAIL 1

NOTES: SIGNS SHALL COMPLY WITH CBC SECTION 11B-703.
REFER TO DETAILS 16 TO 20 FOR ADDITIONAL INFORMATION.
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X
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PUSH ACTIVATED DOOR
ACTUATOR  (11B-404.2.7)

NOTES: SIGNS SHALL COMPLY WITH CBC SECTION 1023.9 & 11B-703.
SIGNS SHALL BE PROVIDED AT STAIR LANDINGS ADJACENT TO STAIR DOORS ON THE LATCH SIDE.
REFER TO DETAILS 15-18 & 20 FOR ADDITIONAL INFORMATION.
SIGN SHALL BE IN ADDITION TO THE STAIR FLOOR IDENTIFICATION SIGN PER DETAIL 20.

TACTILE FLOOR IDENTIFICATION SIGN AT DISCHARGE LEVEL (LEVEL 1)

TACTILE FLOOR IDENTIFICATION SIGN LEVEL 2 OR ABOVE

ACCESSIBLE

EXIT DOOR, TO STAIR, AT LEVEL 2 OR ABOVE AS APPLIES
5/8" HIGH X 1/32" THICK LETTERING

INDICATING FLOOR LEVEL AS APPLIES

REFER TO SIGN INFORMATION BELOW FOR
ADDITIONAL INFORMATION

8"X16" FLOOR IDENTIFICATION SIGN
MOUNTED ADJACENT TO DOOR PER DETAIL 15

CORRESPONDING GRADE 2 BRAILLE, TYP.

EXIT DOOR, FROM STAIR, AT LEVEL 1
CORRESPONDING GRADE 2 BRAILLE, TYP.

5/8" HIGH x 1/32" THICK LETTERING INDICATING
FLOOR LEVEL

PROVIDE RAISED "STAR" OF 5/8" O.C. x 1/32"
THICK AT DISCHARGE LEVEL (LEVEL 1)

6"x6" INTERNATIONAL SYMBOL OF ACCESSIBILITY, TYP.
5/8" HIGH x 1/32" THICK PICTORIAL IDENTIFICATION

2" HIGH x 1/32" THICK LETTERING
CORRESPONDING GRADE 2 BRAILLE, TYP.

8"x16" FLOOR IDENTIFICATION SIGN MOUNTED
ADJACENT TO DOOR PER DETAIL 15

ACCESSIBLE

48
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60
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M
A

X

48
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60
 M

A
X

NOTE: SIGNS SHALL COMPLY WITH CBC SECTION 1023.9.
     SIGNS SHALL BE IN ADDITION TO TACTILE IDENTIFICATION SIGN PER DETAIL 19.

18" MIN

EQ EQ

LETTERS DESIGNATING THE
IDENTIFICATION OF THE EXIT 1 1/2"
HIGH MIN. WITH 1/4" MIN. STROKES

LETTERS DESIGNATING THE FLOOR
LEVEL 5" HIGH MIN. WITH 3/4"

STROKES

LETTERS DESIGNATING THE
STAIRWAY'S UPPER TERMINUS 1"

HIGH MIN WITH 1/4" MIN STROKES

LETTERS DESIGNATING THE
STAIRWAY'S UPPER AND LOWER

TERMINUS 1" HIGH MIN WITH 1/4"
STROKES

STAIRWAY IDENTIFICATION SIGN PER CBC SECTION 1023.9 SIGN SHALL BE PROVIDED AT EACH
FLOOR LANDING IN AN INTERIOR EXIT STAIRWAY AND RAMP CONNECTING MORE THAN THREE
STORIES DESIGNATING THE FLOOR LEVELTHE TERMINUS OF THE TOP AND BOTTOM OF THE
INTERIOR EXIT STAIRWAY AND RAMP AND THE IDENTIFICATION OF THE STAIR OR RAMP. THE
SIGNAGE SHALL ALSO STATE THE STORY OF, AND THE DIRECTION TO, THE EXIT DISCHARGE AND
THE AVAILABILITY OF ROOF ACCESS FROM THE INTERIOR EXIT STAIRWAY AND RAMP FOR THE FIRE
DEPARTMENT. THE SIGN SHALL BE LOCATED 5 FEET ABOVE THE FLOOR LANDING IN A POSITION
THAT IS READILY VISIBLE WHEN THE DOORS ARE IN THE OPEN AND CLOSED POSITIONS.
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NOTES: HANDRAILS SHALL COMPLY WITH CBC SECTIONS 1011, 1012, 1014, & 11B-505.
       THE EXTENSIONS OF HANDRAILS SHALL BE IN THE SAME DIRECTION OF THE STAIR FLIGHT AT STAIRWAYS

AND THE RAMP RUNS AT RAMPS.
       PROVIDE EXTENSIONS AS SHOWN EXCEPT WHERE RAILS ARE CONTINUOUS BETWEEN STAIR FLIGHTS.
       HANDRAILS SHALL BE PROVIDED ON EACH SIDE OF STAIR FLIGHTS AND RAMP RUNS.

HANDRAILS AND HANDRAIL EXTENSIONS AT STAIRSHANDRAILS PLACEMENT

HANDRAILS AND HANDRAIL
PLACEMENT AT RAMPS

1 1/2" MIN

1 
1/

2"
 M

IN

M
A

TC
H

 S
TA

IR

RU
N

 H
EI

G
H

T

12" + TREAD

WIDTH

TREAD

WIDTH

36
" 

TY
P

34
" 

M
IN

 T
O

 3
8"

 M
A

X

12" MIN

M
A

TC
H

 S
TA

IR

RU
N

 H
EI

G
H

T

M
A

TC
H

 R
A

M
P

RU
N

 S
LO

PE

36
" 

TY
P

34
" 

M
IN

 T
O

 3
8"

 M
A

X

12" MIN

M
A

TC
H

 R
A

M
P

RU
N

 S
LO

PE

12" MIN

B
O

TT
O

M
 O

F
RA

M
P

TO
P

O
F

RA
M

P

3/
8"

 M
IN

3/
8"

 M
IN

1/
2"

 M
A

X

5/
8"

 M
IN

2"
 M

A
X

 O
F

 U
PP

ER
C

A
SE

 L
ET

TE
R 

"I
"

60
" 

M
A

X

48
" 

M
IN

CORRESPONDING
GRADE 2 BRAILLE

MIN 1/32" RAISED CHARACTERS

SIGNS CONTAINING TACTILE
CHARACTERS SHALL BE LOCATED SO

THAT A CLR. FLOOR SPACE 18"x18"
MIN, CENTER ON THE TACTILE

CHARACTERS IS PROVIDED BEYOND
THE ARC OF THE DOOR SWING

NOTE: SIGNS SHALL COMPLY WITH CBC SECTION 11B-703.
     REFER TO DETAILS 15-17 & 19-20 FOR ADDITIONAL INFORMATION.

TACTILE CHARACTERS ON SIGNS SHALL BE
LOCATED 48 INCHES (1219MM) MINIMUM
ABOVE THE FINISH FLOOR OR GROUND
SURFACE, MEASURED FROM THE BASELINE OF
THE LOWEST BRAILLE CELLS AND 60 INCHES
(1524MM) MAXIMUM ABOVE THE FINISH
FLOOR OR GROUND SURFACE, MEASURED
FROM THE BASELINE OF THE HIGHEST LINE OF
RAISED CHARACTERS

WALL MOUNTED SIGNAGE TO BE LOCATED
ON LATCH SIDE OF THE DOOR. WHERE A
TACTILE SIGN IS PROVIDED AT DOUBLE DOORS
WITH ONE ACTIVE LEAF, THE SIGN SHALL BE
LOCATED ON THE INACTIVE LEAF. WHERE A
TACTILE SIGN IS PROVIDED AT DOUBLE DOORS
WITH TWO ACTIVE LEAFS, THE SIGN SHALL BE
LOCATED TO THE RIGHT OF THE RIGHT HAND
DOOR. WHERE THERE IS NO WALL SPACE AT
THE LATCH SIDE A SINGLE DOOR OR AT THE
RIGHT SIDE OF A SINGLE DOOR, SIGNS SHALL
BE LOCATED ON THE NEAREST ADJACENT
WALL.

NOTE: SIGNS SHALL COMPLY WITH CBC SECTION 11B-703.
     REFER TO DETAIL 10 & 15 FOR ADDITIONAL INFORMATION.

WALL MOUNTED SIGNAGE TO
BE LOCATED ON LATCH SIDE

OF THE DOOR

REFER TO DETAIL 19
FOR ADD'L

INFORMATION

CLEAR FLOOR SPACE
PER DETAIL 18
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PUSH ACTIVATED DOOR
ACTUATOR (11B-404.2.7)

NOTE: SIGNS SHALL COMPLY WITH CBC SECTION 11B-703.
     REFER TO DETAILS 15-16 & 18-20 FOR ADDITIONAL INFORMATION.

RAISED CHARACTER AND BRAILLE
TACTILE EXIT SIGN. LETTERS OF SIGN
SHALL BE 6" HIGH MIN & COMPLY WITH
CBC 1013

TACTILE EXIT SIGNAGE COMPLYING WITH CBC
SECTION 1013 & 11B-703 SHALL BE PROVIDED:
1. ALL GRADE LEVEL EXIT DOORS: SIGN TO
READ "EXIT".
2. ALL EXIT DOORS OF EACH LEVEL THAT LEADS
DIRECTLY TO A  GRADE-LEVEL EXTERIOR EXIT:
SIGN TO READ "EXIT STAIRS UP" OR "EXIT STAIRS
DOWN". LIKEWISE FOR EXIT RAMPS.
3. ALL EXIT DOORS THAT LEADS DIRECTLY TO
GRADE BY MEANS OF AN EXIT ENCLOSURE OR
EXIT PASSAGEWAY: SIGN TO READ "EXIT ROUTE".
4. ALL INTERIOR EXIT ACCESS OF ROOMS OR
AREA TO A CORRIDOR OR HALLWAY: SIGN TO
READ "EXIT ROUTE".
5. EACH EXIT DOOR THROUGH A HORIZONTAL
EXIT: SIGN TO READ "TO EXIT".
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4 RAMP DETAILS

24 TYPICAL WALKING SURFACE

22 DRINKING FOUNTAINS

2 THRESHOLDS & TRANSITIONS

3 DOOR & HARDWARE

6 DOOR & GATE CLEARANCES21 ACCESSIBLE REACH REQUIREMENTS 11 RESTROOM ACCESSORIES MOUNTING HEIGHTS

14 SINGLE ACCOMODATION TOILET ROOM PLAN
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1 SIGNS & PICTOGRAMS
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GRIP LOCK SEISMIC CABLE
BRACING SYSTEM OR EQUAL
WITH BLACK CABLE. SEE
MANUFACTURERS
RECOMMENDED
INSTALLATION REQUIRMENTS

SUSPENDED
PENDANT LIGHT.
SEE REFLECTED
CEILING PLAN

8
AD3.0

CANOPY
CONNECTION
PER MANUF.
SPECS.
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PENDANT LIGHT CONNECTION DETAIL 1/2"=1'-0"

TYP.

PENDANT LIGHT CONNECTION DETAIL NTS

(MANUFACTURER DETAIL - FOR REFERENCE ONLY)

AD3.0

WALL DETAILS
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3"=1'-0"

WALL FRAMING
PER STRUCTURAL

PLYWOOD
SHEATHING

STRUCTURAL BOX RIB - 22 GA.
GALVALUME OVER 2 LAYERS OF
GRADE "D" MIN. BUILDING
PAPER OVER BLDG WRAP

BOX RIB METAL SIDING WALL DETAIL

R-19 INSULATION

5/8" GYP.
BOARD

3"=1'-0"

WALL FRAMING
PER STRUCTURAL

PLYWOOD
SHEATHING

STRUCTURAL BOX RIB - 22 GA.
GALVALUME OVER 2 LAYERS
OF GRADE "D" MIN. BUILDING
PAPER OVER BLDG WRAP

BOX RIB METAL SIDING WALL DETAIL

(E) CONCRETE
WALL

ANCHORAGE
PER STRUCTURAL

SAF FLASHING

J MOLD

R-19 INSULATION

4914
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27
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23

3"=1'-0"

METAL
FRAMING PER
STRUCTURAL PLYWOOD

SHEATHING

S.A.F. EXTEND 6"
PAST CORNERS

OUTSIDE
CORNER TRIM

BOX RIB PANEL OUTSIDE
CORNER DETAIL

STRUCTURAL BOX
RIB - 22 GA.
GALVALUME OVER
2 LAYERS OF
GRADE "D" MIN.
BUILDING PAPER
OVER
COMMERCIAL
WRAP

R-19 INSULATION

J MOLD, TYP.

5/8" GYP.
BOARD

BOX RIB PANEL SCREED DETAIL 3"=1'-0"

2"
 M
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.

12" MIN. S.A.F. O/
BROOM BASE TRIM
BEHIND 2 LAYERS OF
GRADE "D" MIN.
BUILDING PAPER O/
BLDG WRAP

CONC. FOOTING PER
STRUCTURAL

SET BOTTOM
TRACK IN
CONT.
SEALANT

ANCHORAGE,
PER
STRUCTURAL

BROOM BASE TRIM

ADJACENT CONC
WALK (WHERE OCCURS)
SEPARATE FROM
FOOTING
W/ 1/2" FIBER EXP.
JOINT

PLYWOOD SHEATHING
PER STRUCTURAL

STRUCTURAL BOX RIB-
22 GA. GALVALUME
OVER 2 LAYERS OF
GRADE "D" MIN.
BUILDING PAPER OVER
COMMERCIAL WRAP
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