






































































































































































































































Project and Specification No. 24-04 

1.4 INFORMATIONAL SUBMITTALS 

A. Color Matching Certificate: For computer-matched colors. 
B. Product Data - Submit product data sheets for each product 

1.5 QUALITY ASSURANCE 

A. Installer Qualifications: A firm or individual experienced in applying paints and coatings similar in 
material, design, and extent to those indicated for this Project, whose work has resulted in applications 
with a record of successful in-service performance and who possesses a valid California Contractor's 
State License C-33 (Painting and Decorate Contractor's License) issued by the California Contractors 
State Licens Board. 

B. Paint exposed surfaces. If a color of finish, or a surface is not specifically mentioned, City will select 
from standard products, colors and sheens available. 

C. Do not paint prefinished items, concealed surfaces, finished metal surfaces, operating parts, and labels 
unless indicated. 

D. Prior to surface preparation remove existing items/entities including but not limited to thermostats, 
electrical outlets, switch covers, information signs, restrictive signs, regulatory signs, and similar items 
prior to painting. 

After completing painting operations in each space or area, reinstall/ re-attach items/entities/signs using 
workers skilled in the trades involved in their installation. 

E. Protect items and tape off items and equipment attached to building such as security cameras, security 
keycard sensors, automatic door buttons, and equipment that is not easily disconnected prior to 
painting. 

F. Color Matching: Custom computer-match paint colors to colors indicated on Drawings. 

G. Mockups: Prepare mockups of maintenance repainting processes for each type of coating system 
and substrate indicated and each color and finish required to demonstrate aesthetic effects and to 
set quality standards for materials and execution. Duplicate appearance of approved Sample 
submittals. 
1. Surface-preparation mockups using applicable specified methods of cleaning and other surface 

preparation. 

2. Coating mockups to represent surfaces and conditions for application of each type of coating 
system. 

3. Finish surfaces for verification of products, colors and sheens. 

4. Finish area designated by City. 

5. Provide samples that designate primer and finish coats. 

6. Compatibility and Adhesion: Check after one week of drying and curing by testing in 
accordance with ASTM 03359; Adhesion by tape test. If coating system is incompatible, 
additional surface preparation up to and including complete removal may be required. 

7. Do not proceed with remaining work until the City approves the mock-up. 

1.5 WARRANTY 

A. Installer Warranty: 1 Year 

1.6 DELIVERY, STORAGE, HANDLING, AND PROTECTION 

A. Deliver product to site in sealed and well labeled containers. 

B. Container Label: Deliver manufacturer's unopened containers to the work site. Packaging shall bear the 
manufacturer's name, label, and the following list of information. 
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1. Manufacture name 
2. Product name, and type or paint (description). 
3. Coverage 
4. Application, and use instructions. 
5. Surface preparation. 
6. Drying Time 
7. voe content. 
8. Environmental handling, and Clean Up Information. 
9. Batch date.(Lot Number) 
10. Color number. (Brand Code) 
11. Instructions for mixing and reducing. 

C. Storage: Store and dispose of solvent-based materials, and materials used with solvent-based materials, 
in accordance with requirements of local authorities having jurisdiction. 

D. Store materials in an area that is within the acceptable temperature range, per manufacturer's 
instructions. Protect from freezing. 

E. Handling: Maintain a clean, dry storage area, to prevent contamination or damage to the coatings. 

F. Extra Stock: Minimum 2% of each material and color but not less than 1 gallon.5 gallon(s) in original or 
new 1 gallon cans 

1. Color Spot each lid. 
2. Identify with formula, location, product and date. 

1.7. ENVIRONMENTAL REQUIREMENTS 

A Do not apply materials when surface and ambient temperatures are outside the temperature ranges 
required by the paint product manufacturer. 

B. Do not paint when surface or air temperatures are at or below 40 degrees. 

C. Maintain environmental conditions (temperature, humidity, and ventilation) within limits recommended 
by manufacturer for optimum results. Do not install products under environmental conditions outside 
manufacturer's recommended limits. 

PART 2 PRODUCTS 

2.1 PREPARATORY CLEANING MATERIALS 

A Water: Hand wash with tools to avoid contact with hot water to prevent any injury. Pressure washing not 
approved inside the building. 

B. Hot Water: Water heated to a temperature of 140 to 160 deg F. 

C. Detergent Solution: Solution prepared by mixing 2 cups of tetrasodium pyrophosphate (TSPP), 1/2 cup 
of laundry detergent that contains no ammonia, 5 quarts of 5 percent sodium hypochlorite bleach, and 
15 quarts of warm water for every 5 gal. of solution required. 

D. Abrasives for Ferrous Metal Cleaning: Aluminum oxide paper, emery paper, fine steel wool, steel 
scrapers, and steel-wire brushes of various sizes. 

E. Rust Remover: Manufacturer's standard phosphoric acid-based gel formulation, also called "naval 
jelly," for removing corrosion from iron and steel. 

F. Light sandblast/ Blast cleaning: Not approved inside the building. 
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PAINT REMOVERS 

Paste Paint Remover: Manufacturer's standard alkaline paste or gel formulation for removing paint 
from masonry, stone, wood, plaster, or metal as required to suit Project; and containing no 
methylene chloride. 

anufacturer's standard alkaline paste or gel formulation for removing paint from masonry, stone, wood, 
plaster, or metal as required to suit Project; and containing no methylene chloride. 

B. 

A. 

B. 

A. 

1. Provide Submittal 

Low-Odor, Solvent-Type Paste Paint Remover: Manufacturer's standard low-odor, water-rinsable, 
solvent-type paste, gel, or foamed emulsion formulation for removing paint from masonry, stone, 
wood, plaster, or metal as required to suit Project; and containing no methanol or methylene chloride. 
1. Provide Submittal 

PAINT, GENERAL 

Material Compatibility: 

1. Provide materials for use within each paint system that are compatible with one another and 
substrates indicated, under conditions of service and application as demonstrated by 
manufacturer, based on testing and field experience. 

2. For each coat in a paint system, provide products recommended in writing by 
manufacturers of topcoat for use in paint system and on substrate indicated. 

Colors: Match existing and/or Architect Samples (as provided after award). 

PAINT MATERIALS, GENERAL 
Paints and Coatings: 

1. Unless otherwise indicated, provide factory-mixed coatings. When required, mix coatings to 
correct consistency in accordance with manufacturer's instructions before application. Do not 
reduce, thin, or dilute coatings or add materials to coatings unless such procedure is specifically 
described in manufacturer's product instructions. 

2. For opaque finishes, tint each coat including primer coat and intermediate coats, one-half shade 
lighter than succeeding coat, with final finish coat as base color. Or follow manufactures product 
instructions for optimal color conformance. 

B. Primers: Where the manufacturer offers options on primers for a particular substrate, use primer 
categorized as "best" by the manufacturer. 

C. Coating Application Accessories: Provide all primers, sealers, cleaning agents, cleaning cloths, sanding 
materials, and clean-up materials required, per manufacturer's specifications. 

D. Color: Refer to Finish Schedule for paint colors, and as selected. 

E. LEED Requirements: LEED V4 and V4.1 EQ Credit: Indoor Environmental Quality-Low Emitting 
Materials. 

2.5 PAINT MATERIAL MANUFACTURERS 
1. Behr Process Corporation; -: www.behr.com. (Basis of design). 

Substitutions - previously reviewed and approved equals for each type of paint will be 
accepted. 

2.6 PATCHING MATERIALS 

A. Metal-Patching Compound: Two-part, polyester-resin, metal-patching compound; knife-grade 
formulation as recommended in writing by manufacturer for type of metal repair indicated, tooling time 
required for the detail of work, and site conditions. Compound shall be produced for filling metal that 
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has deteriorated from corrosion. Filler shall be capable of filling deep holes and spreading to feather 
edge. 

B. Cementitious Patching Compounds: Cementitious patching compounds and repair materials 
specifically manufactured for filling cementitious substrates and for sanding or tooling prior to 
repainting; formulation as recommended in writing by manufacturer for type of cementitious substrate 
indicated, exposure to weather and traffic, the detail of work, and site conditions. 

C. Gypsum-Plaster Patching Compound: Finish coat plaster and bonding compound according to ASTM 
C842 and manufacturer's written instructions. 

A 

B. 

C. 

D. 

E. 

F. 

G. 

CAULKING MATERIALS 

Interior silicone and/or polyurethane caulk and sealant Color to be reviewed and approved by City and 
shall match existing. 

Vertical joints and surfaces require a non-sag material. 

Precompressed Expanding Sealing Tape 

Horizontal joints require self leveling material as recommended by sealant manufacturer for each 
condition. 

Backer-rod as required for each type of joint. 

Bond Breaker Tape: Pressure sensitive polyethylene tape as required for each type of joint. 

Joint Primer and Sealer: As recommended by sealant manufacturer for each condition. 

PART 3 EXECUTION 

3.1 MAINTENANCE REPAINTING, GENERAL 

A Execution of the Work: In repainting surfaces, disturb them as minimally as possible and as follows: 

1. Remove failed coatings and corrosion and repaint. 
2. Verify that substrate surface conditions are suitable for repainting. 
3. Allow other trades to repair items in place before repainting. 

B. Mechanical Abrasion: Where mechanical abrasion is needed for the work, use gentle methods, such 
as scraping and lightly hand sanding, that will not abrade softer substrates, reducing clarity of detail. 

C. Heat Processes: Do not use torches, heat guns, or heat plates. 

3.2 EXAMINATION 

A. Examine substrates and conditions, with Installer present, for compliance with requirements for 
maximum moisture content and other conditions affecting performance of painting work. Comply with 
paint manufacturer's written instructions for inspection. 

B. Maximum Moisture Content of Substrates: Do not begin application of coatings unless moisture content 
of exposed surface is below the maximum value recommended in writing by paint manufacturer and 
not greater than the following maximum values when measured with an electronic moisture meter 
appropriate to the substrate material: 

1. Concrete: (Paint Manufacture Recommendations) 
2. Stucco: (Paint Manufacture Recommendations) 
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C. Alkalinity: Do not begin application of coatings unless surface alkalinity is within range 
recommended in writing by paint manufacturer. Conduct alkali testing with litmus paper on 
exposed plaster, cementitious, and masonry surfaces. 

D. MPI Degree of Surface Degradation (DSD) Levels 

i. DSD 0 - this is essentially a sound surface or a previous coating where there is no damage 
to the surface. 

ii. DSD 1 - this is a "slight'' degree of surface degradation 

iii. DSD 2 - this is a "moderate" degree of surface degradation 

iv. DSD 3 - this is a "severe" degree of surface degradation 

v. DSD 4 - this is essentially an "unsound" surface 

E. Do not begin installation until substrates have been properly prepared; notify City of 
unsatisfactory conditions before proceeding. 

F. Proceed with work only after conditions have been corrected and approved by all parties, 
otherwise application of coatings will be considered as an acceptance of surface conditions. 

G. Previously Painted Surfaces: Verify that existing painted surfaces do not contain lead based 
paints, notify City immediately if lead based paints are encountered. 

3.3 PREPARATORY CLEANING 
A. General: Surfaces shall be dry and in sound condition. Remove oil, dust, dirt, loose rust, peeling paint or 

other contamination to ensure good adhesion. 
1. Clean off existing mildew, algae, moss, plant material, loose paint, grease, dirt, and other debris 

by scrubbing with bristle brush or sponge and detergent solution. 
2. Remove mildew before painting by washing. Wear protective glasses or goggles, waterproof 

gloves, and protective clothing. Quickly wash off any of the cleaning mixture that comes in 
contact with your skin. Scrub mildewed areas with mildewcide cleaner. Rinse with water applied 
by clean rags or sponges. Prior to attempting to remove mildew, it is recommended to test any 
cleaner on a small, inconspicuous area prior to use. Bleach and bleaching type cleaners may 
damage or discolor existing paint films. Bleach alternative cleaning solutions are advised. Should 
bleach be warranted and approved, start with a solution of 1 part liquid household bleach and 3 • 
parts of warm water. Apply solution and scrub the mildewed area. Allow solution to remain on the 
surface for 10 minutes. Rinse thoroughly with clean water and allow surface to dry before 
painting. Do not add detergents or ammonia to the bleach/water solution. 

3. Remove items including but not limited to thermostats, electrical outlets, switch covers, 
information signs, restrictive signs, and similar items prior to painting. After completing painting 
operations in each space or area, reinstall items removed using workers skilled in the trades 
involved. 

B. Aluminum: Remove all oil, grease, dirt, oxide and other foreign material by cleaning per SSPC-SP1 , 
Solvent Cleaning. 

C. Block (Cinder and Concrete): Remove all loose mortar and foreign material. Surface must be free of 
laitance, concrete dust, dirt, form release agents, moisture curing membranes, loose cement, and 
hardeners. Concrete and mortar must be cured at least 30 days at 75 degrees F (24 degrees C). The 
pH of the surface should be between 6 and 9 unless the products are designed to be used in high pH 
environments. On tilt-up and poured-in-place concrete, commercial detergents and abrasive blasting 
may be necessary to prepare the surface. Fill bug holes, air pockets, and other voids with a cement 
patching compound. 

D. Concrete, SSPC-SP13 or NACE 6: This standard gives requirements for surface preparation of concrete 
by mechanical, chemical, or thermal methods prior to the application of bonded protective coating or 
lining systems. The requirements of this standard are applicable to all types of cementitious surfaces 
including cast-in-place concrete floors and walls, precast slabs, masonry walls, and shotcrete surfaces. 
An acceptable prepared concrete surface should be free of contaminants, laitance, loosely adhering 
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concrete, and dust, and should provide a sound, uniform substrate suitable for the application of 
protective coating or lining systems. 

E. Cement Composition Siding/Panels: Remove all surface contamination by washing with an appropriate 
cleaner, rinse thoroughly and allow to dry. Existing peeled or checked paint should be scraped and 
sanded to a sound surface. Hand wash and clean, if needed, to remove all dirt, dust, grease, oil, loose 
particles, laitance, foreign material, and peeling or defective coatings. Allow the surface to dry 
thoroughly. The pH of the surface should be between 6 and 9 unless the products are designed to be 
used in high pH environments. 

F. Copper and Stainless Steel: Remove all oil, grease, dirt, oxide and other foreign material by cleaning per 
SSPC-SP 2, Hand Tool Cleaning. 

G. Exterior Composition Board (Hardboard): Some composition boards may exude a waxy material that must 
be removed with a solvent prior to coating. Whether factory primed or unprimed, exterior composition 
board siding (hardboard) must be cleaned thoroughly and primed with an alkyd primer. 

H. Drywall - Exterior: Must be clean and dry. All nail heads must be set and spackled. Joints must be taped 
and covered with a joint compound. Spackled nail heads and tape joints must be sanded smooth and 
all dust removed prior to painting. Exterior surfaces must be spackled with exterior grade compounds. 

I. Drywall - Interior: Must be clean and dry. All nail heads must be set and spackled. Joints must be taped 
and covered with a joint compound. Spackled nail heads and tape joints must be sanded smooth and 
all dust removed prior to painting. 

J. Galvanized Metal: Clean per SSPC-SP1 using detergent and water or a degreasing cleaner to remove 
greases and oils. Apply a test area, priming as required. Allow the coating to dry at least one week 
before testing. If adhesion is poor, Brush Blast per SSPC-SP16 is necessary to remove these 
treatments. 

K. Plaster: Must be allowed to dry thoroughly for at least 30 days before painting unless the products are 
designed to be used in high pH environments. Room must be ventilated while drying; in cold, damp 
weather, rooms must be heated. Damaged areas must be repaired with an appropriate patching 
material. Bare plaster must be cured and hard. Textured, soft, porous, or powdery plaster should be 
treated with a solution of 1 pint household vinegar to 1 gallon of water. Repeat until the surface is hard, 
rinse with clear water and allow to dry. 

L. Steel: Structural, Plate, And Similar Items: Should be cleaned by one or more of the surface preparations 
described below. These methods are used throughout the world for describing methods for cleaning 
structural steel. Visual standards are available through the Society of Protective Coatings. A brief 
description of these standards together with numbers by which they can be specified follow. 

1. Solvent Cleaning, SSPC-SP1: Solvent cleaning is a method for removing all visible oil, grease, 
soil, drawing and cutting compounds, and other soluble contaminants. Solvent cleaning does 
not remove rust or mill scale. Change rags and cleaning solution frequently so that deposits of 
oil and grease are not spread over additional areas in the cleaning process. Be sure to allow 
adequate ventilation. 

2. Hand Tool Cleaning, SSPC-SP2: Hand Tool Cleaning removes all loose mill scale, loose rust, 
and other detrimental foreign matter. It is not intended that adherent mill scale, rust, and paint 
be removed by this process. Before hand tool cleaning, remove visible oil, grease, soluble 
welding residues, and salts by the methods outlined in SSPC-SP1. 

3. Power Tool Cleaning, SSPC-SP3: Power Tool Cleaning removes all loose mill scale, loose rust, 
and other detrimental foreign matter. It is not intended that adherent mill scale, rust, and paint 
be removed by this process. Before power tool cleaning, remove visible oil, grease, soluble 
welding residues, and salts by the methods outlined in SSPC-SP1. 

4. Power Tool Cleaning to Bare Metal, SSPC-SP11: Metallic surfaces that are prepared according 
to this specification, when viewed without magnification, shall be free of all visible oil, grease, 
dirt, dust, mill scale, rust, paint, oxide corrosion products, and other foreign matter. Slight 
residues of rust and paint may be left in the lower portions of pits if the original surface is 
pitted. Prior to power tool surface preparation, remove visible deposits of oil or grease by any 
of the methods specified in SSPC-SP1, Solvent Cleaning, or other agreed upon methods. 

5. Hand washing for Steel and Other Hard Materials: SSPC-SP12 or NACE 5: This standard 
provides requirements for the use of high- and ultra-high pressure water jetting to achieve 
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various degrees of surface cleanliness. This standard is limited in scope to the use of water 
only without the addition of solid particles in the stream. 

M. Stucco: Must be clean and free of any loose stucco. If recommended procedures for applying stucco are 
• followed, and normal drying conditions prevail, the surface may be painted in 30 days. The pH of the 
surface should be between 6 and 9 unless the products are designed to be used in high pH 
environments such as Loxon. 

N. Wood: Must be clean and dry. Prime and paint as soon as possible. Knots and pitch streaks must be 
scraped, sanded, and spot primed before a full priming coat is applied. Patch all nail holes and 
imperfections with a wood filler or putty and sand smooth. 

0. General: Use the gentlest, appropriate method necessary to clean surfaces in preparation for painting. 
Clean all surfaces, corners, contours, and interstices. 

P. Detergent Cleaning: Wash surfaces by hand using clean rags, sponges, and bristle brushes. Scrub 
surface with detergent solution and bristle brush until soil is thoroughly dislodged and can be removed 
by rinsing. Use small brushes to remove soil from joints and crevices. Dip brush in solution often to 
ensure that adequate fresh detergent is used and that surface remains wet. Rinse with water applied by 
clean rags or sponges. 

Q. Solvent Cleaning: Use solvent cleaning to remove oil, grease, smoke, tar, and asphalt from painted or 
unpainted surfaces before other preparation work. Wipe surfaces with solvent using clean rags and 
sponges. If necessary, spot-solvent cleaning may be employed just prior to commencement of paint 
application, provided enough time is allowed for complete evaporation. Use clean solvent and clean 
rags for the final wash to ensure that all foreign materials have been removed. Do not use solvents, 
including primer thinner and turpentine, that leave residue. 

A. 

PAINT REMOVAL 

General: Remove paint where indicated. Where cleaning methods have been attempted and further 
removal of the paint is required because of incompatible or unsatisfactory surfaces for repainting, 
remove paint to extent required by conditions. 

1. Brushes: Use brushes that are resistant to chemicals being used. 

a. Metal Substrates: If using wire brushes on metal, use brushes of same metal 
composition as metal being treated. 

b. Wood Substrates: Do not use wire brushes. 

2. Spray Equipment: Not authorized to use on this project. 

B. Paint Removal with Hand Tools: Remove paint manually using hand-held scrapers, wire 
brushes, sandpaper, and metallic wool as appropriate for the substrate material. 

3.5 SUBSTRATE REPAIR 

A. General: Repair substrate surface defects that are inconsistent with the surface appearance of 
adjacent materials and finishes. 

B. Wood Substrate: 

C. 

1. Repair wood defects including dents and gouges more than 1/8 inch in size and all holes and 
cracks by filling with wood-patching compound and sanding smooth. Reset or remove protruding 
fasteners. 

2. \/Vhere existing paint is allowed to remain, sand irregular buildup of paint, runs, and sags to 
achieve a uniformly smooth surface. 

Gypsum-Plaster and Gypsum-Board Substrates: 
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1. Repair defects including dents and chips more than [1/4 inch] in size and all holes and 
cracks by filling with gypsum-plaster patching compound and sanding smooth. Remove 
protruding fasteners. 

2. Rout out surface cracks to remove loose, unsound material; fill with patching compound and 
sand smooth. 

D. Stucco/Plaster: 

1. Repair defects including dents and chips more than [1/4 inch] in size and all holes and 
cracks by filling with Stucco patching compound and finish to match adjacent stucco 
texture. Remove protruding fasteners. 

2. Rout out surface cracks to remove loose, unsound material; fill with patching compound and 
finish to match adjacent stucco texture. 

3.6 PAINT APPLICATION, GENERAL 

A Prepare surfaces to be painted according to the Surface-Preparation Schedule and with 
manufacturer's written instructions for each substrate condition. 

B. Apply all coatings and materials with the manufacturer's specifications in mind. Mix and thin 
coatings according to manufacturer's recommendations. 

C. Do not apply to wet or damp surfaces. Wait at least 30 days before applying to new concrete or 
masonry. Or follow manufacturer's procedures to apply appropriate coatings prior to 30 days. 
Test new concrete for moisture content. Wait until wood is fully dry after rain or morning fog or 
dew. 

D. Apply coatings using methods recommended by manufacturer. 

E Uniformly apply coatings without runs, drips, or sags, without brush marks, and with consistent 
sheen. 

F. Apply coatings at spreading rate required to achieve the manufacturers recommended dry film 
thickness. 

G. Regardless of number of coats specified, apply as many coats as necessary for complete hide, 
and uniform appearance. 

H. Inspection: The coated surface must be inspected and approved by the City just prior to the 
application of each coat. 

I. Apply a transition coat over incompatible existing coatings. 

J. Metal Substrate: Stripe paint corners, crevices, bolts, welds, and sharp edges before applying full 
coat. Apply two coats to surfaces that are inaccessible after completion of the Work. Tint stripe coat 
different than the main coating and apply with brush. 

K. Blending Painted Surfaces: When painting new substrates patched into existing surfaces or touching 
up missing or damaged finishes, apply coating system specified for the specific substrate. Apply final 
finish coat over entire surface from edge to edge and corner to corner. 

L. Where adjacent sealant is to be painted, do not apply finish coats until sealant is applied. 

M. Apply each coat to uniform appearance. Apply each coat of paint slightly darker than preceding coat 
unless otherwise approved 

N. Vacuum clean surfaces of loose particles. Use tack cloth to remove dust particles just prior to applying 
next coat. 
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0. Stipple all edges and corners to conceal brush marks. 

P. Paint entire trim element with like color. Painting of faces only is unacceptable. Trim surfaces must be 
wrapped with the trim color and not "faced off' or "Hollywooded". 

A 

A 

B. 

C. 

D. 

E. 

F. 

A. 

FIELD QUALITY CONTROL 

Manufacturer's Field Service: Engage paint-remover manufacturer's factory-authorized service 
representative for consultation and Project-site inspection and to provide on-site assistance when 
requested by City. 

CLEANING AND PROTECTION 

At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from Project 
site. 

Collect waste material which may constitute a fire hazard, place in closed metal containers, and 
remove daily from site. 

Protect work of other trades against damage from paint application. Correct damage to work of other 
trades by cleaning, repairing, replacing, and refinishing, as approved by City representative, and leave 
in an undamaged condition. 

At completion of construction activities of other trades, touch up and restore damaged or 
defaced painted surfaces. 

Protect finished coatings from damage until completion of project. 

Touch up damaged coatings after substantial completion, following manufacturer's 
recommendation for touch up or repair of damaged coatings. Repair any defects that will hinder 
the performance of the coatings. 

SURFACE-PREPARATION SCHEDULE 

General: Before painting, prepare surfaces where indicated on Drawings for painting according to 
applicable requirements specified in this schedule. 

1. Examine surfaces to evaluate each surface condition according to paragraphs below. 
2. Where existing degree of soiling prevents examination, preclean surface and allow it to dry 

before making an evaluation. 
3. Repair substrate defects according to "Substrate Repair" Article. 

B. Surface Preparation for MPI DSD O Degree of Surface Degradation: 

1. Surface Condition: Existing paint film in good condition and tightly adhered. 
2. Paint Removal: Not required. 
3. Preparation for Painting: Wash surface by detergent cleaning; use solvent cleaning where 

needed. Roughen or degloss cleaned surfaces to ensure paint adhesion according to paint 
manufacturer's written instructions. 

C. Surface Preparation for MPI DSD 1 Degree of Surface Degradation: 

1. Surface Condition: Paint film cracked or broken but adhered. 
2. Paint Removal: Scrape by hand-tool cleaning methods to remove loose paint until only tightly 

adhered paint remains. 
3. Preparation for Painting: Wash surface by detergent cleaning; use other cleaning methods for 

small areas of bare substrate if required. Roughen, degloss, and sand the cleaned surfaces to 
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ensure paint adhesion and a smooth finish according to paint manufacturer's written 
instructions. 

D. Surface Preparation for MPI DSD 2 Degree of Surface Degradation: 

1. Surface Condition: Paint film loose, flaking, or peeling. 
2. Paint Removal: Remove loose, flaking, or peeling paint film by hand-tool or chemical paint­

removal methods. 
3. Preparation for Painting: Wash surface by detergent cleaning; use solvent cleaning where 

needed. Use other cleaning methods for small areas of bare substrate if required. Sand surfaces 
to smooth remaining paint film edges. Prepare bare cleaned surface to be painted according to 
paint manufacturer's written instructions for substrate construction materials. 

E. Surface Preparation for MPI DSD 3 Degree of Surface Degradation: 

1. Surface Condition: Paint film severely deteriorated and surface indicated to have paint 
completely removed. 

2. Paint Removal: Completely remove paint film by hand-tool or chemical paint-removal 
methods. Remove rust. 

3. Preparation for Painting: Prepare bare cleaned surface according to paint manufacturer's written 
instructions for substrate construction materials. 

F. Surface Preparation for MPI DSD 4 Degree of Surface Degradation: 

1. Surface Condition: Missing material, small holes and openings, and deteriorated or 
corroded substrate. 

2. Substrate Preparation: Repair, replace, and treat substrate according to "Substrate Repair" 
Article and requirements in other Specification Sections. 

3. Preparation for Painting: Sand substrate surfaces to smooth remaining paint film edges and 
prepare according to paint manufacturer's written instructions for substrate construction 
materials. Remove rust. 

4. Painting: Paint as required for MPI DSD 2 degree of surface degradation. 

PART 4 - PAINT SYSTEMS-

A. PAINT COLORS 
1. Plaster - Provide color samples based on provided renderings or to match existing 
2. Concrete - Provide color samples based on provided renderings or to match existing 
3. Metal - Provide color samples based on provided renderings or to match existing 

B. CAULK COLORS 
1. Caulk - Provide color samples to match existing 

END OF SECTION 090190.52 
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SECTION 040110- MASONRY CLEANING 

PART 1 GENERAL 

1.1 SUMMARY 

A. Section includes Masonry Unit Brick Surfaces 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.4 QUALITY ASSURANCE 

A. Mockups: Prepare mockups of cleaning on existing surfaces to demonstrate aesthetic effects and to set 
quality standards for materials and execution. 

1. Cleaning: Clean an area approximately 25 sq. ft. for each type of masonry and surface 
condition. 

2. Test cleaners and methods on samples of adjacent materials for possible adverse reactions. 
Do not test cleaners and methods known to have deleterious effect. 

PART 2 PRODUCTS 

2.1 CLEANING MATERIALS 

A. Water: Potable 

B. Hot Water: Water heated to a temperature of 140 to 160 deg F. 

C. Detergent Solution, Job Mixed: Solution prepared by mixing 2 cups of tetrasodium pyrophosphate 
(TSPP), 1/2 cup of laundry detergent, and 20 quarts of hot water for every 5 gal. of solution required. 

D. Approved environmentally sensitive cleaning product. 

PART 3 EXECUTION 

3.1 PROTECTION 

A. Comply with each manufacturer's written instructions for protecting building and other surfaces against 
damage from exposure to its products. Prevent paint removers and chemical cleaning solutions from 
coming into contact with people, motor vehicles, landscaping, buildings, and other surfaces that could 
be harmed by such contact. 

1. Cover adjacent surfaces with materials that are proven to resist paint removers and cleaning 
materials used unless products being used will not damage adjacent surfaces. Use protective 
materials that are waterproof and UV resistant. Apply masking agents according to 
manufacturer's written instructions. Do not apply liquid strippable masking agent to painted or 
porous surfaces. When no longer needed, promptly remove masking to prevent adhesive 
staining. 

3.2 CLEANING MASONRY, GENERAL 

A. Cleaning Appearance Standard: Cleaned surfaces are to have a uniform appearance as viewed from 20 
feet away by City representative. 

B. Proceed with cleaning in an orderly manner; work from top to bottom of each scaffold width and from 
one end of each elevation to the other. Ensure that dirty residues and rinse water do not wash over dry, 
cleaned surfaces. 
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C. Use cleaning methods appropriate for masonry material and location. 

1. Brushes: Do not use wire brushes or brushes that are not resistant to cleaning material being 
used. 

2. Spray Equipment: Use spray equipment that provides controlled application at volume and 
pressure indicated, measured at nozzle. Adjust pressure and volume to ensure that cleaning 
methods do not damage surfaces, including joints. 

a.Equip units with pressure gages. 

b. For chemical-cleaner spray application, use low-pressure tank or chemical pump 
suitable for chemical cleaner indicated, equipped with nozzle having a cone-shaped 
spray. 

c. For water-spray application, use fan-shaped spray that disperses water at an angle of 
25 to 50 degrees. 

d. For heated water-spray application, use equipment capable of maintaining temperature 
between 140 and 160 deg Fat flow rates indicated. 

D. Perform each cleaning method indicated in a manner that results in uniform coverage of all surfaces, 
including corners, moldings, and interstices, and that produces an even effect without streaking or 
damaging masonry surfaces. Keep wall wet below area being cleaned to prevent streaking from runoff. 

E. Perform additional general cleaning, paint and stain removal, and spot cleaning of small areas that are 
noticeably different when viewed according to the "Cleaning Appearance Standard" Paragraph, so that 
cleaned surfaces blend smoothly into surrounding areas. 

F. Water-Spray Application Method: Unless otherwise indicated, hold spray nozzle at least 6 inches from 
masonry surface and apply water in horizontal back-and-forth sweeping motion, overlapping previous 
strokes to produce uniform coverage. 

G. Rinse off any chemical residue and soil by working upward from bottom to top of each treated area at 
each stage or scaffold setting. Periodically during each rinse, test pH of rinse water running off of 
cleaned area to determine that chemical cleaner is completely removed. 

1. As required apply neutralizing agent and repeat rinse if necessary to produce tested pH of 
between 6.7 and 7.5. 

3.3 PRELIMINARY CLEANING 

A Preliminary Cleaning: Before beginning general cleaning, remove extraneous substances that are 
resistant to planned cleaning methods. Extraneous substances include paint and calking. 

1. Carefully remove heavy accumulations of rigid materials from masonry surface with sharp chisel. 
Do not scratch or chip masonry surface. 

2. Remove paint and calking to be replaced with alkaline paint remover. 

a. Repeat application up to two times if needed. 

3.4 CLEANING MASONRY 

A Detergent Cleaning: 

1. Wet surface with cold water applied by hand tools. 

2. Scrub surface with detergent solution using medium soft brushes until soil is thoroughly 
dislodged and can be removed by rinsing. Use small brushes to remove soil from mortar joints 
and crevices. Dip brush in solution often to ensure that adequate dresh detergent is used and 
that surface remains wet. 

3. Rinse with cold water applied by low to medium pressure spray to remove detergent solution 
and soil. 

4. Repeat cleaning procedure above where required to produce cleaning effect established by 
mockup. 

END OF SECTION 
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SECTION F 

MODIFICATIONS TO STANDARD SPECIFICATIONS 

PART2 
CONSTRUCTION MATERIALS 

(No Addtions or Modifications) 

PART3 
CONSTRUCTION METHODS 

(No Addtions or Modifications) 

PART4 
EXISTING IMPROVMENTS 

SECTION 400 - PROTECTION AND RESTORATION 

400-1 GENERAL 

[Add the following:]. 

400-1.1 DRAINAGE CONTROL : RESPONSIBILITES 

The CONTRACTOR shall be responsible for any damage to any portion of the work 
occasioned by failure to provide proper drainage control prior to the completion and 
acceptance of the work. 

400-1.2 DRAINAGE CONTROL : EXCAVATION DEWATERING REQUIREMENTS 

Unless otherwise directed in these specifications, the CONTRACTOR shall provide and 
maintain ample means and devices with which to promptly remove and properly dispose of 
water entering the excavations or other parts of the work at all times during construction. 
Dewatering shall be accomplished by methods which will ensure a dry excavation and 
preservation of the final lines and grades of the bottoms of excavations. The methods may 
include sump pumps, deep wells, well points, suitable rock or gravel placed below the required 
bedding for draining and pumping purposes, temporary pipelines, and other means. 
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Standby pumping equipment shall be on the job site. A minimum of one standby unit shall be 
available for immediate installation should any well unit fail. The design and installation of well 
points or deep wells shall be suitable for the accomplishment of the work. Drawings or details 
indicating the proposed dewatering system shall be submitted to the CITY for review. 

The CONTRACTOR shall dispose of the water from the work in a suitable manner without 
damage to adjacent property. 

Conveyance of the water shall be such as to not interfere with traffic flow or treatment facilities 
operations. No water shall be drained into work built or under construction without prior 
consent of the ENGINEER. 

Water drained from any facilities shall comply with local agency and health department 
requirements including declorinating any water prior to discharge. 

Water shall be disposed of in such a manner as not to be a menace to the public health and 
such disposal shall be performed in accordance with Environmental Protection Agency and 
State Water Quality Control Board standards (NPDES permit). Any testing and reports 
required under NPDES permit shall be performed by the CONTRACTOR and submitted to the 
appropriate agency for approval at no additional cost to the CITY. 

400-1.3 CLEAN-UP AND DUST CONTROL 

All surplus materials and waste debris shall be removed from the site of the work within five (5) 
days after completion of the work causing the surplus materials. 

Contractor shall utililized misting or water spray as means of dust control during construction. 

Failure of the CONTRACTOR to comply with the ENGINEER'S clean-up dust control orders 
may result in an order to suspend work until the condition is corrected and, after giving notice 
to the CONTRACTOR, the ENGINEER may order the condition corrected by others. All costs 
thus incurred shall be deducted from the amount to be paid to CONTRACTOR. No additional 
compensation will be allowed as a result of such suspension. 

No separate payment will be made for any work performed nor material used to control dust 
resulting from CONTRACTOR's performance of the work or from public traffic, either inside or 
outside the right-of-way. Full compensation for such dust control will be considered to be 
included in the prices paid for the various items of work involved. 

SECTION 402 - UTILITIES 

402-1 LOCATION 

402-1.1 General 

[Add the following:]. 

Locations of utilities shown on plans are approximate only and are based on a search of 
available records. 
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Attention is directed to the possibility of utility mains or laterals within the project limits. The 
CONTRACTOR shall have the locations of the various utility facilities within reconstruction 
areas marked on the surface prior to construction and protect them during the removal and 
reconstruction procedures. The CONTRACTOR shall contact the City Transportation Services 
Department to locate traffic signal conduit within the reconstruction areas. 

Prior to commencing any other work, CONTRACTOR shall carefully excavate and determine 
precise locations and depths of all utilities, including service connections, shown on the plans 
and marked in the field, which may affect or be affected by CONTRACTOR's operations. This 
work shall be done in accordance with Section 402-1.1 of the Standard Specifications. 
CONTRACTOR shall not be compensated for any delays or extra work brought about by his 
failure to perform the above-mentioned work. CONTRACTOR shall be responsible for any 
damage to existing utilities shown on the plans pursuant to its location operations as required 
under this subsection of the Standard Specifications. 

Upon completion of the Project, the CONTRACTOR shall be required to remove, to the 
satisfaction of the ENGINEER, all utility locator markings and utility tie-out paint markings that 
either the CONTRACTOR, the CITY or utility companies make during the course of the work 
from the surfaces of sidewalks, driveway approaches, curb and gutters, using the removal 
method acceptable to the ENGINEER. Any damage to the existing improvements due to 
CONTRACTOR'S removal operation, shall be included in the various applicable items of work, 
and no additional compensation will be allowed therefor. 

The CONTRACTOR shall notify owners of the utility. companies at least two (2) working days 
in advance of any work (See Subsection 402-4 of these Special Provisions for utility contact 
information). 

402-1.2 Payment 

[Replace with the following:]. 

Payment for utility location by the CONTRACTOR shall be included in the bid prices for the 
various items of work requiring utility location and no further compensation will be allowed. 

402-2 PROTECTION 

[Add the following:]. 

The CONTRACTOR shall be responsible for protecting and supporting all existing utilities and 
maintaining the location of and access to all gate valves during construction. When damage to 
existing utilities is caused by the CONTRACTOR's opei'ations, the CONTRACTOR shall, at his 
expense, repair or replace damaged facilities promptly, in accordance with all applicable 
sections of the Standard Specifications and the standards of each affected utility. Should the 
CONTRACTOR fail to perform the required repairs or replacements, the cost of performing 
such repairs or replacement by others shall be deducted from any monies due or to become 
due the CONTRACTOR. 

402-2.1 Payment 

Payment for utility protection by the CONTRACTOR shall be included in the bid prices for the 
various items of work requiring utility protection and no further compensation will be allowed. 
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402-4 RELOCATION 

[Add the following:]. 

Any miscellaneous utilities to be relocated by the CONTRACTOR, as indicated on the Plans, 
shall be relocated in a workmanlike manner, and all such work shall be done only at such 
times which are acceptable to the utility owner. The CONTRACTOR shall schedule its 
relocation work in cooperation with the utility owner and shall be responsible for any costs 
resulting from the CONTRACTOR's failure to do the work at times which are acceptable to the 
owner. The CONTRACTOR shall notify owners of the following companies at least two (2) 
working days in advance of any work: 

AT&T (right-of-way) Cost Mesa Sanitary District 
Valentina Gipson Javier Ochiqui, Management Analyst 
3939 E Coronado St, Rm 2030 290 Paularino Avenue 
Anaheim, CA 92807 Costa Mesa, CA 92626 
(o) 714-618-9132 ( o) 949-645-8400 
Email: vk3921@att.com Email: jochigui@cmsdca.gov 

AT&T Cost Mesa Sanitary District 
Rhonda Clary-Byers (engineer for Costa Mesa) Marc Esquer, District Engineer 
or Doug DiPaolo 290 Paularino Avenue 
3939 E. Coronado St. Costa Mesa, CA 92626 
Anaheim, CA 92807 ( o) 949-645-8400 
(o) 714-618-9116 Email: mesguer@cmsdca.gov 
(o) 714-618-9125 
Email: rc1315@att.com 
Email: dd2634@att.com 

Mesa Water District Mesa Water District 
Phil Lauri, Assistant General Manager Mark Pelka, Engineer 
1965 Placentia Ave. (inter-office mail okay) 1965 Placentia Ave. (inter-office mail okay) 
Costa Mesa, CA 92627 Costa Mesa, CA 92627 
(o) 949-207-5449 (o) 949-207-5449 
(c) 949-631-1200 (24-hour) (c) 949-631-1200 (24-hour) 
Email: ghill@.mesawater.org Email: MarkP@mesawater.org 

Mpower Communications, Inc. Costa Mesa Sanitation District 
Mark Denning Nabila Guzman, Construction Notices 
2698 White Road 290 Paularino Avenue 
Irvine, CA 92614 Costa Mesa, CA 92626 
( o) 949-864-0296 (o) 949-645-8400, ext. 230 
(c) 949-547-6455 Email: nguzman@cmsdca.gov 
Email: mdenning@telegacific.com 

Orange County Sanitation District (OCSD) Orange County Water District (OCWD) 
Rudy Davila Chris Olsen 
P.O. Box 8127 P.O. Box 8300 
Fountain Valley, CA 92728 Fountain Valley, CA 92728 
(o) 714-593-7348 (o) 714-378-3200 
(c) 714-593-3301 (24-hour) (c) 714-378-3240 (24-hour) 
Email: RDavila@ocsd.com Email: colsen@ocwd.com 

Email: utilittreguest@ocwd.com 
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Irvine Regional Water District CA Regional Water Quality - Santa Ana Region 
Brad Jackson (Area Construction Inspector) Mark Smythe 
15600 Sand Canyon Ave. 3737 Main St., Suite 500 
Irvine, CA 92618 Riverside, CA 92501 
(o) 949-632-0627 (o) 951-782-4130 
(p) 949-729-7300 (24-hour) (c) 951-543-8523 
Email: jackson@irwd.com Email: msmythe@waterboards.ca.gov 

Irvine Ranch Water Dist. - Development Services* Irvine Regional Water District 
Christian Kessler, P.E. Kelly Lew 
15600 Sand Canyon Ave. 15600 Sand Canyon Ave. 
Irvine, CA 92618 Irvine, CA 92618 
(o) 949-453-5300 ( o) 949-453-5586 
(p) 949-453-5441 (p) 949-729-7300 (24-hour) 
Email: kessler@irwd.com Email: lew@irwd.com 
*utility requests 

Metropolitan Water District of So. California SCE (Senior Compliance) 
Civil Engineering Substructures Section Susan Morgan 
Shoreh Zareh (o) 909-835-7527 
P.O. Box 54153 (c) 909-835-7527 
Los Angeles, CA 90054 
(o) 213-217-7474 SCE (Service Planner - Orange Coast S/C) 
(c) 626-844-561 0 (24-hour) Monica Balderas 
Email: szareh@mwdh2o.com 7333 Balsa Ave. 

Westminster, CA 92683 
Metropolitan Water District of So. California (o) 714-329-2778 
Civil Engineering Substructures Section Email: monica.balderas@sce.com 
Kieran Callanan 
P.O. Box 54153 Email: susan.morgan@sce.com 
Los Angeles, CA 90054 *No pre-construction meeting notices BUT Susan 
(o) 213-217-7474 Morgan and Monica Balderas would like to attend 
(c) 626-844-561 0 (24-hour) all UTILITY MEETINGS and be made aware of 
Email: kcallanan@mwdh2o.com any fee schedule changes. 

SCE (Base Maps) SCE (Service Planner 1 - Orange Coast S/C) 
Kimberly Gurule Nick Mukanos 
1444 E. McFadden Ave., Bldg. "D" 7333 Balsa Ave. 
Santa Ana, CA 92705 Westminster, CA 92683 
(o) 714-796-9932 (o) 714-895-0210 
Email: maprequests@sce.com* Email: nick.mukanos@sce.com 
*No pre-construction meeting notices to this 
address - map requests ONLY. 

SCE (Utility Notice Requests) SCE (Service Planner 2- Orange Coast S/C) 
Kasy Chapman Damon Humphrey 
7333 Balsa Ave. 7333 Balsa Ave. 
Westminster, CA 92683 Westminster, CA 92683 
(o) 714-895--0109 (o) 714-895-0534 
(c) 800-611-1911 (24-hour) Email: damon.humi;ihrey@sce.com 
Email: kasey.chagman@sce.com 

Southern California Gas Co. (Transmission) *Reminder* 
P.O. Box 2300 After facilities are identified on the plans, send the 
Chatsworth, CA 91313-2300 plans to Gail Gardner, and she will forward to 
(o) 818-701-4546 SCE's planning department. 
Email: SoCalGasTransmissionUtilityReguest@ 
semgrautilities.com Send to: gail.gardner@sce.com 
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Southern California Gas Co. Southern California Gas Co. 
Alfredo Gutierrez, franchise planner Wilson Baldelomar 
(o) 213-231-7515 P.O. Box 3334, SC8321 
Email: Agutierrez9(@.socalgas.com Anaheim, CA 92803 

(o) 714-634-5091 
(p) 800-603-7060 (24-hour) 
Email: wbaldelomar@semi;irautilities.com 

XO Communications XO Communications 
Matt Bergine Switchboard 
Engineer IV ( o) 703-54 7-2000 
Specialist-Network Engineering & Operations 
(o) 949-417-7841 
(c) 714-822-6207 
Email: matt.bergine(@.verizon.com 

Charter Communications Verizon Business Investigations 
Don Simons 2400 N. Glenville Dr. 
Construction Manager, Zone 8 Richardson, TX 75082 
7142 Chapman Ave. (o) 972-729-6016 
Garden Grove, CA 92841 (o) 469-886-4238 
(o) 714-591-4871 Email: investigations@verizon.com 
Email: don,simons@charter.com ~nd Email: chuck.czumakl@.verizon.com 

Contact Verizon Business for issues involving: 

Charter Communications --- Brooks Fiber Properties, Inc. 

Utility Research Requests --- MClmetro Access Transmission Srvcs. 

E-mail: --- MCI Telecommunications Srvcs 

DL-SpCAL-CHARTERENGINEERING@CHARTER.COM 
--- MFS Telecom, Inc. 
--- SourtherNet, Inc./ WorldComNetwork Srvc. 
--- lntermedia Communications, Inc. 
--- XO Communications 

Newport-Mesa Unified School District Newport-Mesa Unified School District 
vrctor Garza Tim Marsh, Administrative Director, Facilities 
(o) 714-424-5080 Support Srvcs. 
Email: vgarza@nmusd.us (o) 714-4247527 

Email: tmarsh@nmusd.us 
Newport-Mesa Unified School District 
Mary Gray 
Email: mgrat@nmusd.us 

DIGALERT.ORG Kinder Morgan 
(24-HR) 811 Jordan Neuner 
2 days before digging. ( o) 310-628-4350 

Email: jordan neunerl@.kindermorgan.com 
Karly Payne, Administrative Assistant 
(o) 714-560-4604 
Email: karlt 12atne@kindermorgan.com 

Where existing utility main lines and conduits (excluding sewer main lines) and all utility 
service lines (excluding sewer laterals) are to be relocated or declared abandoned by the 
affected utility companies, the CONTRACTOR shall be responsible for contacting the 
respective utility representatives for coordinating the relocations and for determining the 
abandonments. The CONTRACTOR shall proceed with excavation in such a manner that will 
allow utility companies adequate and reasonable time to relocate service lines. The 
CONTRACTOR shall not be compensated for any delays caused by failure to coordinate the 
above work with utility companies. 
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PARTS 
PIPELINE SYSTEM REHABILITATION 

(No Addtions or Modifications) 

PART6 
TEMPORARY TRAFFIC CONTROL 

SECTION 600 - ACCESS 

600-1 GENERAL 

[Add the following:]. 

600-1.1 NOTIFICATION AND ACCESS 

Prior to restricting normal access from public street to adjacent properties, the CONTRACTOR 
shall notify each property owner or owner's agent, informing them of the nature of the access 
restriction and the approximate duration of the restriction. The CONTRACTOR shall make 
every effort possible to minimize such restrictions. 

Deliveries shall be conducted with appropriate flagmen and traffic controls. 

Trenches left open overnight shall be bridged in a safe and acceptable manner at all driveways 
and walkways to provide safe access. 

A minimum of one four (4) foot wide pedestrian walkway shall be maintainned and safely 
delineated along each public street and through areas accessibale to the general public at all 
times during construction. 

PART7 
STREET LIGHTING AND TRAFFIC SIGNAL SYSTEMS 

(No Addtions or Modifications) 

PARTS 
LANDSCAPING AND IRRIGATION 

(No Addtions or Modifications) 
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MISCELLANEOUS 
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CITY OF COSTA MESA 
PUBLIC WORKS AGREEMENT FOR 

CITY PROJECT NO. 21-07 

THIS PUBLIC WORKS AGREEMENT ("Agreement"), dated 

("Effective Date"), is made by the CITY OF COST A MESA, a political subdivision of the 

State of California ("CITY"), and ___ , a ("CONTRACTOR"). 
! • ~~ 

.:-5{}}} 
CITY desires to construct the public work and impr:9_vements described below .. , ,·.) .... 

under Scope of Work, Paragraph 1 ("Work"). fifr 

b. CONTRACTOR's bid; 

c. Notice inviting bids; 

d. Complete plans, profiles, detailed drawings and specifications, including 

general provisions and special provisions; 

e. Certificates of Insurance; 
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f. Faithful Performance Bond and Labor and Material Bond, including agent's 

Power of Attorney for each bond; 

g. Supplements, attachments, and exhibits attached to the above items; 

h. Provisions of the most current edition of The Greenbook: Standard 

Specifications for Public Works Construction ("The Greenbook"); and 

i. All addenda setting forth any modifications or int~rpretations of the above 

documents. 

The documents attached hereto are incorporated h;'f~iJt byf h~is reference. The 
,-- , - -=:---- ---~-- - - • 

Green book is incorporated by reference as if f~llf set forth herein'.. Th~t_90cuments 

comprising the complete Agreement will be 0rJte,Hedto aithe "Contractdlcuments." 

All of the Contract Docume~ts ar:'tnJendedtcrcomplemenfo~e another, so that 

any Work called for in one and 11§f n,entioned].ff another is to be performed as if 

mentioned in all documents. 
--- _,_- ·---.- - '""· ----" 

In the event of anTnconsfstencycir-ithe Contract Documents, the terms of this 

Agreement shaWLPl"~Y?il over ~lkpt.her /Contract Documents. The order of precedence 
=- • • - - - - -:· - _-- -~-

between the remainff)g,·Cddtract Doclll:n~nts shall be as set forth in The Greenbook. 
- ---- ·- - . ---- --

-- . - -- -------~---

. · __ --__ --.-. 

~jhe Contract Documents CO~s_titute the entire agreement between the parties and 

supersedeany'ari9•a11 otH-&r writings and oral negotiations. 

3. CITY'S FlEPRESENTATIVE. 

The CITY'sd~~~·tesentative is _____ , referred to herein as the Project 

Manager ("Project Manager"). 

4. CONTRACTOR'S PROJECT MANAGER: PERSONNEL. 

(a) Project Manager. CONTRACTOR's Project Manager must be 

approved by City. Such approval shall be at CITY's sole discretion. 

(b) Personnel. CITY has the right to review and approve any personnel 
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who are assigned to perform work under this Agreement. CONTRACTOR shall remove 

personnel from performing work under this Agreement if requested to do so by CITY. 

This Paragraph 4 is a material provision of the Agreement. 

5. SCHEDULE. 

All Work shall be performed in accordance with the schedule approved on behalf 

of CITY by the Project Manager, and in accordance with the tim~;pf performance set forth 

in Para:.raph :~T~~;Mo~:~~::;::;MANCE OF_ WOR: :i.{{;;,. .~2}· 
fHt~~·.. f .;t:.... ·~ 

CONTRACTOR shall furnish all tools, equipfijJ~m. apparattfsWJ9piliti~~f ti~bor and 
~~~e .. ::;:~~r-·~>> . ~.:.:,$!~\\.. --~?:~It- ~~~tl~!7~ 

materials necessary to perform and COIJJpfetert'1i~i,'.W,orll:::qt;,,.constructiolii~ih a good and 
~~f-.. ~1f::'t 'f~f?t1t:.. _4r;Jl> 

workmanlike manner in strict contorm!ty withJ,tl;).e CooJtact DoclJti}~cits:· 
fj;:ff{\•.. ~~~it;•:-~. ,;f~f~T ~~t:JY 

The equipment, apparatus, \t~:gi\H.te$, lah~rr~~"nd material shall be furnished and 

such Work performed a1J_C,J.;,,cpmpletej~::
1
:~~QiJ~; ;,;~, tft;t~hPlans and specifications to the 

'~I{fC~\-t,:-,"- '"(ft:" .,,~~): ~?t;· 
satisfaction of the Projecf'J.Ma_niigef:,Or n[s;:.or h~tf designee, and subject to his or her 

approval. ·t~J,~!'.:,"'(\i~\~~l;;:~,~w 
7. CONTf.RACT~~IRIGE. '\f\;\t. 

j;;('tt,.. '{~:1.-_;,: .. ~'·•·~-.·.':_._·.'_:i\½t~\f ~~\.}, ""~;(:{ t;t~. ~-· . = t 

·et;~:_\,:~·:";VI rvfE'i GF ~~ RFORMANCE. 
'"c;;;~,.i}'·"·:· •· .:_,_,,~t~t.:\ • ;:1:;) 

CONTRACTOm~,~all' commence Work by the date specified in CITY's Notice to 
.~•·t;~-

Proceed, unless ~( 'Jil ~f date is agreed upon in writing by the parties. The Work shall be 

completed within THIRTY-FIVE (35) CALENDAR DAYS from the first day of 

commencement of the Work. 
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9. TERMINATION. 

(a) Termination for Convenience. 

CITY may terminate this Agreement at any time, with or without cause, by 

providing thirty (30) days' written notice to CONTRACTOR. 

(b) Termination for Breach of Contract. 

(i) If CONTRACTOR refuses or fails~J9. prosecute the Work or 

any severable part of it with such diligence as will ensqdfits timely completion, or if 
--c ~:: /-·- - '."_--~ 

CONTRACTOR fails to complete the Work on time, or If0QQNfRACTOR, or any 
C -.-

subcontractor, violates any of the provisions of fgi·:Qontract Dc3tur:nents,: tHe Project 
::-s--~"/":' -:~:_ --~~ _:_.__ -:!._--- _c: ___ -_:-_c----

M a na ge r may give written notice to CONTf¼6tbR. andCONTRACTO·~•i;sureties of the 
... . -

CITY's intention to terminate this Agreem"enl; and, )JfHess with.fn flye; (5) days after the 
- - - -- . -

serving of that notice, such condJdt~§t,911 ::~sf~~~d arrange~:~ts for the correction 
-·- "'-~ _-_:_ . : - - ' 

thereof be made to the s9tisfaction odR:e CIT~:,Jhislgf!3ement may be terminated at the 

option of CITY effective,8-~QJtCQNJRA<:5"f"DR'}-".r~9!3iptof a second notice sent by the 

CITY indicating th'atJ11_~ CITY~~a\f ex~rdf&dJrts option to terminate. 

t,_(ii/ iLCON,~RACJO~·is adjudged bankrupt or files for any relief 
~ _- ,~--:-__ ':-r/--~--- _:-},_- - -. --:-~ 

under.the Federal BaJ1k~9ptd~ • Cod.e or State insolvency laws, this Agreement shall 
- ._- '. :__ ":-_,-~ -_·-:_; -

-- - --

automafica1Jytermim1te with.out any further action or notice by CITY. 

(iii} If CONTRACTOR is in breach of any material provision of this 
1f/1;~,-,, 

Agreement, CITYfr.p~yilhimediately terminate this Agreement by providing written notice 

to CONTRACTOR of same. 

10. LIQUIDATED DAMAGES. 

In the event the Work is not completed, for any reason, within the time required 

including any approved extensions of time, and to the satisfaction of the Project Manager, 

CITY may, in addition to any other remedies, equitable and legal, including remedies 
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authorized by Paragraph 9 (Termination) of this Agreement, charge to CONTRACTOR or 

its sureties, or deduct from payments or credits due CONTRACTOR, a sum equal to $730 

per calendar day as liquidated damages for each day beyond the date provided for the 

completion of such Work. 

The parties hereto agree that the amount set forth above, as liquidated damages 

constitutes a fair and reasonable estimate of the costs the CITY would suffer for each day 

that the CONTRACTOR fails to meet the performance schedule. The parties hereby 

agree and acknowledge that the delays in the performance sdh~du,le will cause CITY to 

incur costs and expenses not contemplated by this Agreement. 

11. PERFORMANCE BY SURETIES. 

In the event CONTRACTOl3fails 'dr. refusJito perf0rm the Work, CITY may 

provide CONTRACTOR with a notice of.intent to. terminate as provided in Paragraph 9 
-- .-_ 

(Termination), of this Agr~ement. The C[f"Yshall immediately give written notice of such 

intent to terminate to CONTRAC'"fOR and CONTR.ACTOR's surety or sureties, and the 
- - ~- - 0 - - - --;_~- - ~- _- -

sureties shall havetheright to tal<e over anc:lperform this Agreement; provided, however, 
- - -

that the sureties mu::,t, within five (5) days after CITY's giving notice of termination, (a) 
-~· -~ 

- ------ •. - - ·r 

give t_he CITY written notice of their intention to take over the performance of this 

Agreementf(l:5) provide -adequate assurances, to the satisfaction of the CITY that the 

Work shall be performed diligently and in a timely manner; and (c) must commence 

performance thereof within five (5) days after providing notice to the CITY of their intention 

to take over the Work. Upon the failure of the sureties to comply with the provisions set 

forth above, CITY may take over the Work and complete it, at the expense of 

CONTRACTOR, and the CONTRACTOR and the sureties shall be liable to CITY for any 

excess costs or damages including those referred to in Paragraph 10 (Liquidated 

Damages), incurred by CITY. In such event, CITY may, without liability for so doing, take 
5 
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possession of such materials, equipment, tools, appliances, Contract Documents and 

other property belonging to CONTRACTOR as may be on the site of the Work and 

reasonably necessary therefor and may use them to complete the Work. 

12. DISPUTES PERTAINING TO PAYMENT FOR WORK. 

Should any dispute arise respecting whether any delay is excusable, or its 

duration, or the value of the Work done, or of any Work omitt',,d, or of any extra Work 

which CONTRACTOR may be required to do, or 

CONTRACTOR during the performance of th is Agreement, su • , '1 • • 

~~~ 
by the Project Manager, and his or her decisior t 0 

• 

CONTRACTOR and its sureties. 

13. SUPERINTENDEN 

upon 

At all times during perfor 

superintendence or hav 

ONTRACTOR shall give personal 

r.intendent on the worksite, with ·~ 
.,_:·• 

14. 

for in . · -)lhe Work and to all shops on or off-site where the 

. -k, are in preparation. CITY shall have the right of access to 

on ·a t all times. However, CITY shall, at all times, comply with 

CONTRACTOR'~{$,i:. · ., requirements on the job site. 

15. CARE OF THE WORK AND OFF-SITE AUTHORIZATION. 

CONTRACTOR warrants that it has examined the site of the Work and is familiar 

with its topography and condition, location of property lines, easements, building lines 

and other physical factors and limitations affecting the performance of this Agreement. 

CONTRACTOR, at CONTRACTOR's sole cost and expense, shall obtain any permission, 
6 
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and all approvals, licenses, or easements necessary for any operations conducted off the 

premises owned or controlled by CITY. • CONTRACTOR shall be responsible for the 

proper care and protection of all materials delivered to the site or stored off-site and for 

the Work performed until completion and final inspection and acceptance by CITY. The 

risk, damage or destruction of materials delivered to the site or to Work performed shall 

be borne by CONTRACTOR. .. ,!!\, 

·,t~.:j_1_Pw 
,. . . -~'.',.~ 

16. PAYMENTS TO CONTRACTOR. 
\~~~1}.!:., ~(f;{~~~~ 

On or before the last Monday of each and every monttf durir.igAhe performance of 

the Work, CONTRACTOR shall meet with the Pr~}i~hfY1anager ·;;l~1~:J~r her::d~signee to 
,c\,;t;.!'(( t :-·"' '',:.!£}}£:-. :/f;@('f::--;;tt:;_}P 

determine the quantity of pay items inco~Rif-Caled i6,J9,,,_the·in:ilir9vement_ddriiig that month. 
~-\zfi:. -~};ft&\ ~~:~lf?t:· _ ~~(!:{~~ 

A "Progress Payment Order" will tti~.r:1 be 18.Jn,t!y pr~'.i\t2ired, arfpi9x~.:af and signed by the 
• ~Ii:;L, ~,~fflfo-2;;f~~.>· -·f}:; 

PJoject Manager and the CONTR~9~~~ settlQ~f, forth the amount to be paid and 
. \;it}:_ ·~\t{t~~~. '(;J;,·:~:j~'.~ 

providing for a five perce,r1tJ~%) retentiQr;i . C'..IP:9». approya,I of the progress payment order 
'\*~~:{ft>:-.. ··:;)r, 0-4t1-;.,,_ ' :y-

by the Project Manager, or:.Jj_i_ff of:;H1~r.. desigriee, 'if!~_b,all be submitted to CITY's Finance 
.:.~',,. <+,~?:t , .... ':'.~:~::1;\,I~:" •-;., 

Department ancft -='[&;q~_~sed for •~~ymenF°'i~~}t~taining approval from the City Council to 

issue : .~~~ant ~;J~~§;.~::~&J'''C" 

{f~ ithin three (3J{t.f§Y'.$Sl ollowh)g City Council's approval to issue a warrant, CITY 

shall J~i).Qt~Ql'gjR~.~t~~ a warrant for the amount specified in the progress payment 
~ ~·;·•~ K~" :,,: •• •.~.- ·t~/t, tf~:1;~ .. 

order as the amounti'-~ b~ paid. The retained five percent (5%) shall be paid to 

CONTRACTOR tfi:i~ij.i~f: (35) days after the recording of the Notice of Completion of the 

Work by the COUNTY and after CONTRACTOR shall have furnished releases of all 

claims against CITY by persons who furnished labor or materials for the Work, if required 

by CITY. 

Upon the request of CONTRACTOR and at its expense, securities equivalent to 

the amount withheld pursuant to the foregoing provisions may be presented to CITY for 
7 
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substitution for the retained funds. If CITY approves the form and amount of the offered 

securities it will release the retained funds and will hold the securities in lieu thereof. 

CONTRACTOR shall be entitled to any interest earned on the securities. 

In the event that claims for property damage or bodily injury are presented to CITY 

arising out of CONTRACTOR's or any subcontractor's Work under this Agreement; CITY 

shall give notice thereof to CONTRACTOR, and CONTRACTQ; i shall have thirty-five (35) 
.......... 
,' 

partial payment, or to reject it, and to give notice of settlement ·o • •. • n to CITY. If CITY 

that the claim is meritorious, CITY 

appropriate release from the claima 

the retained funds that WQ Id otherwi 
fli•'-" . 

-·- •i~~ii 

ct the amount of the payment from 

.":~NTRACTOR upon completion of 
~~$!' 

""z.,~'G>MBT P~YMENT OF SUBCONTRACTORS. 
:• .-•>V ~~,~~~- -\~ir-

The CONTRACMi9DR a grees to pay each subcontractor under this Agreement for 
.,-~f!!ft· 

satisfactory perfortD:?fi'Be of its contract no later than seven (7) days from the receipt of 

each payment the CONTRACTOR receives from CITY. 

The CONTRACTOR agrees further to release retainage payments to each 

subcontractor within thirty (30) days after the subcontractor's work is satisfactorily 

completed. 

Any delay or postponement of payment from the above referenced time frame may 
8 



Project and Specification No. 21-07 

occur only for good cause following written approval of the CITY. 

18. CONTRACT SECURITY AND GUARANTEE. 

Unless previously provided by CONTRACTOR to CITY, CONTRACTOR shall 

furnish, concurrently with the execution of this Agreement, the following: ( 1) a surety bqnd 

in an amount equal to one hundred percent (100%) of the contract price as security for 

the faithful performance of this Agreement, and (2) a separat~~§9rety bond in an amount 
~2-.~~•I_:t' 

equal to at least one hundred percent (100%) of the cooj f~ct price as security for the 
atj~i{i:~~- > H,};t;;, 

payment of all persons furnishing labor or materials in conneqtio.o~With the Work under 
{~ft;·~. ~t~t~r~~ .~ 

this Agreement. Sureties for each of the bonds and'f6~~t orms there6f\~ <>all b~;~ijlisfactory 
,<(\tir-J1itc ,, -~\)});· ~ =,\T'{;• /:;>-• 

to CITY. In addition, such sureties musObe·' ailthoJized;\'10. issue borids·-' in California; 
r~t~-,- --,,*'· -~r~~~;;-, .. t-,if:}1, 

sureties must be listed on the latest rev1sio'n to the;s.U.S. De'parfment of the Treasury 
l~i~:t~··~ •~;.::•;•i~;> ~~~%~i •·~~:iw··· 

Oircular 570; and must be shown to~8W~~l$Ufficiln:t,&6nding capacity to provide the bonds 

required by the Contracl ;ti;;:,nts:~,:~j#,:~~/~ 

CONTRACTOR shal!}pfovt -~h.a cifct'Jfied c6~py of the certificate of authority of the 
,,;r,-.,. ~f!t;,, '<-<,2:1:Yi/t ~,-· 

surety issued by½t Q$Urance Gg)Timissio}te,t,1:1 certificate from the clerk of the county in 
"' ,.,.._,.,, 11\«fr- '-~tf.:-. ·,,~~7!' 

which the court or ''qrfice'r"istlo_cflted fngit,.the certificate of authority of the surety has not 
.:~t~i;\t. •• ,. J!z~ii~PJ:1-:,, ~~-

been s.):Jtrendered, reVQ!$~c:ff c'anceleg,: annulled, or suspended or, in the event that it has, 
\t~t~, \~:r~~i?' -

that ren'e~~d;a_Uf6JijJit.Y. hal::been granted; and copies of the surety's most recent annual 
~1~~;:~: .. t:'.:'~:::.•.:•·.t~ -:t:rt1;{r ~1~. 

statement and quartertf i st~f~ment filed with the Department of Insurance pursuant to 
A.Jihf 

Article 10 ( comm;eb,'Q°(ti~-with Section 900) of Chapter 1 of Part 2 of Division 1 of the 

Insurance Code. 

CONTRACTOR guarantees that all materials used in the Work and all labor 

performed shall be in conformity with the Contract Documents including, but not limited 

to, the standards and specifications set forth in the most current edition of The Greenbook. 

CONTRACTOR shall , at its own expense, make any and all repairs and replacements 
9 
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that shall become necessary as the result of any failure of the Work to conform to the 

aforementioned Contract Documents, and standard specifications; provided, however, 

that CONTRACTOR shall be obligated under this provision only to the extent of those 

failures or defects of which he is given notice within a period of twelve (12) months from 

the date that the Notice of Completion is recorded. 

The rights and remedies available to CITY pursuant. · ·~ this provision shall be 

cumulative with all rights and remedies available to C 

common law, which rights and remedies are hereby express , .. •-

foregoing guarantee by CONTRACTOR nor its furhr ; • g of the B ':, eptance 

thereof by CITY, shall constitute a waiv 

against CONTRACTOR. 

19. INDEMNIFICATION. 

CONTRACTOR a 

claims, liabilitie • 

to or death of 

. i),fy and hold harmless CITY and 
•,!~: 

·-;,,-:-

i,. and employees from any and al l 

-- ._ -~· 'Y nature, including attorney fees, for injury 
.... ~:.-:;;;· 

i_njury or damage to any property, including 

qn,e resulting therefrom, arising out of or in any way 

connect _)~~wittl¥ftfil", ,.rfof~nce of this Agreement. The defense obligation provided for 
• "'\it.:'G':r-,-'"" . • f-2,., ~,~iB 

hereunder shall apply .,,,4., hout any advance showing of negligence or wrongdoing by the 

CONTRACTOR, if§'[:., ployees, and/or authorized subcontractors, but shall be required 

whenever any claim, action, complaint, or suit asserts as its basis the negligence, errors, 

omissions or misconduct of the CONTRACTOR, its employees, and/or authorized 

subcontractors, and/or whenever any claim, action, complaint or suit asserts liability 

against the CITY, its elected officials, officers, agents and employees based upon the 

work performed by the CONTRACTOR, its employees, and/or authorized subcontractors 
10 
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under this Agreement, whether or not the CONTRACTOR, its employees, and/or 

authorized subcontractors are specifically named or otherwise asserted to be liable. 

Notwithstanding the foregoing, the CONTRACTOR shall not be liable for the defense or 

indemnification of the CITY for claims, actions, complaints or suits arising out of the sole 

active negligence or willful misconduct of the CITY. This provision shall supersede and 

replace all other indemnity provisions contained either in the CITY's specifications or 

CONTRACTOR's proposal, which shall be of no force and effect. 

CONTRACTOR shall comply with all of the provisions of the Workers' 

Compensation insurance laws and Safety in Employrnent laws of the State of California, 
- -

including the applicable provisions of Divisions 4 and 5 ofthe California tabor Code and 
-:::- __ --- ~ ~,:_ ---

-:C - -- -- -~---_-=--- ,J 

all amendments thereto and regulations proniulgated pursuanlJhereto, and all similar 

State, Federal or local laws applicable;:c;1nd CONTRACTOR shall indemnify and hold 

harmless CITY from and against all claims, liabilities, expenses, damages, suits, actions, 

proceedings and judgments/of every nature and description, including attorney fees, that 

may be presented, brought or recoyered ag?inst CITY for or on account of any liability 
-- -- --

under or failure to complywith any of said laws which may be incurred by reason of any 
' - :- ---_; .-, - ~ 

Work,performed under.this Agreement by CONTRACTOR or any subcontractor or others 

performing ggbE3half of CONTRACTOR. 

CITY does not, and shall not, waive any rights against CONTRACTOR which it 

may have by reaso11 ofthe above hold harmless agreements, because of the acceptance 

by CITY or the deposit with CITY by CONTRACTOR of any or all of the insurance policies 

described in Paragraph 20 (Insurance) of this Agreement. 

The hold harmless agreements by CONTRACTOR shall apply to all liabilities, 

expenses, claims, and damages of every kind (including but not limited to attorney fees) 

incurred or alleged to have been incurred, by reason of the operations of CONTRACTOR 
11 
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or any subcontractor or others performing on behalf of CONTRACTOR, whether or not 

such insurance policies are applicable. CONTRACTOR shall require any and all tiers of 

subcontractors to afford the same degree of indemnification to the CITY OF COSTA 

MESA and its elected and appointed boards, officers, agents, and employees that is 

required of CONTRACTOR and shall incorporate identical indemnity provisions in all 

contracts between CONTRACTOR and all tiers of its subcont . ", tors. 

In the event that CONTRACTOR and CITY are su . f, 
·, 

caused or allegedly caused by negligent or other wrongful co , -~ · d ONTRACTOR, or 
....... , '-~ 

•. b 

by a dangerous condition of CITY's property create .;,. CONTRA • ; ·" or 
' ::::,, 

.:1J/!.f?/fr:.'i-~~, .... 

the property was under the control of Jf@NTR'Jg~., N 
}li~i•~ ~i~~\ ~~~t·~ 

relieved of its indemnity obligatio emert such third party 

unless that settlement includes a fJi 

against the CITY. 

20. 
;;,, ~.~:l?~~ 

CONTRK.~ TtQ_ . shall ndt{f~pmrift .· .. J{~Work under this Agreement until it has 
l~;f:•;.~ .,.. ..,~,~~-- ''-'r.fY 

obtained all insurarr· re ,-r . undei&~(bi~ section and CITY has approved the insurance 
·->;,i.ft 

.;--~ ..,. 

as to fr , m, amount, a~~,:1:¢Jfrner, •• • t@Jshall CONTRACTOR allow any subcontractor to 

commeiWt.e.s-f)rty.oi:Wdrk., uJ ~~ II similar insurance required of the subcontractor has been 
···~~f;fj~:;:f~.r~;.~~ti ·~. -~•!t!',. 

obtained and approve _t}; -~{? 

.~1flf{F 
Neither the,;f~JICfre of CONTRACTOR to supply specified insurance policies and 

coverage, nor the failure of CITY to approve same shall alter or invalidate the provisions 

of Paragraph 19 (Indemnification) of this Agreement. 

(a) Workers' Compensation Insurance. 

CONTRACTOR shall obtain and maintain during the life of this Agreement 

workers' compensation insurance and, if any Work is sublet, CONTRACTOR shall require 
12 
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all tiers of subcontractors to obtain workers' compensation insurance. 

All workers' compensation insurance policies shall provide that the 

insurance may not be canceled without thirty (30) days' advance written notice of such 

cancellation to CITY. 

CONTRACTOR agrees to waive, and obtain endorsements from its 

workers' compensation insurer waiving, subrogation rights under its workers' 

compensation insurance policy against the CITY and to require each of its subcontractors, 

if any, to do likewise under their workers' compensation insuranqe policies. 

(b) Liability Insurance Coverage. 

CONTRACTOR shall obtain cmd maintain during the life of this Agreement 

the following insurance coverage: 

(i) Commercial GeneraJ Liability, including coverage for 

premises-operations, products/complet~d op$rations hazard, blanket contractual, broad 

form property damage, ancfiridependenfcontractors. In addition, CONTRACTOR shall 

obtain and maintain during the Jife. of this""Agreement each of the following insurance 

coverage which are not stricken outand initialed by the Project Manager: Explosion and 

collapse hazard, underground hazard, personal injury, and automobile liability, including 

owned", l}ired, and non-owned vehicles. All insurance coverage shall have limits of not 

less than $1,000,000.00 combined single limits, per occurrence and aggregate. 

(ii) Below are approved endorsements which satisfy the basic 

insurance requirements contained in contracts entered into by City of Costa Mesa. These 

have been approved by the City Attorney's Office. The terms of any specific contract with 

the City are controlling. Prior to the commencement of any work, the City requires that 

the Engineer receive Certificates of Insurance in DUPLICATE for liability coverage of at 

least $1,000,000.00 combined single limits, per occurrence and in the aggregate. 
13 
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Endorsements to the policies providing the above insurance shall be obtained by 

CONTRACTOR, adding the following three provisions: 

(1) Additional Insured: 

"The City of Costa Mesa and its elected and appointed 

boards, officers, agents, and employees are additional insureds with respect to the 

subject project and agreement." 

(2) Notice: 

the coverage reduced, until thirty (30) days after 

(3) 

shall be excess and not contributing. 

.J.i-§elf-insured retention to provide 
-~· 

such coverage, the am .';;;Jlrinsured retention shall be approved 

in advance by Ol d as to which the CITY is an additional 

insured shall conta 1.r,,., pro :{"''' • whi ;};~quires that no insured except the named insured 
i ,. ~- )~}~ H~ii~ .· :~. ;, ... ~l? 

can s ",,,," fy any such d'"\ :t,t · e orsi lf-insured retention. 
r,r[l\ 

2lj~(;);!f!€f~!i,~i\l:URANCE. 
Prior to commeo~~ment of the Work, CONTRACTOR shall furnish CITY, through 

.fr.#f? 

the Project Mana~rt:,,, -'roof of compliance with the above insurance requirements in a 

form satisfactory to the Risk Management. 

22. LEGAL WORK DAY - PENALTIES FOR VIOLATION. 

Eight (8) hours of labor shall constitute a legal day's work during any one (1) 

calendar day. CONTRACTOR shall forfeit to CITY the sum of Twenty-Five Dollars 

($25.00) for each workman employed in the execution of this Agreement by 
14 



Project and Specification No. 21-07 

CONTRACTOR or by any subcontractor for each calendar day during which such 

workman is required or permitted to work more than eight (8) hours in any one calen9ar 

day and 40 hours in any one calendar week in violation of California Labor Code Sections 

1810 through 1815, inclusive. 

23. PREVAILING WAGE SCALE. 

violations occurring in the workplace, and the employee assistance programs available 

to employees. Each employee engaged in the performance of a CITY contract must be 

notified of this Drug-Free Awareness Program, and must abide by its terms. 

CONTRACTOR shall conform to all the requirements of CITY's Policy No. 100-5, 

attached hereto as Attachment 1. Failure to establish a program, notify employees, or 
15 
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inform the CITY of a drug-related workplace conviction will constitute a material breach 

of contract and cause for immediate termination of the contract by the CITY. 

26. NON-DISCRIMINATION. 

In performing this Agreement, CONTRACTOR will not engage in, nor permit its 

agents to engage in, discrimination in employment of persons because of their race, 

religion, color, national origin, ancestry, physical handicap, .m~dical condition, marital 

status or sex, or sexual orientation, except as permitted p~ :uant to Section 12940 of the 

Government Code. Violation of this provision may result in t . 

referred to in Section 1735 of the California Labor 

27. CONTRACT ASSURANCE ,. 

The CONTRACTOR or s 

color, national origin, or sex in the , 

-
is a material 

is Agreement. The CONTRACTOR 

. pa~~n the award and administration 

\o: ei,TOR to carry out these requirements 
~?:; 

may result in the termination of this 

iP.ient deems appropriate. -:;;~ 
. , ire that the above provision is included in all 

28. UMULATIVE. 

The provisi&]], ,,df this Agreement are cumulative and in addition to, and not in 

limitation of, any other rights or remedies available to CITY. 

29. NOTICES. 

It shall be the duty and responsibility of CONTRACTOR to notify all tiers of 

subcontractors and material men of the following special notice provision; namely, all 

preliminary 20-day notices or stop notices shall be directed only to the City Clerk and to 
16 
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no other department, and shall be either personally delivered or sent by certified mail, 

postage prepaid. 

All other notices shall be in writing and delivered in person or sent by certified mail, 

postage prepaid. Notices required to be given to CITY pursuant to this Agreement shall 

be addressed as follows: 

City of Costa Mesa 
77 Fair Drive 
Costa Mesa, CA 92626 
Attn: ------

6~,w1~arties h:!!Q .. slQt:~ i~a'fae ·=~d agree that the relationship between CITY and 

CON~©-TO!Rti'is?:o.n: :{J~ -~ principa; and independent contractor and no other. All 

personn~~,-~:~~~:-: ::i::~:t fuy:23NTRACTOR in the performance of this Agreement shall be 

employees of CO~t_~6TOR and not employees of the CITY. CONTRACTOR shall pay 

all salaries and wages, employer's social security taxes, unemployment insurance and 

similar taxes relating to employees and shall be responsible for all applicable withholding 

taxes. Nothing contained in this Agreement shall create or be construed as creating a 

partnership, joint venture, employment relations, or any other relationship except as set 

forth between the parties. The parties specifically acknowledge and agree that 
17 
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CONTRACTOR is not a partner with CITY, whether general or limited, and no activities 

of CITY or CONTRACTOR or statements made by CITY or CONTRACTOR shall be 

interpreted by any of the parties hereto as establishing any type of business relationship 

other than an independent contractor relationship. 

31. PERS ELIGIBILITY INDEMNIFICATION. 

In the event that CONTRACTOR or any employee, c19Elnt, or subcontractor of 
•-.·-· ·;·-

CONTRACTOR providing services under this Agreementclaims or is determined by a 
".;-~-:: -:---_ ._ :_-

court of competent jurisdiction or the California Public Em;l&ye~s°{Retirement System 
,~'--.. --":'-'· --.:;·.~·:,"·.· 

(PERS) to be eligible for enrollment in PERS/as an e~t1ByEle of-~Hbe CITY, 
-:c.:::.'-:· -.,·.:_··__ ._, 

CONTRACTOR shall indemnify, defend, cfrl<l-ho1d hc1r~1-&ss,CITY for t-h~-payment of any 
:· _- -,,j: ___ ::. :_:'.'~.-'.-~~- ,_ ; 

employee and/or employer contributj9nsf6t~;ERS 8ebefits ~hfi::5~b~HJf CONTRACTOR 

or its employees, agents, or subcontr~Btor?, as wt,ras for the payment of any penalties 

and interest on such contributions, w~◊h ;6(flg othefw1lile be the responsibility of CITY. 
_-·:{ ·--\i~:;_ <:\· --~--~;.;:_\~\:-~--- ---<_/· 

Notwithstanding anypther(3gE:mcy/_state or.federal policy, rule, regulation, law or 

ordinance to the, cor1trary, CONJRACTO.R- and any of its employees, agents, and 
·-:5:_:s__:_.• -._ ~--=-:c·:.:"_~--- ~-~---- ... 

subcontractors pro\liding seryi2e under this Agreement shall not qualify for or become 
:-:-=s---_·~~: -:;, • ~-~J:_:;_--- -- -,-- -: :t _:,_--_-
. • . 

entitle;dofo, and hereby~9gree to waive any claims to, any compensation, benefit, or any 

incidentqf:employm~ot byCITY, including but not limited to eligibility to enroll in PERS 

as an employee of CITY ahd entitlement to any contribution to be paid by CITY for 

employer contributi0n and/or employee contributions for PERS benefits. 

32. VALIDITY. 

The invalidity in whole or in part of any provision of this Agreement shall not void 

or affect the validity of any of the other provisions of this Agreement. 

33. GOVERNING LAW. 

This Agreement shall be governed by and construed in accordance with the laws 
18 
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of the State of California. Any legal action relating to or arising out of this Agreement shall 

be subject to the jurisdiction of the County of Orange, California. 

34. NO THIRD PARTY BENEFICIARY RIGHTS. 

This Agreement is entered into for the sole benefit of the CITY and CONTRACTOR 

and no other parties are intended to be direct or incidental beneficiaries of this Agreement 

and no third party shall have any right in, under or to this Agre,.~rnent. 

35. ASSIGNABILITY. ;;{§;$?" 
-,,,~{i1,, ·"d;:: 

This Agreement may not be sold, transferred or assig'ri~d/ by?either party, or by 
~~~~~ •;•i~~i~ -~·~ 

operation of law, to any other person or persons '·"©t~t?.usiness entit'y,;) Nithqi;mthe other 
'J1.i;,.~ --~ii:-..:,-. ,,,~i~;,,fi)J/' 

party's written permission. Any such SiL?· ansJ~I or ·a~§(gnment, gr"~ tfempted sale, 
~fi~-;. -~;~11~ ··•:\({{J!;:, l~'.~1~i 

trans.fer or assignment without wri~e,n perriit~:§JOn, ru"ay be de~f;n.~_g'ipY the other party to 
• ~.;titt~i~~- ·-~~tia~t~1i1;-- ···:?J,.Y~ 

cons.titute a voluntary termination dt{l ffi~?e,,greehl~nr and this Agreement shall thereafter 

be dee:ed le;~~:::. ~,::~:/
1
~::s:~y; 'i~tt}, 

No waiveij;jf,;.1a.ny provisiotJ_;,Qf this;:,~gt ~~ment shall be effective unless in writing 
"'.~:t:;:·;l~~~1Ji:,,.. ~~tt,. .,,_,:I.l-" 

and signe9 by a dci!¾,aultfo'iti;~p repre{~~ntative of the party against whom enforcement 
:1-itttt\ ·,t~" .. -~·11f?1Iz?-r,.. "?'~ 

of a '4,{~iver is sought' fc~f~fJjrig exp't@.ssly to this Paragraph. The waiver of any right or 
\~f-\. ~:~~~Ir·· 

remedy!,1Dir~_$.P~:Ctfl 9;-an{;-~qpurrence or event shall not be deemed a waiver of any right 
·,·i,, .• ¥.,:&"':·•:(.·,:"'.~itl. --~t-

or remedy in respect 16.j~ny other occurrence or event, nor shall any waiver constitute a 

continuing waiverf;m;;:1f?~ 

37. HEADINGS. 

Section and subsection headings are not to be considered part of this Agreement, 

are included solely for convenience, and are not intended to modify or explain or to be a 

full or accurate description of the content thereof. 
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38. COUNTERPARTS. 

This Agreement may be executed in one or more counterparts by the parties 

hereto. All counterparts shall be construed together and shall constitute one Agreement. 

39. CORPORATE AUTHORITY. 

The persons executing this Agreement on behalf of the Parties hereto warrant that 

they are duly authorized to execute this Agreement on behalf • • aid Parties and that by 

doing so, the Parties hereto are formally bound to the pro. 4 

40. ADDITIONAL SERVICES. 

CONTRACTOR shall not receive compensa 
,.:,S;..;; -

, ..... ~,.,. A 

the scope of the Contract Documents !""- • 

services. 

It is specifically ~l approvals of such additional 
·'¾-'r 

;
1
and any approvals from CITY shall 

··ppear on following page.] 

20 



Project and Specification No. 21-07 

IN WITNESS WHEREOF, the parties hereto have caused this Agreement to be 

executed by and through their respective authorized officers, as of the date first above 

written. 

CITY OF COSTA MESA, 
A municipal corporation 

Lori Ann Farrell Harrison 
City Manager 

CONTRACTOR 

Signature 

Brenda Green 
City Clerk 

APPROVED AS TO FORM: 

Kimberly Hal l Barlow 
City Attorney 

Date: _ _ _ _______ _ 

Date: _____ _____ _ 

21 



APPROVED AS TO INSURANCE: 

Ruth Wang 
Risk Management 

APPROVED AS TO PURCHASING: 

Carol Molina 
Acting Finance Director 

DEPARTMENTAL APPROVAL: 

Raja Sethuraman 
Public Services Director 

Seung Yang, P.E. 
City Engineer 

Project and Specification No. 21 -07 

Date: ------ - -----
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EXHIBIT D 

DRUG-FREE WORKPLACE POLICY 



SUBJECT 

CITY OF COSTA MESA, CALIFORNIA 

COUNCIL POLICY 

POLICY 
NUMBER 

DRUG-FREE WORKPLACE 100-5 

BACKGROUND 

EFFECTIVE PAGE 
DATE 
8-8-89 1 of 3 

Under the Federal Drug-Free Workplace Act of 1988, passed as part of omnibus drug legislation 
enacted November 18, 1988, contractors and grantees of Federal funds must certify that they will 
provide drug-free workplaces. At the present time, the City of Costa Mesa, as a sub-grantee of 
Federal funds under a variety of programs, is required to abide by this Act. The City Council has 
expressed its support of the national effort to eradicate drug abuse through the creation of a 
Substance Abuse Committee, institution of a City-wide D.A.R.E. program in all local schools and 
other activities in support of a drug-free community. This policy is intended to extend that effort 
to contractors and grantees of the City of Costa Mesa in the elimination of dangerous drugs in the 
workplace. 

PURPOSE 

It is the purpose of this Policy to: 

1. Clearly state the City of Costa Mesa's commitment to a drug-free society. 

2. Set forth guidelines to ensure that public, private, and nonprofit organizations receiving 
funds from the City of Costa Mesa share the commitment to a drug-free workplace. 

POLICY 

The City Manager, under direction by the City Council, shall take the necessary steps to see that 
the following provisions are included in all contracts and agreements entered into by the City of 
Costa Mesa involving the disbursement of funds. 

1. Contractor or Sub-grantee hereby certifies that it will provide a drug-free workplace by: 

A. Publishing a statement notifying employees that the unlawful manufacture, 
distribution, dispensing, possession, or use of a controlled substance is prohibited in 
Contractor's and/or sub-grantee's workplace, ~pecifically the job site or location 
included in this contract, and specifying the actions that will be taken against the 
employees for violation of such prohibition; 

Establishing a Drug-Free Awareness Program to inform employees about: 



SUBJECT POLICY EFFECTIVE PAGE 
NUMBER DATE 

DRUG-FREE WORKPLACE 100-5 8-8-89 2 of 3 

1. The dangers of drug abuse in the workplace; 

2. Contractor's and/or sub-grantee's policy of maintaining a drug-free workplace; 

3. Any available drug counseling, rehabilitation and employee assistance programs; 
and 

4. The penalties that may be imposed upon employees for drug abuse violations 
occurring in the workplace; 

C. Making it a requirement that each employee to be engaged in the performance of the 
contract be given a copy of the statement required by subparagraph A; 

D. Notifying the employee in the statement required by subparagraph 1 A that, as a 
condition of employment under the contract, the employee will: 

1. Abide by the terms of the statement; and 

2. Notify the employer of any criminal drug statute conviction for a violation occurring 
in the workplace no later than five (5) days after such conviction; 

E. Notifying the City of Costa Mesa within ten (10) days after receiving notice under 
subparagraph 1 D 2 from an employee or otherwise receiving the actual notice of such 
conviction; 

F. Taking one of the following actions within thirty (30) days of receiving notice µnder 
subparagraph 1 D 2 with respect to an employee who is so convicted: 

1. Taking appropriate personnel action against such an employee, up to and 
including termination; or 

2. Requiring such employee to participate satisfactorily in a drug abuse assistance or 
rehabilitation program approved for such purposes by a Federal, State, or local 
health agency, law enforcement, or other appropriate agency; 



SUBJECT POLICY EFFECTIVE PAGE 
NUMBER DATE 

DRUG-FREE WORKPLACE 100-5 8-8-89 3 of 3 

G. Making a good faith effort to maintain a drug-free workplace through implementation 
of sub paragraphs 1 A through 1 F, inclusive. 

2. Contractor and/or sub-grantee shall be deemed to be in violation of this Policy if the City 
of Costa Mesa determines that: 

a. Contractor and/or sub-grantee has made a false certification under paragraph 1 
above; 

b. Contractor and/or sub-grantee has violated the certification by failing to carry out 
the requirements of subparagraphs 1 A through 1 G above; 

c. Such number of employees of Contractor and/or sub-grantee have been convicted 
of violations of criminal drug statutes for violations occurring in the workplace as 
to indicate that the contractor and/or sub-grantee has failed to make a good faith 
effort to provide a drug-free workplace. 

3. Should any contractor and/or sub-grantee be deemed to be in violation of this Policy 
pursuant to the provisions of 2 A, B, and C, a suspension, termination or debarment 
proceeding subject to applicable Federal, State, and local laws shall be conducted. Upon 
issuance of any final decision under this section requiring debarment of a contractor and/or 
sub-grantee, the contractor and/or sub-grantee shall be ineligible for award of any 
contract, agreement or grant from the City of Costa Mesa for a period specified in the 
decision, not to exceed five (5) years. Upon issuance of any final decision recommending 
against debarment of the contractor and/or sub-grantee, the contractor and/or sub-grantee 
shall be eligible for compensation as provided by law. 



DRUG-FREE WORKPLACE POLICY 

CONTRACTOR, upon notification of contract award, shall establish a Drug-Free 
Awareness Program to inform employees of the dangers of drug abuse in the 
workplace, the penalties that may be imposed upon employees for drug abuse 
violations occurring in the workplace, and the employee assistance programs available 
to employees. Each employee engaged in the performance of a CITY contract must be 
notified of this Drug-Free Awareness Program and must abide by its terms. Failure to 
establish a program, notify employees, or inform CITY of a drug-related workplace 
conviction will constitute a material breach of contract and cause for immediate 
termination of the contract by CITY. • 

CONTRACTOR shall conform to all the requirements of this Drug-Free 
Workplace Policy. 

Bidder's Initials 



LABOR AND MATERIALS PAYMENT BOND 
TO ACCOMPANY CONTRACT PUBLIC WORK 

Bond No. 790 1237170 

WHEREAS, the City of Costa Mesa, State of California, has awarded to _ ..,.G...,C.,.D"--"-P.,,a.,.in.,.t,.,_in,,,g~---- - --' 
. , . . . COSTA MESA POLICE DEPARTMENT INTERIOR 

hereinafter designated as the "Prmc1pal", a contract for the pro.1ect known as: REPAINT CITY PROJECTNO.24-04 in the 

City of Costa Mesa, in strict conformity with the contract on file with the Costa Mesa City Clerk, which is incorporated herein 

by this reference. 

WHEREAS, Principal has executed or is about to execute the contract and the terms thereof and California Civil 

Code section 9554 require the furnishing of a bond, providing that if Principal or any of Principal's subcontractors fails to 

pay fo r any materials, provisions, or other supplies used in, upon, for, or about the performance of the work agreed to be 

done, or for any work or labor done thereon of any kind, the Surety on this bond wi ll pay the same to the extent hereinafter 

set forth. 

NOW, THEREFORE, We, the undersigned Principal, and Nationwide Mutual lnsurance Company , duly 

authorized to transact business under the laws of the State of California, as Surety (referred to herein as "Surety"), are held 

and firmly bound unto the City of Costa Mesa, in the sum of OncHundrtdFifty-FivcThous:and:ind00/100 Dollars (S 155000.00 ) lawful 

money of the United States of America, said sum being equal to 100% of the estimated amount payable to the City of Costa 

Mesa under the terms ofthe contract, for which payment well and truly to be made, we bind ourselves, our heirs, executors, 

executors, and administrators, successors and assigns, jointly and severally, firmly by these present. 

THE CONDITION OF THTS OBLIGATION IS SUCH, that, if the Principal or the Principal 's subcontractors 

fail to pay for any materials, provisions, or other supplies, implements or machinery used in, upon, for, or about the 

performance of the work contracted to be done, or for any other work or labor thereon of any kind, or for amounts due 

under the Unemployment Insurance Code with respect to s uch work or labor, or for any amounts required to be deducted, 

withheld and paid over to the Employment Development Department from the wages of employees of the Principal and 

subcontractors pursuant to Section 13020 of the Unemployment Insurance Code with respect to such work and labor, 

then the Surety will pay for the same, in an amount not exceeding the sum specified in this Bond, and also, in case suit 

is brought to enforce the obligations of this Bond, a reasonable attorneys ' fees, to be fixed by the Court as required by 

the provisions of Section 9554 of the California Civil Code. 

This bond shall inure to the benefit of any and all persons, companies and corporations entitled to file claims 

under Section 9100 of the California Civil Code, so as to give a right of action to them or their assigns in any suit brought 

upon this bond. And the Surety, for value received, hereby stipulates and agrees that no change, extension of time, 

a lteration or addition to the terms of the contract or to the work to be performed thereunder or the specifications 

accompanying the same shall in any way affect its obligations on this Bond, and it does hereby waive notice of any such 

change, extension ohime, alteration or addition to the terms of the contract or to the work or to the specifications. 

[N WITNESS WHEREOF, this instrument has been duly executed by the above-named Principal and Surety, on 

the _ _ 2=3~rd~_ day of January 
,20-12_~ 

GCD Painting ·.-::;: ,,a,,1 M IN•,1~t'{'1,,. p- / • t: cC:::: 
N,m, of Coat,,elo,· (Pcio, ;p,1) ' < ,-, Oy,r,( ~~err;u, 

Nationwide Mutual Insurance Company ~ 
Name of Surety AuthorizeAgent Signature 

11 00 Locust St, Dept 2006 
Des Moines, IA 50391 

Address of Surety 

City of Costa Mesa 
Fonn Revised 05-28-2020 

Aaron Steffey - Attorney-in-Fact 
Print Name and Title 

SEE LOOSE 
CERTIFICATE 

ATTACHED 



CALIFORNIA ALL-PURPOSE ACKNOWLEDGMENT CIVIL CODE § 1189 

A notary public or ot~er officer completing this certificate verifies only the identity of the individual who signed the 
document to which this certificate is attached, and not the truthfulness, accuracy, or validity of that docum~nt. 

Slnt~ 11 la'11 •1111t 

county of Los Angeles 

On Q ~ ( 0 Sil O l 6 before m~, ------'-K=a=m~y..;..;ra:;;_L=o""'"r-'-'-'in---'-P--'-h=a"-'-n+-', N;...;.o=t=arv~P""""u=b=lic'-----
Date \ u1 Here Insert Name and Title of the Officer 

personally appeared ____ <J=-=...U_a_,~'--r_ 1-_C .... 1..L.><..o.:..J.n ..... zq::..,..;_f e-z,'---_,,_C .... aa...«1J-C.-:..:::.&q__.r_e~a .... a.___ __ 
Name(s) of Signer(s) 

who proved to me on the basis of satisfactory evidence to be the person(s) whose name(s) is/are 
subscribed to the within instrument and acknowledged to me that he/she/they executed the same in 
his/her/their authorized capacity(ies), and that by his/her/their signature(s) on the instrument the person(s), 
or the entity upon behalf of which the person(s) acted, executed the instrument. 

Place Notary Seal Above 

I certify under PENAL 1Y OF PERJURY und~r the laws 
of the State of California that the foregoing paragraph 
is true and correct. 

WITNESS my hand and official seal. 

Signature~,yr. !~ ~tv-
Signature of Notaryublic 

---------------OPTTONAL---------------
Though this section is optional, completing this information can deter alteration of the document or 

fraudulent reattachment of this form to an unintended document. 

Description of Attached Document 
lltle or Type of Document: l.abacaorl l::fattr:.JS "'1"'t'~ 6tJM To Atr""'f'v'fC"ttlaod (Mt;, weu; 
Document Date: O'j!DS'r,,,, Number of Pages: _____ _ 
Signer(s) Other Than Named Above: _____________________ _ 

Capacity(ies) Claimed by Signer(s) 
Signer's Name: ___________ _ Signer's Name: ____________ _ 
D Corporate Officer - Title(s): _____ _ D Corporate Officer - Title(s): ____ _ _ 
D Partner - D Limited D General D Partner - D Limited D General 
D Individual D Attorney in Fact D Individual D Attorney in Fact 
□ Trustee D Guardian or Conservator D Trustee D Guardian or Conservator 
D Other: _____________ _ D Other: _ ____________ _ 
Signer Is Representing: _________ _ Signer Is Representing: ________ _ 

©2015 National Notary Association• www.NationalNotary.org • 1-800-US NOTARY (1-800-876-6827) Item #5907 




